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Abstract 

Introduction. Mathematical modelling is effective in the analysis of industrial safety at metallurgical plants, in 
particular for tracking problems of the man — machine system. To introduce the time factor, recurrence relations (in a 
discrete model) and differential relations (in a continuous model) are used. However, it is also necessary to solve the 
problem of linking the model parameters to the real conditions of the production environment and to the human factor. 
The aim of this study is to create a method for determining the parameters of simulation mathematical models of the 
dynamics of the operator’s psychophysiological indicators affecting the work. 

Materials and Methods. The operator’s psychophysiological state (PPS) was assessed by performance, fatigue levels, 
and error rate. The data were collected by the Digital Correction Task (DCT) test. Based on the obtained results, the 
experimental values of the operator’s PPS indicators, which were reduced to the normalized scale [0, 1], were 
calculated. These indicators for a particular respondent, the mathematical model and the developed algorithm were used 
to determine the numerical values of the model parameters. In order to interpret the indicators of performance, fatigue 
and error rate, we introduced scales with five gradations. 

Results. The use of the authors’ modified version of the mathematical model showed a significant improvement in its 
prognostic properties. Out of 10 participants the best result was shown by respondent no. 7, the worst result was shown 
by respondent no. 8. During the first working hour (from 9.00 to 10.00) their performance increased almost equally, 
from 0.5—0.55 to almost 0.6. Then the score of respondent no. 7 increased and remained well above the “good” level 
until the end of the day. The score of respondent no. 8 dropped and was below average from 14.00 to 15.00. The 
difference was largely determined by the operators’ chronotypes. Their chronophysiological characteristics also affected 
fatigue and error rate. The model’s quality varied for different participants in the experiments. In one case it was 
excellent (mean relative error <5%), in three cases it was good (<10%) and in four it was satisfactory (<15%). 
Discussion and Conclusion. The proposed approach allows us to obtain the dynamic profiles of psychophysiological 
characteristics for every individual, to assess their interrelationships and to perform a prediction on the basis of a 
modified mathematical model. However, in order to extend the functionality of the models to the real working 
conditions of the metallurgical plant operator, it is necessary to increase the sample size, reduce the discrete time step 
and conduct studies for different working conditions, considering technological, climatic, environmental, psychological 
and other factors. 


Keywords: safety at metallurgical enterprises, man — machine system, psychophysiological state of the operator, 
operator chronotype, operator performance 
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AHHOTalna 

Beedenue. Matematuueckoe Mogenupopanve 9addekTHBHO IPH aHasIM3e MpOMBIMIeHHOM Oe3s0lacHocTH Ha 
MeTAJIIYPrH4ecKHX MIpeAMpPHATHAX, B YaCTHOCTH JIA OTCICKUBAHHA MIpoOOIIeM CHCTeMBI «4eOBeK — MaliMHa». UroOsi 
BBeCTH B pacCMOTpeHHe (bakTOP BPeMeHH, 3aelCTBYIOT PeKyppeHTHbIe COOTHOWIeCHHA (B WHCKpeTHOM MOseM) u 
TuddepenunasbHble (B HelIpepbIBHOH). OFHakO HEOOXOAMMO TakxKe PelHTb MpoOeMy MpHBA3KH apaMeTpoB Mose 
K peasIbHbIM YCJIOBHAM IIPOH3BOACTBCHHOM cpeybI HW K YerOBeyecKoMy (baxTopy. Llemb faHHoro uccieqoOBaHHa — 
co3qaHve MeTOa olpeyereHHa MapaMeTpOB UMMTAaIMOHHBIX MaTeMaTHYeCKHX MoOseei JHHAaMHKH 
TICHXOPU3HOJIOTHYECKHX NOKazaTesel OlepaTopa, BIMAIOWIMX Ha ero paovoty. 

Mamepuajci u memooot. cuxodu3uonormueckoe coctosHue (IIPC) onepatopa olleHuBalM To padoTocnocobHocTH, 
yTOMIAemMocTH HW ommMOaemocTu. JJaHHble coOpam Mo TecTy WMpoBolt KoppekTtypHow upoOsr (LIKI). Ha ocnopanun 
MOJIYYCHHBIX Pe3YJIbTATOB BEIMHCIIWJIM IKCIePHMCHTAIbHble 3HaveHHA MoOKazaTeseH IIDC onepatopa, KOTOpbIe MIpHBeIM K 
HOpMupoBaHHo wkasie [0,1]. Oru noKasaremm Id KOHKpeTHOTO /peCOHJeHTa, MaTeMaTHUeCKyIO MOJeJIb 
pa3pa0oTaHHbIM aJIrOpHTM 3ajJeHCTBOBaIM MPH oMpeyeyeHHH UMCOBbIX 3HaYeHHM apaMetpoB Moyen. Jia 
WHTeplipeTalun WoKa3zaTesel paOOTOCHOCOOHOCTH, YTOMJIN€MOCTH H OLMOaeMOCTH BBEJIM WIKAJIbI C IATBIO TpayaluaMu. 
Pesyiomamet ucciedosanua. Vicnionb30Bpanie MOMUUMpOBaHHOrO aBTOpaMH BapHaHTa MaTeMaTHYecKOl MOyeJIM 
MOKa3ajIO 3HAYHMTeNIBHOe yIyUWIeHHe ee MporHocTHyeckux cBolicTB. M3 10 yaacTHHKoB HaWJIy4LIM pesysIbTaT OKa3asIcA y 
pecnoHyeHta Ne 7, xynqmmii — y pecnionzenta Ne 8. B treaenue 1-ro uaca padortsi (c 9.00 no 10.00) ux padotrocnocobHocTS 
BbIPOcua IpHMepHO OAMHAaKOBO, c 0,5—0,55 nouru Wo 0,6. 3aTeM NoKa3aTesb pecnioHyeHta Ne 7 aKTHBHO yBeJIM4YMBAJICA H JO 
KOHUa padouero THA OCTAaBaJICA CYICCTBEHHO BBbILe ypoBHA «xopommMip». oxa3areb pecnonyzenta Ne 8 nanan uc 14.00 yo 
15.00 oxa3asica HYwKe CpeqHero. Pa3HHuy BO MHOFOM OTIpeeIMJIM XpOHOTHIIbI OlepatopoB. Ux xpoHodu3snomormyeckue 
OCOOeCHHOCTH CKa3aJIMCb TakoKe Ha YTOMIAeMocTH UU owmMOaemoctu. Jia pa3HbIX yYaCTHHKOB 9KCIIEpPHMeHTOB 
BapbHpoOBaslocb KayeCTBO Moje. B OAHOM cilydae OHO OKa3aJIOCb OTIMYHBIM (CpeqHAT OTHOCHTeIbHad OWMOKa <5 %), B 
Tpex cilyyasx — xopouuM (<10 %), B YeTEIPeX — yOBMETBOPHTEIIBHEIM (<15 %). 

O6cystcdenue u 3akiiouenue. TIpeyaraembiii MOoAXo WaeT BO3MO%KHOCTb HOJYINTh [Wid KaxKAOTO WHAMBULyyMa 
TMHaMMdeckHe TpousIM ero TICHXO(H3HOOrM4eCKHX XapaKTepHCTHK, OL|CHHTb UX B3aMMOCBA3H VM BbITOJIHHTb MpOrHo3 Ha 
OCHOBe MOZMpUUMpoBaHHOl MaTeMaTHYecKOM MoyemM. OgHako It paclimMpeHua yHKUMOHAaIbHBIX BO3MO2%KHOCTEeM 
MOyeIeH B PeaIbHbIX YCIOBHAX paOOTbI OllepaTopa MeTasIyprHu4eckoro OOopyoBaHHA TpeOyeTca yBeIMYHTh OOBeEM 
BbIOOPKH, YMCHBIIHTb War JMCKpeTHOTO BPeMeHH HM BBIMOJHUTb HCCeTOBAHHA JIA pasIM4HbIX yCIOBUi paOoTEI C yueTOM 
TEXHOJIOPHYCCKHX, KIMMATHYeCKHX, IKOJIOTHYCCKHX, TICHXOJIOTHYCCKHX MH MPOUHXx (PakTOpos. 


Kuroveppie copa: Oe30NacHOCTh Ha MeCTaJUIyprHuyecKHx TIpeAIpHATHAX, CHCTeC¢Ma «4eJIOBeCK -— MalliHHa>), 
Ticuxodbu3HoNorM4eckoe COCTOAHHE ONepaTopa, XPOHOTHI OllepaTopa, paOoTocnocoOHocTB omepaTopa 


BaarogqapHocrn. ABTODBI BbIparKatoT IpH3HaATCJIBHOCTb COTPYTHHKaM JjonOacckoro rocyapCTBeHHOrO TeXHHYeECKOrO 
YHHBepcnteta 3a TIpOABJICHHBIM MuTepec K oOcyxTaemor Teme, oOpocoBecTHoe TIpOxXO*#KTeHve AaHKCTHPOBAHHA VU 
MHTCpBbIOHpOBaHHaA, OmaronapaT pewakWHOHHyt0 KOJVICrHHO *KYypHasia WU PeweCH3eHTa 3a TIpodeccuoHaIbHBIi aHasiIn3 U 
peKOMeH aly JIA KOppeCKTHPOBKH CTaTbH. 


@unancuposanne. VcceqoBpaHua BbINOHeHbI 3a CueT cpesCTB desepatbHoro Orog%KeTa (KO TeMBI: 
FRRU-2023-0005 B E-MCY HMOKPTP). 


Safety of Technogenic and Natural Systems. 2024;8(1):7-19. eISSN 2541-9129 


Asia WuTHpoBanna. Buumescxui J].A., Toammmenckaa JI.E., exucospa H.A., bongapp H.A. Meroanxka onpezenenua 
TlapaMeTpOB MaTeMaTHYecKOH MOeIM THHAMUKM TCHXO*U3HONOTMYeCKOTO COCTOAHUA OllepaTopa MeTasIypruyeckoro 
oOopynopanua. BezsonacHocmb mexHozeHHoix u npupoodneix cucmem. 2024;8(1):7—-19. https://doi.org/10.23947/2541- 
9129-2024-8-1-7-19 


Introduction. According to the Federal Service for Environmental, Technological and Nuclear Supervision of the 
Russian Federation, by the beginning of 2022, 1,280 hazardous production facilities were registered at metallurgical and 
coke-chemical plants, 19 of which belonged to the first hazard class, 325 belonged to the second class, and 
922 belonged to the third class!. According to the "Industrial Pages" journal’, in 2022, fires and explosions were the 
most frequent incidents at Russian metallurgical enterprises. These incidents were caused by technical reasons and by 
violations of industrial safety rules. For example, in January 2022, three employees of the Novolipetsk Metallurgical 
Plant conducted a routine check of the interdepartment gas main without mandatory gas protection equipment. The 
workers died as a result of poisoning by toxic fumes and gas. 

In [1], technical, sanitary-hygienic, organizational and psychophysiological groups of accident and injury factors at 
metallurgical and coke-chemical plants are identified. The latter two groups are closely related to the person involved in 
the production process. From an industrial safety perspective, operators of high-technology units at metallurgical plants 
are assigned special responsibility. In engineering psychology, they are commonly referred to as "human operators". In 
the context of this work, the term "operator" will be used to refer to these individuals. On occasion, they prevent the 
potential for a danger turning into an incident or accident at work. 

GOST 12.0.003—2015? identifies dangerous and hazardous production factors of psychophysiological effects on 
humans in an independent block. The operator experiences neuropsychiatric overloads associated with the intensity of 
the work process*. These include: 

— mental overstrain; 

— overstrain of analyzers; 

— monotony of work; 

— lack of confidence in actions due to the lack of education and experience. 

Emotional overloads lead to overwork, poor health, stress, etc. [1]. 

The reliability of a person as an element of a complex technical system depends on internal and external conditions 
that change over time. Another variable is the person themselves. Work is performed by people with different personal 
qualities, health, experience, etc. 

In [2], data on accidents (AC) in the forging and pressing production (FPP) for 1985, 1987 and 1989 were analyzed. 
Some patterns in the distribution of hours from start of work to incident were noted. These trends can be attributed to 
the human element, more specifically, the daily work schedule (Fig. 1). 
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Fig. 1. Distribution of AC in forging and pressing production according to the number of hours since start of work to AC [2] 


' Annual report on the activities of the Federal Service for Environmental, Technological and Nuclear Supervision in 2021. Moscow: 2022. P. 407. 
URL: https://www.gosnadzor.ru/public/annual_reports/log0Boti%200THeT%203a%202021%20r.pdf (accessed: 22.11.2023). (In Russ.). 

?Opasnaya tendentsiya: avarii i ChS na metallurgicheskikh proizvodstvakh v 2022-2023 godakh. Promyshlennye stranitsy. URL: 
https://indpages.ru/safe/avareeee-na-myetallurgeechyeskeeh-proeezvodstvah/?ysclid=Inshtjh0z2208396380 (accessed: 22.11.2023). (In Russ.). 

3 GOST 12.0.03-2015. Occupational safety standards system. Dangerous and harmful working factors. Classification. Elektronnyi fond pravovykh i 
normativno-tekhnicheskikh dokumentov. URL: https://docs.cntd.ru/document/1200136071 (accessed: 21.11.2023). (In Russ.). 
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The graphs in Figure | show a fairly pronounced synchronicity of peaks, as well a minimal number of accidents 
during the last hours of operation. This suggests that the operator's working time is a significant factor in the occurrence 
of industrial accidents. 

In [3], the need to take into account the operator’s chronotype when determining professionally important qualities 
was established experimentally. 

For metallurgical industry enterprises, mathematical modeling methods are effective in analyzing situations that: 

— are related to industrial safety; 

— may occur in a complex technical man — machine system; 

— are formed and develop in various conditions of the internal and external environment. 

Mathematical models describing the operator’s psychophysiological state have been developed in various 
mathematical formulations. Tools for measuring primary indicators have also been used. V.G. Abashin has found out 
how the use of biometric technologies is associated with the psychophysiological state of the operator of automatic 
workplaces, its efficiency, a decrease in the number of defects and accidents of the technological process caused by 
human error [4]. The operator's performance is modeled by keyboard handwriting. For this purpose, fuzzy sets are used 
as the basis of adaptive models, both biometric and multibiometric [5]. 

The authors [6] use biometric features in a mathematical model (voice, keyboard handwriting and the manner in 
which they work with a computer mouse). This allows them to judge the operator’s psychophysiological state: norm, 
fatigue, intoxication, excitement, relaxation (falling asleep). The models are based on the Bayes strategy, as well as the 
neural network approach, and allow you to assess the level of the operator's psychophysiological state and predict their 
ability to perform their current tasks. 

In [7], simulation mathematical models of the interrelation of factors of the operator’s psychophysiological state 
were developed. The authors used recurrent relations in a discrete model and systems of differential equations in a 
continuous model, which allowed them to introduce the time factor into consideration. In this case, the parameters of 
the model were determined by: 

— the results of testing a particular employee; 

— their ability to a certain type of activity; 

— the results of experimental studies on the workplace and the operator's functional actions. 

This part of the simulation is less formalized than others and has the greatest impact on the possibility of using the 
model to correct the real actions of the operator. The problem has not been solved at the moment. Thus, the issues of 
determining the parameters of mathematical models that can correctly describe the interrelationships of various factors 
of the operator’s psychophysiological state remain relevant. The aim of this article is to develop a methodology for 
determining the parameters of such models. Scientific research in this area will help to determine indicators of the 
condition of the metallurgical equipment operator, which affect their functional performance and can cause serious 
errors with negative consequences. 

Materials and Methods. To assess the operator’s psychophysiological state, the following indicators were selected: 

— efficiency (the ability to purposefully perform work of a specific quantity and quality for a specified time); 

— fatigue (decreased performance with impaired coordination of movements, decreased concentration and accuracy 
of decisions [8]); 

— error rate (estimated by the number of erroneous actions). 

Fatigue can be determined by subjective and objective measures [9]. Subjective levels of fatigue were determined 
using the fatigue assessment scale* (FAS) [10]. It was developed by a group of Dutch scientists led by H.J. Michielsen. 
This scale consists of 10 questions related to the respondent's overall well-being on a daily basis. 

Digital correction test (DCT)>° was used as a source of objective parameters in this work. According to its results, the 
experimental values of the indicators of the operator’s psychophysiological state were calculated. Numerical values for 
model parameters were determined for a specific respondent by a combination of the named indicators and the model used. 

The task of determining the parameters of a mathematical model that described the interrelationship between various 
psychophysiological factors of an operator was divided into two stages. 

The first stage was the experiment. Participants were tested and data was collected on the working conditions of the 
operator and their personal qualities, which may affect the studied parameters of work activity. 

The second stage was calculation. The database collected at the first stage was used. Taking into account the chosen 
mathematical model, its parameters were estimated for each individual employee. With a sufficient amount of statistical 


“Fatigue Assessment Scale (FAS). URL: https://wasog.org/dynamic/media/78/documents/Questionairres/fas_rus_anon.html (accessed: 21.11.2023). 
(In Russ.). 
° Tsifrovaya korrekturnaya proba.URL: https://metodorf.ru/tests/korrekt/korrektchis.php (accessed: 18.08.2023). (In Russ.). 
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data in a wide range of variable parameters, averaged models were built that could be used to predict changes in the 
operator’s psychophysiological performance in various conditions and taking into account the time factor. 

In this study, a program presented by the online resource "Interactive Portal — book of self-development and 
success techniques"° was used for electronic testing. 

When performing the DCT, the participant looked through the numerical array generated by the program line by line 
and then crossed out the numbers specified in the task. They were given three minutes to complete the test. The 
program then generated the results described below. 

1. The main primary indicators: 

— test execution time £5 

— total number of digits viewed up to the last selected digit N; 

— total number of viewed up lines C; 

— total number of digits to be crossed out n; 

— total number of crossed-out digits M; 

— number of correct answers S; 

— number of missed digits P; 

— number of wrongly selected digits O. 

2. Calculated indicators that characterize: 

— speed (productivity) of attention A; 

— accuracy of work 7 (in three variants); 

— mental productivity E; 


— mental performance 4, ; 


— concentration of attention K; 


— stability of concentration of attention K,, ; 


— volume of visual information V; 

— speed of information processing Q. 

To solve this problem, the indicators were selected, on the basis of which efficiency X, fatigue Y and error rate Z of 
the operator were evaluated according to formulas (1-4). 


1. Mental efficiency A, (according to the digital correction test’, the unit of measurement is signs per second): 


A, =(N/t)x((M -(O+P))/n). (1) 
To bring the indicator to a normalized scale [0, 1] in dimensionless units, the authors proposed formula (2). The 
result will be the i-th value of the efficiency indicator X (corresponds to discrete conditional time /): 


x, = 4, /max{,} , (2) 
where max{A,} — maximum possible value of mental efficiency for this type of test, regardless of the employee 
being tested. 

Let us consider a standard DCT test with 1600 digits. We suppose the respondent completed the test correctly in 
180 seconds. In this case, value max {A,,} would be 8.889 characters per second. If the respondent completed the test in less 
than 180 seconds, value X in the calculation using formula (2) would be greater than 1. Then value | was taken for X. 

2. Fatigue Y was estimated by indicator K (concentration of attention): 

Y=(1-K/100), (3) 
where K = (M—0) n 100 — coefficient characterizing concentration of attention, %. 

This indicator Y took dimensionless values in the range [0, 1]. 

3. Error rate Z was proposed to be estimated by the formula: 


Z=(0+P)/(M+P). (4) 
This indicator also took values in the range [0, 1]. 
In the future, we will characterize X, Y and Z as unified quantitative indicators of the operator’s psychophysiological 


state associated with their main production activity. To interpret indicators X, Y and Z, a scale has been developed, 
presented in Table 1. 


6 Interaktivnyi portal — kniga metodik samorazvitiya i dostizheniya uspekha. URL: https://metodorf.ru/ (accessed: 18.10.2023). (In Russ.). 
7 Tsifrovaya korrekturnaya proba. URL: https://metodorf.ru/tests/korrekt/korrektchis.php (accessed: 18.10.2023). (In Russ.). 
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Table 1 
Interpretation of the values of indicators in a qualitative form 
Indicator Ranges of indicator values / qualitative characteristics 
itceney x [00.20] [0.20—-0.40] [0.40—0.60] [0.60—0.80] [0.80-1.00] 
low below average average good high 
Ratios [00.20] [0.20—-0.40] [0.40—0.60] [0.60—0.80] [0.80—1.00] 
low below average average above average high 
[0—-0.01] [0.01—0.05] [0.05—0.10] [0.10—0.20] [0.20—1.00] 
Error rate Z bli, fie ° er or : 
insignificant noticeable significant significant high 


Indicators X, Y and Z are dimensionless, unified with values in the range [0, 1]. 

At the second stage, there were two ways to select the parameters of a mathematical model. 

1. Using the Excel Solution Search module, a system solution scenario was created for some initial parameters. It 
was based on a system of recurrent equations of a mathematical model in a discrete form. Then, the Solution Search 
output the optimal values of model parameters for the objective function, equal to the sum of the squares of the 
deviations of the calculated values of indicators X, Y and Z from the experimental ones. 

2. In the Anylogic program’, that allows you to automatically select the parameters of the considered mathematical 
models in the discrete form of recurrent relations and in the form of a system of differential equations. It is advisable to 
use Anylogic after analyzing the results of a preliminary assessment of the model parameters using the Excel Solution 
Search module. 

To test the proposed methodology, ten people were selected — students and employees of the Donbass State 
Technical University. They worked as operators on training simulators with automatic and semi-automatic control. At 
the beginning and at the end of the working day, the subjective level of fatigue was assessed on the FAS scale. At the 
beginning of each hour, from 9.00 to 16.00, DCT tests were performed. The data were processed according to 
formulas (1-4) for each respondent. The test results and their unification (X, Y and Z) were used at the second stage to 
determine the parameters of the mathematical model. 

In this paper, we applied a model in recurrent form [7], which was described by a system of equations: 


x: x: 
X4,=xX;,+a +__.(]-)—-} x,y, —hx,z,, 
i+] 1 ‘dix, +c, ( i 1 Ji at 

Vj Vi 
y= y,ta : -(L-)+))x,y,, 5 
Jini =) ees ( iy Xi (5) 


Zi41 = Zt 


Zi Z. 
1__.(J-—) +h y.z,. 
dz, + C3 ( i, 3 iF; 


The solution of system(5) is three conjugate time series of length m indicators X = {x;, i=0, 1, 2,...,m}, 
Y = {, i=0, 1, 2, ..., m}, Z = {zi, i=0, 1, 2, ..., m}. Index i — variable that characterizes the discrete time in the system. 
Parameters aj, bj, kj, h, dj, c; G = 1, 2, 3) are determined as a result of solving the optimization problem based on the 
initial test data. 

The mathematical model of the optimization problem is described by system of constraints (6) and objective 
function (7). 


Byi(4jdj ky Mid) .6)) = (xp —xP PSA, 

8yi( aj; kj hed ;,c;)=(yP -yP PSA, 

82;(4;,b;,kj hd j,0;)=(2P —2P P <A, 

a;,b;,,k;,h,d;,,c; 20, « 
xP 20,y? >0,z? 20, 

xP <1 y? S12? <1, 


i=l,...,m, 


j=1,2,3. 


: AnyLogic: imitatsionnoe modelirovanie dlya biznesa. URL: https://www.anylogic.ru/ (accessed: 12.11.2023). (In Russ.). 
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Here, index @ marks the actual values of indicators X, Y and Z found as a result of processing operator testing data, 
p— calculated values of X, Y and Z determined from the solution of system (5) and depending on variables a, bj, kj, h, 
dj, c; G = 1, 2, 3) sought in this optimization problem. For variable variables aj, b;, kj, h, dj, cj restrictions are set by the 
maximum allowable value of A squared deviations (5,;, 5yi, 6.:) calculated values of X, Y and Z from the actual values for 
all m values of the considered time series. Objective function ‘P(a;, b;, kj, h, dj, cj) is equal to the sum of the squared 
deviations (84), 5);, 6-/). 

The generalized reduced gradient (GRG) method was used to solve the optimization problem. 

Results. The first stage was experimental. Test results of the participants in the experiment (respondents 
no. I—no. 10), converted to unified indicators X, Y and Z, are shown in box plots (Fig. 2-4). The center of the distribution 
(median) is a dot, a rectangle indicates the boundaries of variation (quartiles 25%-75%), "whiskers" — the lower and 
upper limits of the indicator values (min — max). The diagrams were made using the "Statistica" software package. 
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The analysis of Figures 2-4 allowed us to identify respondents with the best and the worst estimates of their 
performance (Table 2). The levels of indicators X, Y and Z, correlated with the gradations of Table 1, as well as quartiles 
and intervals of variation of indicators, were taken into account. 

Table 2 
Ranking of respondents based on test results 


; a: Options (respondent's number) 
Evaluation criteria 
the worst the best 
Efficiency X (the more, the better) 8, 1, 4, 6 7,9,3 
Fatigue Y (the more, the worse) 8, 1,4, 6 7, 10 
Error rate Z (the more, the worse) 4,8,1 9, 10,7 
Integrally (taking into account_X, Y, Z) 8, 4, 1 7, 10,9 


The graphs in Figure 5 reflect the performance dynamics for respondents no. 7 (dotted line, best result) and no. 8 
(solid line, worst result). 
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To explain a rather large difference in the data of respondents no. 7 and 8, we took into account their age, gender, 
occupation, well-being, etc. The chronotype factor turned out to be the most significant. The classification, adopted 
in 1970, implies three categories of people with distinctive behavioral characteristics and a genetic difference in 
biorhythms. These are the so-called "larks", "owls" and "pigeons" [11]. Respondent no. 8 according to the chronotype was 
"lark", no. 7 was "owl". As a result, the efficiency of no. 8 decreased by the day’s end, and for no. 7 it increased (Fig. 5). 
The chronophysiological features of operators were also manifested in the dynamics of their fatigue and error rates. 

The second stage was calculation. The parameters of model (5) calculated for each participant of the experiment were 
obtained. To this end, we solved the optimization problem (6)-(7). Table 3 provides the ranges of parameter changes. 


Table 3 
Ranges of parameters of mathematical model (5) for a group of experiment participants 
Indicator Parameter ranges Indicator Parameter ranges 
ay 0.0004—0.0300 bs 0.0001—10.1400 
by 0-0.9700 ks 0.0020-0.0700 
ky 0.5900-1.0000 C1 0.0010—-0.2000 
h 0-1.8100 C2 0.0001—0.0010 
a2 0—-0.0010 C3 0.0100-0.3300 
bz 0.0070—0.2600 d ~0 
ky 0,4200-1.0000 dy ~0 
a3 0.0005—0.0600 ds 0.0400-0.9800 
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Table 4 presents the results of evaluating the quality of mathematical models of the dynamics of changes in 
indicators X, Y and Z, estimated by the standard error of the model and the average relative error for all respondents. 


Table 4 
Evaluation of the quality of mathematical models 
Respondent's no. 1 2 3 4 5 6 7 8 9 10 
Average relative error ¢, % 14.27 | 4.54 | 20.93 | 12.80 | 7.28 | 12.00 | 9.66 | 15.03 | 12.23 | 9.70 
Standard error, units 0.182 | 0.107 | 0.253 | 0.267 | 0.158 | 0.247 | 0.271 | 0.256 | 0.192 | 0.166 


For different respondents, the quality indicators of the model varied in a wide range. Excellent quality (e < 5%) was 
obtained in one case, good (¢< 10%) — in three cases, satisfactory (e < 15%) — in four cases. For two cases 
(no. 3 and no. 8), it was not possible to satisfactorily solve the problem of optimal selection of parameters of the 
mathematical model. This suggests that not all influencing factors were taken into account, or model (5) did not work in 
some cases. 

According to the results of the analysis of the algorithm for solving the problem, a number of simplifications will 
improve the convergence of the results. For example, you can: 

—reduce the number of system parameters (5) by three units, reducing the numerators and denominators of the 
second terms of the right parts of the system by c1, c2, c3 respectively; 

— remove the first, second and third restrictions from system (6), transferring them to the status of observed restrictions. 

As a result, the algorithm of the GRG method will work better. 

Figures 6 and 7 show comparative diagrams for evaluating the quality of the constructed mathematical models in 
two versions: 

— | — the original model (5); 
— 2 — modified model. 

As it can be seen from the diagrams, the solution to the problem of selecting the parameters of the mathematical model 

of the dynamics of the operator's PPS indicators was significantly improved when using model 2 for all cases except no. 8. 
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Discussion and Conclusion. The proposed approach makes it possible to obtain and predict dynamic profiles of 
psychophysiological characteristics for each individual, and to create mathematical models of relationships. It is 
advisable to increase the sample size, reduce the step of discrete time and perform research for various working 
conditions, including technological, climatic, environmental, psychological and other factors that may affect an 
employee’s efficiency. This should be done to expand the functionality of the models and their application in real-world 
conditions of operation of the operator of metallurgical equipment. 

The discovered effect of the human chronotype on the PPS requires more thorough research. In article [12] devoted 
to the search for components of the circadian clock in humans, it was shown on large statistical samples that the 
chronotype depended on many factors (gender, age, work schedule, etc.). All this must be diagnosed and taken into 
account in mathematical models for evaluating the operators’ PPS. 

It is also interesting to supplement the model with components of industrial safety culture [13], which can be 
reduced to a quantitative form and used as correction factors. 

In the future, it is planned to improve the model with additional variables. To do this, we will need to record 
psychophysiological indicators and determine the operator’s location in real time. 

The methodology presented in this paper can be used as a basis for solving the tasks described below. 

— Compilation and analysis of the dynamic profile of an employee when applying for a job as an operator of a 
machine, unit or device, where such PPS characteristics as efficiency, fatigue and error rate are important. This task is 
solved for a specific person in certain production conditions, which allows you to choose the operator’s optimal mode 
of work and rest, helps to preserve the health of a specialist and increase the level of industrial safety of the enterprise. 

— Formation and maintenance of specialized databases of statistical data, including characteristics of workplaces and 
employees, and their psychophysiological state. Based on the collected statistical material and real-time monitoring 
systems of the operator's PPS, predictive models can be built to prevent abnormal and emergency situations at 
metallurgical enterprises. 
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Abstract 

Introduction. When determining the number and technical equipment of fire departments, regulatory documents on fire 
safety do not take into account natural, climatic and geographical features of the subjects of the Russian Federation in 
an explicit form. At the same time, there is some information in scientific literature about the influence of certain 
natural and climatic factors on the effectiveness of fire protection actions in extinguishing fires. The aim of this study 
was to determine the influence of the system of natural, climatic and geographical characteristics of the subjects of the 
Russian Federation on the rapid response indicators of territorial fire departments. The results obtained are 
recommended for further use in rationing the number and technical equipment of fire departments. 

Materials and Methods. A factor analysis of statistical data for 2020—2022 was carried out. The statistical data were 
obtained from the Federal State Information System "Federal Database "Fires", from the website of the Federal State 
Statistics Service of the Russian Federation and from other sources. For the analysis, the authors selected ten indicators 
characterizing natural, climatic and geographical features of the subjects of the Russian Federation, two indicators of 
the rapid response of territorial fire departments and four indicators of the fire situation. 

Results. Five significant factors were identified, the change of which explained the change in the observed indicators. 
The first factor characterized the relationship of climatic conditions with fire situation indicators. The second factor 
connected the indicators of the rapid response of fire departments with the terrain features of the subjects of the Russian 
Federation. The third factor described the relationship between fire situation indicators and rapid response indicators 
with population density and forest cover of the territory. Other factors did not significantly contribute to the indicators 
of fire situation and rapid response. 

Discussion and Conclusion. By means of mathematical analysis and factor modeling, the authors investigated the 
interdependence of natural, climatic and geographical features of the subjects of the Russian Federation, fire situation 
indicators and indicators of rapid response of fire departments. The most significant factors influencing these indicators 
were identified. They included the average air temperature, the area covered by forest, the presence of mountain ranges, 
and population density. These indicators should be taken into account when determining the number and technical 
equipment of fire departments to increase the efficiency of their functioning. 


Keywords: fire protection, factor analysis, subject of the Russian Federation, death, injury, arrival time, climatic and 
geographical indicators 
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AHHOTalna 

Beedenue. Hopmatupusima OKyMeHTaMM 10 HoxKapHot Oe3sonacHocTH pH onpeyeseHHu U4MCIeHHOCTH UM 
TEXHHYeCKOM OCHALIeHHOCTH oApa3qeseHuli NoxKapHOH OxpaHbl B ABHOM Be He YUHTbIBAIOTCA TpHpowHO- 
KJIMMaTH4ecKHe HM Treorpapuyeckue ocobeHHocTH cyObexToB Poccuiickoi Weyepauuu. pu 9ToM B Hay4Hol 
JIMTepaType BCTpeyaloTcA CBECHHA O BIIMAHHHM OTCIbHBIX MPHPOAHO-KIMMaTHYeCKHX :akTOpoB Ha 3PeKTHBHOCT 
WeucTBUA NoxKapHOH OXxpaHbl pH TyWeHHN noxKapos. Lemb1o HacTosero MCCIeOBAaHUA ABMIIOCh OlpeyeuweHue 
BJIMAHHA CHCTeMBI IIPHPOAHO-KIMMaTM4eCKHX HM reorpadwyeckux XapakTepvicTHK cyObekToB Poccuiickon Dexepannu 
Ha TOKa3aTeIM OMepaTHBHOrO pearMpoBaHA TeppHTOPHaIbHbIX NOApasqemweHu MoxapHow oxpauel. ToswyueHupie 
Pe3yIbTaTbI PCKOMEHOBAHbI JIA WasIbHeMMerO UCHOMb30OBAHHA IPH HOPMHPOBaHHH YMCICHHOCTH HM TexHHYuecKol 
OCHAaLNeHHOCTH NoApa3qeueHui MoxKapHOH OxpaHBl. 

Memoooi u mamepuazei. Uponenzen dakTopHEIit aHaM3 CTaTHCTH4eCKHX WaHHBIX 3a 2020-2022 rr. Cratuctuueckue 
JaHHbIe MOy4eHbI U3 deepalbHol TocyyapcTBeHHOM WMHCoOpMallHOHHOH cHcTembI «DeyepabHEI OaHK DaHHBbIx 
«Iloxapbm>, c calita DexepanbHow cryxObI rocyqapcTBeHHOHM cTaTucTuKH PoccniicKkoi Dexepauuu u u3 Apyrux 
McTouHHKoB. Jit aHamM3a oToOpanpr 10 nmoKa3aTemei, XxapakTepH3yIOWMx MpHpowHO-KMMaTHYecKNe U 
reorpapuyeckue ocoOeHHocTu cyObextos Poccuiicxonw Dexepauuu, 2 NoKa3aTema OMepaTHBHOTO pearMpoBaHHa 
TePPHTOPHAJIBHBIX MoOApa3z{eueHui MOxKapHOM OXxpaHbl UH 4 NoKa3aTeA OOCTAHOBKH C TOwKapaMH. 

Pe3yivmamobi uccnedosanua. Boijesenbl WATb 3HAYHMMBIX (PaKTOPOB, H3MCHCHHe KOTOPbIX OOBACHAeT H3MeHEHHE 
HaOmoyaemMbIx MoKa3aTenei. Ilepsprii dakTop xXapakTepH3yeT CBA3b KJIMMaTHYeCKHX YCJIOBHM C TOKa3aTeJIAMu 
oOcTaHoOBKH c Hoxapamu. Bropol dakTop cBaA3bIBaeT MOKa3aTeIM OMepaTHBHOTO pearupoBaHHaA Tospa3qeneHHi 
TOKapHOH OXpaHbl Cc OcobeHHOCTAMHM pesbedba cyObeKToB Poccuiicxoi Dexepauun. Tpetuii ctbaxTop ommcpiBaeT 
B3aHMOCBA3b HOKa3aTesIeHi OOCTaHOBKH C NOxKapaMH WM MoKasaTesel oMepaTHBHOrO pearHpoBaHHA C IJIOTHOCTBIO 
HaceJICHHA M JICCHCTOCTBIO TeppuTopuH. OctasIbHble (bakTOPbI B MOKa3aTeH OOCTAHOBKH C oxKapaMu H OlepaTHBHOTO 
pearMpoBaHHa CyLeCTBeHHOrO BKJIayja He BHOCAT. 

O@6cysrdenue u 3aKii04“uenue. C TMOMOLIbIO MaTeMaTMYeCKOrO aHasIv3a MU C UCMONb30BaHHeM (akKTOPHOTO 
MOJeIMpOBaHHaA aBTOpaMH UcciIeqOBaHa B3aHMO3aBHCMMOCTb IIPHpOJHO-KIIMMaTH4eCKHX MW reorpacdw4yecKkux 
ocoOeHHocTeti cyObextTop Pocculickoi Meyepaluu, moKa3aTeleti OOcTaHOBKH Cc oxapaMu U MoKa3aTeseli 
olepaTHBHOrO pearMpoBaHHA MoypasqeweHu mMoxKapHOM oxpaHbl. OnpeyeneHbt HanOonee 3HayHMbIe (akTopbl, 
BUIMAIOMHe Ha 9TH NOKa3aTeM. Cpe HUX CpeqHAA TeMMepatypa BO3lyXa, JICCHCTOCTb TeppHTOpHH, HaM4ue TOPHBIX 
MaCCHBOB, IWIOTHOCTb HacesleHua. JlaHHbIe MoOKa3aTeM CileqyeT YUMTHIBATh Up oMpeyeseHuu YMCIeCHHOCTH U 
TeXHHYeCKOH OCHaM[eHHOCTH MoOypasyeweHuli WoOKapHOM OxpaHbl IA MOBbIIMeCHHA 3P@eKTHBHOCTH Ux 
(PyHKUMOHMpoBaHHa. 


Ksrouesbie c10Ba: 1oxKapHasd OxpaHa, (aKTOPHbIM aHamH3, cyObexT Poccniickon Dexepauun, ruOemb, TpPaBMaTH3M, 
BpeMA MIpHOBITHA, IpHpoOAHO-KIMMaTHYeCKHe HM reorpapuyeckne MoKa3zaTeH 


BaarogapHocrn. ABTOpBI BbIpaxKatot OaroapHOcTB peqakKiMv UW pelweH3eHTaM 3a BHHMaTeCJIbBHOe OTHOMICHHe K 
CTaTbe HW YKa3aHHble 3aMedaHHA, YCTPpaHeHHe KOTOPbIX NO3BOJIWJIO HOBbICHTb Ce KayecTBO. 


Aa uuTHpoBanusa. Crpembyos O.B., boOpuues E.B., Yaasyosa E.1O, Kougamos A.A., PromunaC.W. Buamanue 
IIPHPOJHO-KIMMaTHYeCcKHX HU Treorpaduyeckux ocobeHHocTei cyObeKToB Poccniickoi Deyepauuu Ha WeATebHOCTS 
ToqpasqereHuli mwoxKapHOw oxpaHbI. Hezonacnocmb mexHozeHHbix u npupodHeix cucmem. 2024;8(1):20—29. 
https://doi.org/10.23947/2541-9129-2024-8-1-20-29 


Introduction. When determining the number and technical equipment of territorial fire departments, a survey of the 
territory of the subject of the Russian Federation is carried out. This includes an analysis of the state of the existing fire 
safety system of the subject of the Russian Federation, operational and tactical features of the territory under 
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consideration, the frequency of fires, the risks of death and injury to people on them!. Among the factors influencing 
the state of fire safety in the subjects of the Russian Federation, climatic and geographical characteristics are of great 
importance. In this regard, in this work, using factor analysis, a study was conducted of the relationship between 
natural, climatic and geographical characteristics of the subjects of the Russian Federation, indicators of rapid response 
of territorial fire departments and fire situation indicators. Factor analysis is one of the most widely used methods aimed 
at isolating a small number of latent factors from a variety of heterogeneous indicators, the variation of which can 
explain the change in most of the observed indicators [1—5]. This allowed us to build a mathematical model in which the 
studied factors have a simple and visual structure [6]. Previously, the authors used factor analysis to study the rapid 
response of fire departments [7], the social consequences of fires [8], the situation with fires in rural settlements [9], and 
the readiness of fire departments [10]. 

Materials and Methods. The study included three stages. At the first stage, a matrix of initial indicators was 
created. For this purpose, the values of 16 indicators were determined in each subject of the Russian Federation, divided 
into three groups. 

The first group included data characterizing the situation with fires (the designation of the indicator is indicated in 
parentheses): 

— the number of fires per 1 thousand people of the population, units (Y1); 

— the average direct material damage from one fire, rubles (Y2); 

— the number of deaths from fires per 100 thousand people, people (Y3); 

— the number of people injured in fires per 100 thousand people, people (Y4). 

— The second group reflected the indicators of rapid response of fire departments: 

— the average time it took for the first fire department to arrive, min. (Z1); 

— the average time spent on extinguishing a fire, min. (Zz). 

The third group consisted of indicators characterizing climatic, geographical and demographic characteristics of the 
subjects of the Russian Federation: 

— the population density, people/km? (X1); 

— the percentage of water surface area in the territory of the region, % (X2); 

— the length of the sea coastline compared to the total length of the border of the subject, % (X3); 

— the share of forested areas in the territory of the subject, % (X4); 

— the average annual precipitation, mm per year (Xs); 

— the average temperature in July, °C (Xo); 

— the average temperature in January, °C (X7); 

—the seismic hazard (presence of settlements with the specified seismic intensity for the degree of seismic 
hazard), °C (Xs); 

— the share of the territory occupied by mountains from the total area of the territory of the subject, % (Xo); 

— the number of sunny days per year, (X10). 

Fire situation indicators and operational response indicators of fire departments were obtained from an electronic 
database of fires, which was maintained using an automated analytical support and management system by the control 
and supervisory authorities of the Ministry of Emergency Situations of Russia’. 

Information on population density and forest area in the subjects of the Russian Federation was taken from the data 
of the Federal State Statistics Service of the Russian Federation. Climate characteristics of the subjects of the Russian 
Federation were obtained on the reference and information portal "Weather and Climate"*. When determining the 
seismic hazard in the subjects of the Russian Federation, the data from SP 14.13330.2014 were used?. 

The selected statistical indicators were characterized by a wide range, which was due to different sizes of the 
subjects of the Russian Federation (territory area and population), as well as differences in their natural, climatic and 
geographical conditions. In this regard, in order to make statistical data more uniform, a number of indicators have been 
normalized. This made it possible to transform many natural indicators into synthetic indicators. The normalization of 


' Ob utverzhdenii metodik rascheta chislennosti i tekhnicheskoi osnashchennosti podrazdelenii pozharnoi okhrany. Order of the Ministry of 
Emergency Situations of Russia from 15.10.2021 No. 700. URL: https://base.garant.ru/403136953/ (accessed: 18.12.2023) (In Russ.). 

? Ob utverzhdenii Reglamenta raboty v informatsionnoi sisteme "Avtomatizirovannaya analiticheskaya sistema podderzhki i upravleniya kontrol 'no- 
nadzornymi organami MChS Rossii". Order of the Ministry of Emergency Situations of Russia No.954 from 04.10.2022. URL: 
https://fireman.club/normative-documents/prikaz-mchs-rossii-954-ot-04- 10-2022-ob-utverzhdenii-reglamenta-raboty-v-informaczionnoj-sisteme/ 
(accessed: 11.12.2023) (In Russ.). 

> Regiony Rossii. Sotsial'no-ekonomicheskie pokazateli 2022. Federal State Statistics Service of the Russian Federation. URL: 
https://rosstat.gov.ru/folder/2 10/document/13204 (accessed: 08.12.2023) (In Russ.). 

* Spravochno-informatsionnyi portal "Pogoda i klimat".URL: http://www.pogodaiklimat.ru/ (accessed: 08.12.2023) (In Russ.). 

5 Seismic building design code. SP 14.13330.2018 from 25.11.2023. URL: https://docs.cntd.ru/document/550565571 (accessed: 08.12.2023) (In Russ.). 
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indicators was carried out for the area of the territory of the subjects (population density, the proportion of forests and 
water surface from the area of the territory of the subject) and for the population (number of fires, the number of deaths 
and injuries in fires). 

Further modeling was carried out using the obtained matrix of synthetic indicators. Significant factors were 
identified using three of the most common methods: centroid, principal component, and maximum likelihood. All three 
methods gave similar results, which were consistent within statistical errors. Subsequently, the principal component 
method was used to perform factor analysis. 

At the second stage, significant factors were obtained using the principal component method. To facilitate their 
interpretation, the rotation of the obtained factors was performed using the following methods: 

— varimax (this method, by reducing the number of variables for each factor, allowed for a better separation of factors); 

— quartimax (this method, by reducing the number of factors related to each variable, made it possible to identify the 
general factor and simplify interpretation); 

— biquartimax; 

— equimax. 

Before performing the rotation, factor loads were normalized using the Kaiser method. This made it possible to 
exclude the influence of variables with great similarity on the result. In subsequent studies, the varimax rotation method 
was used, since the analysis of the results showed that factor loads did not significantly depend on the rotation method. 

As a result of the factor analysis, five significant factors were obtained. The share of the total variance explained by 
these factors was distributed as follows: the first factor — 22.1%, the second factor — 15.4%, the third 
factor — 12.1%, the fourth factor — 9.7%, the fifth factor — 7.7%. These five significant factors explained 67.0% of 
the total variance. 

Table | shows the values of factor loads for each of the five factors (significant indicators are highlighted in bold). 


Table 1 
Matrix of factor loads 
Variable Factor 
(indicator) 1 2 3 4 5 
Yi 0.019 -0.179 0.681 0.212 -0.308 
Y> 0.692 0.028 -0.241 0.027 0.123 
Y3 0.692 0.164 0.484 -0.123 0.021 
Y4 0.821 -0.095 0.229 0.046 -0.121 
Zi -0.362 0.587 0.417 0.091 0.306 
Zo 0.009 0.218 0.509 -0.343 0.265 
Xi -0.093 0.069 -0.587 -0.086 -0.063 
X 0.018 0.234 0.056 0.070 -0.836 
X3 0.000 -0.373 -0.155 -0.422 -0.532 
X4 0.236 -0.305 0.536 -0.357 0.002 
Xs -0.334 0.026 0.008 -0.758 0.016 
Xo -0.636 0.032 -0.062 0.630 0.200 
xX -0.646 0.357 -0.343 -0.144 0.040 
Xs -0.073 -0.833 0.097 0.174 0.133 
Xo 0.058 -0.841 0.180 -0.019 0.051 
X10 -0.437 -0.322 0.191 0.630 -0.081 


At the third stage, a creative task was solved that went beyond the formal method. A meaningful interpretation of 
the obtained factors using subject terms was carried out. 

Results. It was found that the following variables made the greatest contribution to the first significant factor: 

— the average direct material damage from one fire, rub. (Y2); 

— the number of deaths from fires per 100 thousand people, people (Y3); 

— the number of injured people per 100 thousand people, people (Y4); 

— the average temperature in July, °C (Xe); 

— the average temperature in January, °C (X7); 

— the number of sunny days per year (X10). 

Among fire situation indicators, the indicator "the number of injured people in fires per 100 thousand people of the 
population" made the greatest contribution to the first factor. This factor characterized the relationship of climatic 
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conditions with indicators of the situation with fires. In those regions of the Russian Federation where the climatic 
conditions were more severe (low temperatures, few sunny days), there were more severe consequences of fires (more 
dead and injured people, higher property damage). 

This relationship is demonstrated in Figures 1 and 2, which show the dependence of the number of victims (dead 
and injured people) in fires per 100,000 people on the average temperature in January. It can be seen that with a 
decrease in the average temperature, the number of victims of fires increased. 
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Fig. 1. Dependence of the number of deaths in fires per 100,000 people on the average temperature in January in the subjects of the 
Russian Federation. The straight line is the result of approximation by linear function y = -0.166x + 4.338 
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Fig. 2. Dependence of the number of injured people in fires per 100 thousand people on the average January temperature in the 
regions of the Russian Federation. The straight line is the result of approximation by linear function y = -0.248x + 3.565 
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For the second significant factor, the following variables were the most essential: 

— average time it takes for the first fire department to arrive, min. (Z1); 

— seismic hazard (the presence of settlements with the specified seismic intensity for the degree of seismic 
hazard C) (Xs); 

— percentage of the territory occupied by mountains from the total area of the territory of the subject, % (Xo). 

The second factor characterized the relationship of the indicators of rapid response of fire departments with the 
geographical features of the subjects of the Russian Federation. There was an important dependence. The larger the 
territory of the subject was occupied by mountains, the shorter the average time for which the first fire department 
arrived at the place of the call was. 

Figure 3 provides the distribution of factor loads for three groups of indicators in the plane of factors 1 and 2. 
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Fig. 3. Values of factor loads in the plane of factors 1 and 2. The indicators of the first group are indicated in green, the indicators of 
the second group are indicated in red, and the indicators of the third group are indicated in blue 


The following variables made the greatest contribution to the third significant factor: 
— the number of fires per 1,000 people, units (Y1); 

— the number of deaths in fires per 100,000 people, people (Y3); 

— the average time it takes the first fire department to arrive, min. (Z1); 

— the average time spent on extinguishing a fire, min. (Z2); 

— population density, people/km? (X)); 

— share of forests from the area of the territory of the subject, % (X4). 
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The third factor describes the relationship between fire situation indicators and rapid response indicators with 
population density and forest cover of the territory. As previously conducted studies showed, with increasing density, 
the average area of the service area of one fire department decreased, resulting in a decrease in the arrival time of the 
first fire department. On the other hand, the lower the density, the larger the area of the territory where the same number 
of people lived, respectively, more fires occurred in a larger area. It is also interesting to note that with increasing 
population density, the number of fire victims per 100,000 people decreased. 

The fire situation was also affected by the area of forests. With an increase in the share of the territory of the subject 
of the Russian Federation occupied by forests, the number of fires per 1,000 people increased. 

The dependence of the number of fires per 1,000 people on population density was obtained. As it can be seen in 
Figure 4, the number of fires decreased with increasing population density. This dependence was described by an 
exponential function. 

Figure 5 shows the distribution of factor loads for three groups of indicators in the plane of factors | and 3. 
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Fig. 4. Dependence of the number of fires per 1,000 people on population density. The curve is the result of approximation by 
exponential function y = 3.412¢00!0* 
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Fig. 5. Values of factor loads in the plane of factors 1 and 3. The indicators of the first group are marked in green, the indicators of 
the second group are marked in red, and the indicators of the third group are marked in blue 


For the fourth significant factor, the following variables are the most important: 

— average annual precipitation, mm per year (Xs); 

— average July temperature, °C (Xo); 

— number of sunny days per year (X10). 

This factor is related to climatic characteristics of the subjects of the Russian Federation. The indicators of the first 
and second groups did not make a significant contribution to this factor. It should be noted that the relationship between 
the climatic characteristics of the subjects and the indicators of the fire situation was well traced from the analysis of 
factor loads for the first factor (see above). 

For the fifth significant factor, the following variables are decisive: 

— the proportion of the water surface area of the territory of the subject, % (Xa); 

— the length of the sea coastline of the total length of the border of the subject, % (X3). 

These hydrographic characteristics did not have a significant impact on the fire situation and on the operational 
response indicators of fire departments in the constituent entities of the Russian Federation. 

Discussion and Conclusion. For the first time, using factor analysis, a study of the influence of natural, climatic 
and geographical features of the subjects of the Russian Federation on the level of fire safety was conducted. The 
analysis showed that the following climatic, geographical and demographic indicators most significantly affect the 
situation with fires and the activities of fire departments in the subjects of the Russian Federation: average temperature, 
forest cover of the territory, the presence of mountain ranges, population density. Thus, when determining the number 
and technical equipment of fire departments, it is necessary to take into account these features of the subjects of the 
Russian Federation. 
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Abstract 

Introduction. Intra-laboratory comparison tests play an important role in ensuring the quality and reliability of research 
outcomes in laboratories. These tests allow researchers to evaluate the accuracy and reproducibility of the methods they 
use in their work, as well as to identify potential sources of error and inconsistency. The results of these tests are shared 
with experts to confirm competence within the accreditation. Typically, comparison tests are carried out in laboratory 
conditions in a familiar and calm environment for the testers. However, when laboratories conduct research as part of a 
special assessment of working conditions (SAWC) they are required to conduct on-site comparisons at real-world 
facilities, where customers may unwittingly disrupt the process and directly affecting the quality of the measurements. 
The aim of this study is to evaluate the quality of on-site intra-laboratory comparison tests using the example of 
determining the dust content in a bricklayer's work environment on a construction site, and to determine the minimum 
number of measurements necessary and sufficient for this purpose. 

Materials and Methods. To determine the dustiness of the bricklayer's workplace, a weighing method was used. This 
involved collecting dust on filters and then weighing them to determine the concentration. The quality assessment of 
intra-laboratory tests was conducted in accordance with GOST R ISO 5725-1-2002 "Accuracy (trueness and precision) 
of measurement methods and results. Part 1. General principles and definitions". 

Results. At the bricklayer's workplace, a 1.6-fold excess of the one-time maximum permissible dust concentration was 
detected. The average dust concentration at the workplace under study was: Kyo = 9.57 + 0.81 mg/m’, the convergence 
of the results obtained was r= 8.68%, the relative error 6 =8.50%. It was revealed that the maximum allowable 
difference between the results of the two tests was 0.84 mg/m. The difference in direct measurements of the mass of 
the two samples should be no more than 0.1 mg. 

Discussion and Conclusion. The results obtained demonstrated the possibility of conducting a minimum number of 
measurements that, under reproducible conditions, are considered satisfactory and could be provided to experts for 
confirming the competence of the laboratory. As part of a special assessment of working conditions, employees of the 
object under study are recommended to use personal respiratory protection equipment that offers protection against 
highly dispersed dust particles. 


Keywords: convergence, intra-laboratory control, dust content, construction site, workplace, special assessment of 
working conditions (SAWC) 
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AHHOTalna 

Beedenue. BuytpusadopaTopHble CIIMUYUTeIbHBIC MCIbITAHHA ABJIAIOTCA BaXKHbIM MH AKTYAJIbHBIM MePOIpHATHeM IA 
oOeclleyeHHA KayeCcTBa HM JOCTOBepHOCTH pe3yIbTaTOB UccIeqOBaHHi B JadbopaTopHax. OHH MO3BONAKOT OI[CHUTb 
TOUHOCTh HU BOCIIPOH3BOAMMOCTb IIPHMeHAeMBIX B JaOOpaTOPHH MeTONOB, a TakK2%Ke BLIABHTb BO3MOXKHbIC MCTOUHUKU 
olmmm00K MU HeCcOOTBeTCTBHH B ee padote. Pe3ynbTaTbI BHYTpHabopaTOpHBIX CIMYMTeIbHBIX HCIbITAHHH 
TIpeAOcTaBIAIOTCA OKCHepTaM pH NOATBepxKAeHHH KOMIIeCTeHTHOCTH B paMKax akkpeyuTayuu. Kak mpaBusio, 


CIMUHTEIBHBIC HCIbITAHHA MpOBOAAT B JaOOpaTOPHBIX YCMOBHAX B MPHBbIMHOM HM CHOKOMHOM [IA MCMbITaTeseli 
oOctaHoBKe. OyHako sladopaTopHu, MpoBosauMe MccieqOBaHHA B paMKaX CTlelMaIbHOM OeHKH YyCJIOBHH 
Tpyna(COYT), BbIHy2KICHEI MpOBOAHTb BbIe3{HbIC CIMYHTeIIbHbIC MCIbITAHHA Ha PeaIbHbIX OOBEKTAX, Tye 3a 
MCIbITAHHAMH HaOMIOAAalOT 3aKa34HKU, KOTOPble HEBOJIbHO OTBICKaIOT paOOTHHKOB JIabopaTOpHH, 4TO HaliIpamMyio 
BJIMAeT Ha KayecTBO H3MepeHHi. Llesbio WaHHO paOoTbI ABIIAeTCA OL|CHKa KaYeCTBa MIpOBeCHHA BbIe3THBIX 
BHYTpH1aOopaTOpHbIX CJIMYMTeCIbHBIX MCIbITaHHH Ha IpMMepe OMpeseseHuA 3albWIeHHOCTH paOouero MecTa 
KaMCHIUMKa Ha CTPOMTeIbHON MoWayKe UH OMpeyeseHie MMHUMasIbHO HeOOxoAMMOrO UM WOCTaTOUHOTO WIA 9TOTO 
KOJIM4eCTBa H3MepeHHii. 

Mamepuanoi u memooovi. [Ina ompenenenua 3albiieHHOCTH pabouero MeCTa KaMeHIHKa UCHOb30BaICA BECOBOM 
MeTO, KOTOpbIM 3akOUaeTCA B COOpe TIBWIM Ha (WILTpbI C NOCTeAYIOWIMM B3BelUMBaHHeM HM olpeyeseHHem 
KOHI[CHTpaywH. OlleHka KayecTBa MpoBeyleHHA BHYTpHaOOpaTOpHBIX MHCIbITaHHH MpOusBOAMacb cCorsacHo 
TOCT P MCO 5725-1-2002 «Tounocts (mpaBHIbHOCTb MU MIpelH3HOHHOCTS) MeTOOB HM pe3yIbTaTOB H3MepeHHit. 
Yacts 1. OcHOBHBIe NOOKeHHA UH ONpeeueHuD». 

Pe3yiemamet ucciaedosanua. Ha padouem MecTe KaMeHIIMKa BbIABICHO IIpeBbIINeHHe pa30BOl IpeyesIbHO 
JOMYCTHMOM KOHUeHTpalwHu mM B 1,6 pasa. CpeqHaAd KOHUeCHTpalua Mb Ha ucceqyemMom paOouemM MmecTe 
coctapusia: Kyo = 9,57 + 0,81 mr/m?, cxoqMMOCTS NOyYeHHBIX pesyibTaToOR, 1 = 8,68 %, OTHOCHTeNbHad NOrpeurHocTs, 
5 = 8,50 %. BaraBmeHo, YTO MaKCMMaJIbHO JOMycTHMas pasha pesyIbTaTOB ABYX MCIIbITaHHii cocraBiser 0,84 mr/M?. 
Pa3Hulla MIpAMbIxX M3MepeHHi Maccbl ABYX OOpa3OB JOIDKHAa OBIT He Oosee 0,1 mr. 

O6cyscdenue u 3akniouvenue. TlomyueHHble pe3yJIbTaTbl WOKa3aJIM BO3MO2%KHOCTb TpOBeeHHA MMHUMaJIbHOrO 
KOJIM4eCTBA H3MepeHHi, YTO TO YCIOBHAM BOCIIPOH3BOJMMOCTH MCIIbITaAHHA NPW3HalOTCA YOBJICTBOPHTeJIbHBIMH 
MOryT IIpeOCTaBIATbCA SKCHepTaM IA MOATBepKAeHHA KOMMeTeHTHOCTH sadopatopuv. B pamKax COYT 


paOoTHHKaM ncciweq_yeMoro oObekta PCKOMCHAYeTCA UCIOJIb30BATb CpeACTBa WH MBUAyabHou 3allMTbI OpraHoB 
ABIXaHHA, WpeOxXpaHAroOulve OT BbICOKOAMCHepcHont TIbIJIV. 


Ks1r04eBble COBa: CXOAMMOCTb, BHYTpHIaOOpaTOpHbIi KOHTPOJIb, 3albWICHHOCTb, CTPOHTeuIbHad WIOWayKa, padouee 
MECCTO, CIIelMaIbHast OWeHKAa yCuIOBHH Tpyyza (COYT) 


Baarogapnocrn. ABTOpBI BbIpaxkKarot OaroqapHOcT petakKwHv U peleH3eHTaM 3a BHHMaTeJIbHOe OTHOIMICHHe K 
CTaTbe HW YKa3aHHble 3aMedaHhiA, KOTOPbIe NO3BOJIMJIN MOBbICHTb Ce KadecTBO. 


Aaa waTupopanua. Koponmp E.A., Jjeraep E.H., Ilyutenxo C.JI. Ompegenenue cxogumocru BHyTpHsiadopaTopHBlx 
Pe3yJIbTaTOR V3MepeHHi 3albUICHHOCTH CTpouTebHO miowayKH. besonacnocmb mexHozeHHbix UuU NpupoOHeIx cucmem. 
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Introduction. Measurements on dustiness of workplaces are carried out as part of a special assessment of working 
conditions (SAWC) at the construction site in order to identify and assess harmful and hazardous production factors, as 
well as to develop measures to eliminate or minimize them [1]. The results of a special assessment of working 
conditions are the basis for the development and implementation of appropriate measures to improve working 
conditions [2]. This may be a change in work processes, the use of new technologies, updating equipment or improving 
sanitary conditions [3]. It is important to implement these measures taking into account the opinions of employees and 
meeting their needs [4]. 
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Special assessment of working conditions on a construction site has its own characteristics related to the nature and 
working conditions [5]. Such features include: 

— outdoor work, which can lead to exposure to adverse weather conditions; 

— use of construction machinery and equipment that can create noise, vibration, dust and other contaminants; 

— work at height, which requires special training and certification of personnel; 

— work with various materials and substances that may be dangerous to the health of employees; 

— need to comply with occupational health and safety requirements, including the use of personal protective equipment. 

The result of SAWC is that classes of working conditions for each profession are established as well as measures are 
recommended to minimize the identified risks and consequences of the influence of harmful factors [6]. According 
to SAWC, the management of the organization develops measures to improve working conditions and safety. The 
amount of additional payments for workers employed in production with unfavorable or risky conditions is also 
determined [7]. In instrumental study of workplaces, measurements and analysis of noise, degree of dustiness, natural 
and artificial illumination, temperature, humidity, etc. are carried out [8]. 

Organizations with appropriate accreditation and experience have the right to conduct SAWC. These organizations 
can be either specialized organizations or laboratories engaged in studying working conditions. 

In accordance with Federal Law No. 426 dated December 28, 2013 "On special assessment of working conditions", 
an organization engaged in SAWC must: 

— have at least five full-time employees with a valid certificate for the right to conduct SAWC; 

— be registered in the register of organizations conducting SAWC, which is maintained by the Ministry of Labor and 
Social Protection of the Russian Federation; 

— have a quality management system (QMS) conforming to GOST ISO/IEC 17025-2019 "General requirements for 
the competence of testing and calibration laboratories" and GOST R 54934-2012/ OHSAS 18001:2007 "Occupational 
health and safety management systems. Requirements"; 

— have an accredited testing laboratory that carries out research and measurements of hazardous and harmful factors. 

Testing laboratory (TL) must have a valid accreditation certificate, an appropriate accreditation scope reflecting the 
possibility of studying harmful and hazardous factors of production and working conditions, as well as certified testing 
equipment (TE) and certified measuring instruments (MI) [9]. According to Decree of the Government of the Russian 
Federation dated November 26, 2021 No. 2050 "On approval of the rules for accreditation in the national accreditation 
system ..." accredited laboratories, as part of the confirmation of competence, must conduct comparative tests to 
determine the convergence of measurement results. The convergence of measurement results during a special 
assessment of working conditions is one of the key indicators that determine the quality of measurements. 

Previous research in this area has mainly focused on interlaboratory comparative tests (ILC) and has not considered 
intra-laboratory comparative tests. Thus, in the work of A.V. Kozlov, the results of ILC of geosynthetic material are 
presented [10]. The author points out the expediency of rationing the requirements of precision tests. In the study of 
M.M. Lekomtseva and E.V. Shendaleva the analysis of the results of ILC of petroleum products was carried out, 
according to the results of which it was recommended to convert data into a linear dependence in order to obtain a 
constant value of the standard deviation [11]. Yasin Durgut's work notes that interlaboratory comparative tests 
conducted in accordance with GOST ISO/IEC 17025-2019 "General requirements for the competence of testing and 
calibration laboratories" are performed more efficiently than comparative measurements in accordance with 
GOST ISO/IEC 17043 "Conformity assessment. General requirements for proficiency testing" [12]. 

Meanwhile, according to GOST ISO/IEC 17025-2019 "General requirements for the competence of testing and 
calibration laboratories", the results of intra-laboratory comparative tests are also very important, since they are used to 
carry out corrective measures, improve quality of laboratory work and increase accuracy of the results [13]. Therefore, 
the aim of this work is to assess the quality of on-site intra-laboratory comparison tests. Such an assessment is presented 
by the example of determining the dustiness of a bricklayer's workplace on a construction site. Laboratories operating 
within the SAWC framework are forced to conduct on-site intra-laboratory comparative tests, and their conditions differ 
significantly from the laboratory ones. Laboratory staff is limited by the time of admission to the facility, so it is 
important for them to perform research not only qualitatively, but also with a minimum number of tests. In this regard, 


the task of the authors of the article was to determine the minimum necessary and sufficient number of such tests. 
Materials and Methods. General sanitary and hygienic requirements for the air of the working area, as well as 

methods for monitoring microclimate indicators and the content of harmful substances in the air, are regulated by 

GOST 12.1.005-88 "Interstate Standard. Occupational safety standards system. General sanitary requirements for 
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working zone air". To determine the dust content, a weight method was used', which consists in collecting dust on 
filters, followed by weighing and determining the concentration. 
Mass concentration K, of dust is determined by formula: 


7 (m, — mp )-1000 


K ; 1 
p Vr, (1) 
where K, — concentration of dust in the air, mg/m?; mo — mass of the clean filter, mg; m, — mass of the filter with 
settled dust particles, mg; V2). — volume of air brought to standard conditions, dm. 
V,-293-P 
i= ae ae (2) 


(273+ T)-101.33° 


where V; — volume of air passed through the filter, dm?; P — atmospheric pressure, kPa; 7 — workplace air 
temperature, °C. 

According to the recommendations of the state system for ensuring the uniformity of measurements’, a reduction 
method can be used to process the results of determining the dustiness of the workplace, which assumes the presence of 
the values of the measured arguments obtained as a result of multiple measurements. 


The result of indirect measurement 4 is found by formula: 


us L A, 
= tf 
4=)0 (3) 


where ZL — number of partial values of the measured value; A;— j-th value of the measured value; 7 — serial 
measurement number from | to L. 


Mean square deviation S$ ( A) of random errors of the indirect measurement result is calculated using the following 


formula: 


(4) 


With a normal distribution of individual values of the measured value, the confidence limits of random errors are 
determined by formula: 


A=t,-S(A), (5) 
where ¢,— Student's coefficient, depending on the confidence probability and the number of observation results. 


Precision is estimated by the indicator of repeatability (relative standard deviation of repeatability), o,. and by the 
indicator of accuracy (limits of relative error), 6: 


= (6) 
where x; — i-th test result obtained under repeatability conditions; x — arithmetic mean of 1 test results under 
conditions of repeatability (convergence). 

A 
5 =—100% < 25%. (7) 
x 
The percentage of convergence is determined in accordance with expression: 
om 
r=—100%. (8) 
x 
To evaluate the convergence of the results of two measurements, it is necessary to use formula: 
_i-*l, ano 
hy, = ——— 100%, (9) 


xX 
where x), x2 — results of two parallel measurements. 
The measurement results obtained under convergence conditions are considered satisfactory if the obtained 
convergence r is less than or equal to the normative convergence Porm: 
=15%. (10) 


r s Fhorm 


' Metodika izmerenii massovoi kontsentratsii pyli gravimetricheskim metodom dlya tselei spetsial'noi otsenki uslovii truda. MI APFD-18.01.2018. 
URL: https://normativ.kontur.ru/document?moduleld=1&documentld=390372 (accessed: 25.11.2023). (In Russ.). 

? Rekomendatsiya. Gosudarstvennaya sistema obespecheniya edinstva izmerenii. Izmereniya kosvennye. Opredelenie rezul'tatov izmerenii i 
otsenivanie ikh pogreshnostei. MI 2083-90. Moscow: Committee of Standardization and Metrology of the USSR; 1991. 
URL:https://znaytovar.ru/gost/2/MI_208390_GSI Izmereniya_kosve.html (accessed: 25.11.2023). (In Russ.). 
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Expression (8) is taken as the result: 
x=XHA. (11) 

The minimum number of observations depends on the coefficient of variation, i.e. the ratio of the standard deviation to the 
average value, and is selected previously from the experimental data. The error in determining the average value (statistical 
measurement error) must be sought under the assumption that the distribution law of the general set of measurements is 
normal. If we know the error and confidence probability, it is possible to unambiguously establish a confidence interval for the 
average value and estimate the maximum statistical error of measurements as the ratio of half the difference between the 
boundaries of the error of the average value to the average value from the experimental data [14]. 

Results. Measurements were carried out to determine the dust content of the construction site during the 
construction of an apartment building. Sampling was carried out at the bricklayer's workplace in the masonry wall area 
with AFA type filters (analytical aerosol filters) using two PU-4E aspirators, providing sampling with a given volume 
flow through an absorber through four parallel channels. To establish the statistical error of measurements by 
instruments and laboratory staff at a given confidence probability P = 0.95 eight parallel measurements were performed, 
the results of which are shown in Table 1. 

Table 1 
Results of eight parallel tests 
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Ay 
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No.1 | 30965.6 30966.5 2 102.2 60 21.1 7.46 


No.2 | 31346.8 31347.8 2 102.2 60 21.1 8.29 


No.3 | 33980.5 33981.6 2 102.2 60 21.1 9.12 


No.4 | 35572.3 35573.6 2 102.2 60 21.1 10.78 
9.33 1.39 10.29 | 14.85 


No.5 | 34926.9 34928.3 2 102.2 60 21.1 11.61 


No.6 | 30477.7 30479.0 2 102.2 60 21.1 10.78 


No.7 | 32678.4 32679.5 2 102.2 60 21.1 9.12 


No.8 | 32678.4 32679.6 2 102.2 60 21.1 9.95 


To check whether the data obeyed the normal distribution law, a frequency histogram was constructed as one of the 
ways to visually represent the distribution of data (Fig. 1). The histogram has the shape of a bell and is close to the 
curve of normal distribution (Fig. 2) 
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Fig. 1. Frequency histogram at n = 8 


The average value and confidence interval of the measurements were calculated and shown on the graph of density 


functions of normal distribution (Fig. 2). 
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Fig. 2. Graphs of normal distribution an = 8: a — density function of normal distribution; 
b — integral distribution function 


The average value is taken as the result, indicating the confidence interval: 
Kg =9.33 40.96 mg/m’. 


Technosphere safety 


https:// bps-journal.ru 


Safety of Technogenic and Natural Systems. 2024;8(1):30-40. eISSN 2541-9129 


To determine the minimum number of measurements, the coefficient of variation, the average sampling error and 
the marginal sampling error were found (Fig. 3). The maximum statistical error was 0.26 mg/m*. pp = +1.16 mg/m? 


12.0 
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@ R =4.15 mg/m} 
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a wo fos a ee ee Oe ee 
= 80 @ ce) 
S| aaa a a 
q 
a 
S 6.0 
B K, = 0.15; 6) = 0.49 mg/m; pp = +1.16 mg/m? 
4.0 
2.0 
0.0 
0 1 2 3 4 > 6 7 8 9 


Number of measurements 


Fig. 3. Scope of measurement results 


The minimum number of measurements is determined by formula [11]: 


2.2 
tk 
Minin = 2 (12) 
82 
Nin = 1.20 © 2. 


According to the obtained value of the minimum number of tests, two parallel tests were carried out to determine 
dust concentration at the bricklayer's workplace (Table 2). 
Table 2 
Results of two parallel tests 
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No.1 34563.8 34565.0 2 102.2 60 22.0 9.98 
9.57 0.59 8.50 8.68 


No.2 | 30654.3 30655.4 2 102.2 60 22.0 9.15 
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Convergence of results, % 


Confidence interval of the results of two tests to determine dust concentration with a probability of 0.95 was 
0.81 mg/m? (Fig. 4). 
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Fig. 4. Density function of normal distribution 


According to convergence conditions in conformity with GOST R ISO 5725-1-2002 "Accuracy (trueness and 
precision) of measurement methods and results. Part 1. General principles and definitions" and GOST R 51672-2000 
"Metrological ensuring of product testing for the assurance of conformity. General principles" the results of parallel 
measurements can be considered satisfactory, since conditions (7) and (10) are fulfilled (Fig. 5): 
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Fig. 5. Dependence of the convergence of measurement results and relative error on the number of tests 
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Based on the results of processing, it is accepted: 

Ky2 = 9.57 0.81 mg/m?. 

Determination of dust concentration by the weight method has a sufficiently high component of errors of measuring 
instruments used and operations performed. The maximum allowable difference between the results of two 
measurements is 0.84 mg/m?. The difference in direct measurements of the mass of two samples should be no more 
than 0.1 mg. With a mass difference of 0.2 mg, the convergence rate of the results of two parallel measurements 
becomes more than 18% and does not meet the precision conditions. When conducting tests to determine dust content 
of the considered technique, it is possible to limit two parallel measurements, while the measurement error will be equal 


to the instrumental error. 

Construction dust is classified as low-hazard (Class IV), the single maximum permissible concentration (MPC) 
is 6 mg/m, the daily concentration is 10 mg/m. According to the test results, a 1.6-fold excess of the one-time 
maximum permissible concentration was revealed. To reduce the concentration of dust at the bricklayer's workplace, 
comprehensive measures are recommended to reduce dust formation on the construction site, since the main sources of 
dust are access roads, places of unloading and loading of building materials, as well as technological processes related 
to the processing and cutting of construction materials [15]. It is necessary to take measures to reduce the concentration 
of dust on the construction site and beyond [16]. 

Hygienic standard GN 2.1.6.3492-17 "Maximum permissible concentrations of pollutants in the atmospheric air of 
urban and rural settlements" establishes a single maximum permissible concentration of construction dust in urban air of 
no more than 0.5 mg/m*. 

Discussion and Conclusion. Determination of dust concentration by the weight method has a sufficiently high 
component of errors of measuring instruments used and operations performed. It was revealed that the maximum 
allowable difference between the results of two tests was 0.84 mg/m’. The difference in direct measurements of the 
mass of two samples should be no more than 0.1 mg. 

Processing of test results showed the possibility of carrying out two measurements to determine dustiness of the 
bricklayer's workplace on the construction site. The convergence of test results within the framework of laboratory 
competence confirmation is an important indicator of the quality of the assessment and indicates the reliability of the 
data obtained, therefore, it is recommended to use at least six measurements within the framework of intra-laboratory 
comparison tests [17]. The higher the convergence of the results, the less likely errors and inaccuracies in the 
assessment of working conditions. This, in turn, provides more objective information about the state of working 
conditions in the workplace and allows you to take reasonable measures to improve them [18]. 

Employees of the investigated facility are recommended to use personal respiratory protection equipment that 
protects against highly dispersed dust. To reduce the concentration of construction dust on the construction site, as well 
as outside it, it is necessary to spray the construction site with water to settle highly dispersed dust, to spray water on 
access roads, to wash the wheels of vehicles both at the entrance to the construction site and at the exit [19]. 


References 

1. Kuchergin NI. SOUT — spetsial'naya otsenka uslovii truda. Studencheskii forum. 2022;44-1(223):6-7. URL: 
https://nauchforum.ru/archive/studjournal/44%28223 1%29.pdf (accessed: 08.11.2023). (In Russ.). 

2. Panteleeva OV, Yakovenko OV. SOUT kak kontrol’ kachestva bezopasnosti. In: Trudy IT Vserossiiskoi nauchno- 
tekhnicheskoi konferentsii "Sovremennye problemy ekologii i promyshlennoi bezopasnosti". Novocherkassk: Platov 
South-Russian State Polytechnic University (NPI); 2023. P. 97-100. (In Russ.). 

3. Gasilina T. Novshestva v zakonodatel'stve po SOUT. TekhNadzor. 2017;1—2(122—123):47-48. (In Russ.). 

4. Mamytov EG. Normativno-pravovye novatsii po ispol'zovaniyu rezul'tatov SOUT. Standards and Quality. 
2015;2:82—83. (In Russ.). 

5. Pakhomova LA, Oleinik PP. Selection and evaluation of work place certification parameters (special assessment of 
labor conditions). Construction production. 2019;1:49-52. https://doi.org/10.54950/26585340 2019 1 49 (In Russ.). 

6. Shemetova EG, Bogatova AV, Burako NA. Provedenie SOUT na predpriyatiyakh — zalog obespecheniya 
bezopasnosti truda. In: Trudy 6-i Mezhdunarodnoi molodezhnoi nauchnoi konferentsii "Yunost' i znaniya — garantiya 
uspekha-2019". Kursk: Southwest State University; 2019. P. 144-147. (In Russ.). 

7. Pushenko SL, Gaponov VL, Kukareko VA. Analysis of occupational injuries in the construction industry and 
ways to reduce it. Safety of Technogenic and Natural Systems. 2022;2:24—30. https://doi.org/10.23947/2541-9129-2022- 
2-24-30 (In Russ.). 

8. Bessonov EV, Zyryanov SB, Blinchenko AA. SOUT kak klyuchevaya chast' SUOT. Youth and science. 
2020;9:48. (In Russ.). 

9. Vedrova MA, Buzikov ShV. Features of carrying out the sot at the workplace of the pvem operator. Aktual'’nye 
nauchnye issledovaniya v sovremennom mire. 2021;10—7(78):88—9 1. (In Russ.). 


Korol EA, et al. Determination of the Convergence of Intra-Laboratory Measurements of Dust Content on a Construction Site 


10. Kozlov AV. Results of interlaboratory comparison tests of geosynthetic material VESTNIK MGSU. 
2023; 18(8):1230—1240. https://doi.org/10.22227/1997-0935.2023.8.1230-1240 (In Russ.). 

11. Lekomtseva MM, Shendaleva EV. Statisticheskie metody v_ sravnitel'nykh ispytaniyakh nefteproduktov. 
Dinamika sistem, mekhanizmov i mashin. 2016;1:334—340. (In Russ.). 

12. Durgut Y. Inter-laboratory comparisons and their roles in accreditation. European Journal of Science and 
Technology. 2021;28:402-406. https://doi.org/10.3 1590/ejosat.1001957 

13. Borisov SV, Borisov AV, Staseva EV. Analiz uslovii truda na rabochikh mestakh vagonnogo remontnogo depo 
Bataisk po materialam SOUT. In: Sbornik nauchnykh trudov konferentsii "Transport: nauka, obrazovanie, 
proizvodstvo". Rostov-on-Don: Rostov State Transport University; 2020. P. 22—25. (In Russ.). 

14. Venttsel ES. Teoriya veroyatnostei. Textbook of higher education institution. 7-th ed. Moscow: Vysshaya 
shkola; 2001. 575 p. URL: https://djvu.online/file/geQAk3qSZR9az (accessed: 07.12.2023). (In Russ.). 

15. Puzyrev AM, Kozyreva LV. Development of a methodology for assessing professional risks in construction. 
Safety of Technogenic and Natural Systems. 2022;1:9-17. https://doi.org/10.23947/2541-9129-2022-1-9-17 (In Russ.). 

16. Herry Supriyatna, Widy Kurniawan, Humiras Hardi Purba. Occupational safety and health risk in building 


construction projects: A literature review. Operational Research in Engineering Sciences: Theory and Applications. 
2020;3(1):28—-40. https://doi.org/10.31181/oresta200134s 

17. Jaypee Bathan, Joy C Ashipaoloye. Modeling the mediating effects of occupational safety and health 
management between organization culture and business performance among employees of construction companies. 
International Journal of Open-Access, Interdisciplinary & New Educational Discoveries of ETCOR Educational 
Research Center (JOINED ETCOR). 2023;2(4):131-156. URL: https://www.researchgate.net/publication/3 75342214 
(accessed: 08.11.2023). 

18. Endah Harisun, Hery Purnomo, Suhartini Suhartini. Occupational safety and health (OSH) in construction 
projects in ternate city. Technium: Romanian Journal of Applied Sciences and Technology. 2023;17(1):121-125. 
https://doi.org/10.47577/technium.v171.10057 

19. Nasana Bajracharya, Pawan Rana Magar, Suman Karki, Suja Giri, Ashish Khanal. Occupational health and 
safety issues in the construction industry in south asia: a systematic review and recommendations for improvement. 
Journal of Multidisciplinary Research Advancements. 2023;1(1):27—31. https://doi.org/10.3126/jomra.v1il.55101 


Received 18.12.2023 
Revised 15.01.2024 
Accepted 17.01.2024 


About the Authors: 

Elena A. Korol, Dr. Sci. (Eng.), Professor, Head of the Housing and Communal Sector Department, National 
Research Moscow State University of Civil Engineering (NRU MGSU) (26, Yaroslavskoe Shosse, Moscow, 129337, 
RF), SPIN-code: 3795-1053, ORCID, KorolEA@mgsu.ru 


Evgeniy N. Degaev, Cand. Sci. (Eng.), Associate Professor of the Housing and Communal Sector Department, 
National Research Moscow State University of Civil Engineering (NRU MGSU) (26, Yaroslavskoe Shosse, Moscow, 
129337, RF), SPIN-code: 1471-9700, ORCID, degaev@inbox.ru 


Sergey L. Pushenko, Dr. Sci. (Eng.), Professor, Head of the Safety of Technological Processes and Productions 
Department, Don State Technical University (1, Gagarin Sq., Rostov-on-Don, 344003, RF), SPIN-code: 7292-1956, 
ORCID, slpushenko@yandex.ru 


Claimed contributorship: 
All authors have made an equivalent contribution to the preparation of the publication. 


Conflict of interest statement: the authors do not have any conflict of interest. 
All authors have read and approved the final manuscript. 


Tlocrynuia B pexakunto 18.12.2023 
Tlocrynu.ia nocse penensuposanna 15.01.2024 
I[punara k nyOsnKayun 17.01.2024 


Technosphere safety 


https:// bps-journal.ru 


Safety of Technogenic and Natural Systems. 2024;8(1):30-40. eISSN 2541-9129 


O6 aemopax: 

Enena Anatosbesna Kopostb, QOKTOp TexHw4ecKHxX HayK, Upodeccop, 3aBexyIouM Kacdexpow x*MIMUIHO- 
KOMMYHaJIbHOTO KOMIMIeKca HayMonabHoro uccieqoBatesbcKoro MockoscKkoro rocyapcTBeHHOTO CTPOHTeIbHOrO 
yuuBepcuteta (HAY MICY) (129337, r.Mocxsa, ApocnapcKoe wocce, 26), SPIN-Koq: 3795-1053, ORCID, 
KorolEA@mgsu.ru 


Esrennii Hukosaepuu Jjeraes, KaHyquyaT TexHHuecKHxX HayK, JOWUeHT Kacbespbl %KMIIMU,HO-KOMMYHaJIbHOrO 
komiuiekca HatMoHalbHoro uccreqoBatembcKoro Mockospckoro rocydapcTBeHHOrO CTpOMTesIbHOrO yHMBepcuTeta 
(HUY MT'CY) (129337, r. Mocxsa, ApocuascKoe mocce, 26), SPIN-Kon: 1471-9700, ORCID, degaev@inbox.ru 


Cepreii Jleonapyzosuy Iymenko, JoKTop TexHM4eCKHX HaykK, IWpodeccop, 3aBeLyIOWMN KaPespor OesonacHocTu 
TEXHOJIOPMYeCKHX Mpoleccos u mpousBoycTs JjoHcKoro rocyapcTBeHHOrO TexHHYecKoro yHuBepcutTeta (344000, Pd, 
r. Poctos-Ha-JJony, m1. Darapuna, 1), SPIN-Kon: 7292-1956, ORCID, slpushenko@yandex.ru 


3aneleHHollu 6KIad Coaemopos: 
Bce aBropbl BHECIM 3KBUBAICHTHBIM BKIa, B MOATOTOBKy MyOmMKalMH. 


Kondauxm uHMepecos6. aBTOPbI 3aABJIAFOT 06 OTCYTCTBHU KOHQINKTAa MHTeCpecos. 


Bce aemopoi npowumaau u odobpusu OKOHYaMeNbHoIU Bapuanm pyKonucu. 


Safety of Technogenic and Natural Systems. 2024;8(1):41-49. eISSN 2541-9129 


TECHNOSPHERE SAFETY 
TEXHOC®EPHAA BESOMNACHOCTb 


® Check for updates 
BY 


UDC 602.807.2 Original article 
https://doi.org/10.23947/2541-9129-2024-8-1-41-49 


Assessment of the Spraying System Impact at the Preparation Stage 
of Iron Ore Concentrate Products 
Ilya Yu. Kurnosov@, Aleksandr E. Filin®, Svetlana V. Tertychnaya® 


National University of Science and Technology (MISiS), Moscow, Russian Federation 
kurnosovilya@yandex.ru 


Abstract 

Introduction. Harmful components of ore dust, formed during the unloading of products in the preparation of iron ore 
concentrate (PPIOC) at the mixing stage, cause damage to both workers and equipment. To address this issue, liquid 
aerosol spraying using nozzles with large diameters (>20 um) is used. However, this method proves ineffective in 
capturing fine-dust particles. Therefore, enhancing the efficiency of the dust deposition method through PPIOC dust 
spraying becomes a pressing challenge. The aim of this study is to investigate the impact of the Dry Fog technology, 
generating liquid droplets up to 20 tm in size, during the unloading stage of PPIOC at a mining and metallurgical 
enterprise in the precipitation of suspended fine-dust particles. The primary goal of this research was to assess the 
effectiveness and potential advantages of applying the Dry Fog technology for dust spraying with subsequent 
precipitation, as this technology has not been previously applied to PPIOC dust. 

Materials and Methods. The experiment on the PPIOC dust deposition was conducted in a specially designed 
laboratory setup. Through physical modeling in the laboratory setup, parameters of the precipitation process were 
obtained. Subsequently, the results were analyzed to understand the dependence of dust precipitation over time, taking 
into account the influence of the Dry Fog technology. An experiment program was developed for physical modeling. 
According to the devised program, dust was uniformly loaded into the interior of the laboratory setup (from the top), 
distributed in the air stream throughout the volume of the setup by a fan, and an instrument located at the bottom 
recorded changes in concentration over time. Experiments on dust precipitation were then conducted using liquid 
spraying (filtered water as the liquid) introduced into the setup through nozzles generating droplets with sizes of 10 and 
15 um, concurrently with the loading of dust into the laboratory setup. The effectiveness of the Dry Fog technology in 
the deposition of PPIOC dust was determined visually and further analyzed based on a comparison of graphs. The 
dynamics of changes in the average dust concentrations depending on time was studied both during precipitation 
without spraying and using the Dry Fog technology. During the experiment, the characteristics of the microclimate 
inside the laboratory setup (humidity, temperature and air velocity) and the parameters of two nozzles — their operating 
pressure and the supplied liquid spraying time — were recorded. 

Results. The comparison of the results showed a reduction in the dust precipitation time by 40% and 75% when using 
nozzles with sizes of 10 um and 15 um, respectively. 

Discussion and Conclusion. The experiment results confirm the effectiveness of the Dry Fog technology for PPIOC 
dust precipitation during unloading at the mixing stage. Fundamental findings have been obtained, providing a basis for 
further assessment of the efficiency of dust precipitation with the additional application of pulsating ventilation. In such 
a combination, an additional 20-25% increase in precipitation efficiency is anticipated compared to the results 
presented in this article. The obtained results will support the justification of rational parameters and the implementation 
of the described method in production to enhance dust precipitation efficiency. Additionally, they will aid in developing 
a methodology to accelerate the PPIOC dust precipitation using the pulsating ventilation method. 


Keywords: ore dust, dust from iron ore concentrate preparation products, iron ore concentrate, liquid spraying, mass 
transfer, dust deposition experiment, liquid aerosol, dust aerosol, pulsating ventilation method 
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AHHOTalna 

Beedenue. Bpeaqubie KOMMOHEHTEI pyAHOM TbIIM, OOpa3yloljelicd MpH pa3srpy3Ke MpOAyKTOB MOATOTOBKH 
*Kee3s0pyqHoro KoHWeHTpata (IIIDKK) wa craquuM cMmelwMBaHus, HaHOcaT yulepO Kak paOOTHHKaM, Tak U 
oOopynoBanuto. JIA pelieHHa STO MpoOeMbI IpHMeHAeTCA OPOWICHHe XKHJKOCTHBIM a9PO30JICM C HCIIOIb30BaHHeM 
(opcyHoK OobuIMXx AHamMeTpos (>20 MKm). OqHakO JaHHbIit MeTOA HeapdeKTHBeH B YaBJIMBAHHM MeJIKOAMCIepCHBIXx 
YaCTHI, TIbWIM, MOSTOMY MOBbILeHHe 9(=pPeKTHBHOCTH MeTOZa ocaxkeHHA OpomeHvem mB TTDKK ctranosutca 
akTyaIbHOM 3afauei. Llenbio WaHHOro HCCIIeqOBaHHA ABJIAeTCA W3y4YeHHe BO3LeHCTBUA TexHOOrMM «Cyxoli TyMaH»», 
reHepupylolel KallIM %KHKOCTH pa3MepoM 0 20 MKM, Ha 9Tale pa3rpy3KH IITDKK ropHo-metasmypruyeckoro 
TIpeqUpHATHA PH OCaKeHHM B3BeLWICHHOM MeIKOQMCHepcHOM MbWIM. OcHOBHOM 3afaueli WaHHOro UccIeqOBaHHA 
ABIANACh OWeHKa 3:PPeKTHBHOCTH HW BO3MO2%KHBIX IPeCHMyW[eCTB IIpHMeHeHHA TexHOJIorMH «CyxolH TyMaH» JIA 
OpOWeHHA MBI C MOCHeYIOWMM OcaxKeHveM, nNockoubKy K WEWIM TTDKK onucanHas Bbille TeXHOJOrMA paHee He 
TIpHMeHsAsIaCb. 

Mamepuansi u memodoi. DkctiepuMenT no ocaxKyeHHIo TWH UIDKK mnpopogusica B clelmMatbHO co3qaHHOM 
jlaOopatopHom cteHye. IlocpeyctBom (u3vyeckoro MOeMpoBaHHa OBI MOJyYeHbI MapaMeTpbI mpotecca 
ocaxneHua. Jlanee MOWyYeHHbIe pe3yiIbTaTbl NOABeprasMch aHaM3y C TOUKH 3peHHA Nosy4eHHA 3aBHCHMOCTU 
OC@KICHHA TbWIM Cc TeYeHHeM BPpeMeHH C y4eTOM BIMAHHA TexHoNorMH «Cyxoi TymaH». Ja cu3n4eckoro 
MoOjeIMpoBaHHa Oblvia paspadoTaHa MporpaMMa 9KcHepuMeHta. CorsacHoO aHHOM MporpaMMe, IIblIb paBHOMepHO 
3arpyxKalacb BHYTpb JIaOopaTopHoro cTeHya (cBepxy), paciipeyesaach B BO3YUIHOM MOTOKe 110 BceMy OOBeMy 
CTeHa KPbUIbYaTKOH, a UpHOop, pacnouO%KeHHbI B HWDKHeH YacTH, (PHKCHpOBaI H3MeHeCHHe KOHIeHTpallHH BO 
Bpemenn. Jlanee ObuIH MpOBeCHbI IKCICPHMEHTHI MO OCaKCHHIO IIbIIM C IPHMCHeCHHeM %KUAKOCTHOTO OpouleHHa. 
CoBMecTHO C 3arpy3KOM MIbWIM B OObeM JabopaTopHoro cTeHya MocpesCTBOM (bopcyHOK, TreHepHpyrtOlwHx Kall 
pa3smepom 10 u 15 MkKM, NojaBanacb 2%XHAKOCTb — OTPUIbTpoBaHHad Boa. OddekTuBHOCTS TexHONorHH «Cyxol 
TYMaH» TIpH ocax jenny new TITDKK onpesenanach Bu3yasIbHO, HU Jaslee — Ha OCHOBAaHHH COMOCTaBJICHHA TpapuKoB. 
Visyyanacb JMHaMMKa U3MeCHCHHA YCpeAHeHHBIX KOHUCHTpallMit Mb OT BPCMCHH Kak TIP OcaxKeHHH Oe3 OpoMeHHA, 
TaK HM C IpHMeHeHHeM TexHosIorHu «Cyxoi TyMaH». B mponecce 9kKclIepHMeHTa (UKCHpOBaIMCh XapakKTepHCTHKH 
MHKPOKIMMaTa BHYTpH JIadopaTopHoro cTeHfa (BuIa@KHOCTb, TeMMepaTypa HM CKOpOCTbh JBMXKeHHA BO3yxa) HU 
llapaMeTpbI JByx (bopcyHoK — ux pabouee AaBIeHHe U BPeMA PacIIbIeCHHA MOaBaeMOM X%KUAKOCTH. 

Pezyibmamol ucciedoeanua. CpaBHeHle pe3yJIbTaTOB IKCIePHMeHTAa HOKa3aJIO YMCHbIeCHHe BPeEMeHH OCAKTeHHA Ha 
40 % u 75 % pH MCHONb30BaHHH (popcyHoK Ha 10 mKm ut 15 MKM COOTBeTCTBEHHO. 

O6cystcoenue u 3ako4uenue. Ilo pe3ymbTaTaM 3KCIepHMeHTa NOATBepxAeHa IPPeKTHBHOCTS TexHoNorHH «Cyxor 
TyMaH» Jia ocaxgenua nb TTDKK npu pasrpy3ke Ha cTaquu cMemmBanua. TlomyueHuple Oa3HCHbIe pe3yIbTaTbI 
MO3BOJAT B JaIbHeHMMIeM OLCHHTb 9((PeCKTHBHOCTh OCaxKACHHA TbWIH C IpHMeCHeHHeM JONOMHUTeIbHO pexKHMa 
IIyJIbCHpyloleh BeHTHUIANMH. B TakOM coy¥eTaHHH OKHaeTCA MOBbIMeHHe 3pPeKTHBHOCTH OcaxKeHHA elle 
Ha 20-25% OTHOCHTeIbHO pe3yJIbTaTOB, MpeCTaBJICHHbIX B aHHOW ctaTbe. Ilomy4eHHble pe3yIbTaTbI alot 
BO3MOXKHOCTb OOOCHOBAT pallHOHaJIbHble MapaMeTpbI HW IPHMeHUTb Ha MIpOW3BOACTBE BbILICOMMCaHHbIM cmocoob WIA 
MOBbIWeHHA 9PPeKTHBHOCTH OcaxyeHHA mbH. IlomuMo 9TOTO, OHH CO31aIOT OCHOBY WIA paspaOoTKH MeTOAMKH 
yckopenua ocaxgenua nud TT DKK c npuMeHenveM MeTosa IysIbcupyrollel BEHTHWIALHH. 


Korrouesple CJ10Ba: PYAHMGHAA bb, UbVIb NPOAYKTOB NOATOTOBKH 2Kee30pyHHOro KOHICHTpata, 2%KeTe30py THBIM 
KOHICHTpaT, %HAKOCTHOC OpOMeHHe, MaccolepeHoc, IKCHepHMeHT TO OCMK]ICHHEO, 2KUAKOCTHbIM adpos3olib, 
TIbLICBOTAHOM adpo30JIb, MeCTOT IlyIbcupyromen BeCHTWJIAWMUN 
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Buaarojapuoctru. Astopsi OnaroyapaT peqakMOHHYy!O KOMaHy %KypHasla U pelleH3eHTa 3a KOMIICTCHTHYIO IKCIePTH3Y 
MW WeHHbIc PeKOMeHAaHU MO yIyYWIeHMio CTaTBH. TakoKe aBTOpbl ONaroqapAT KOJWIEKTHB HW PYKOBOANTeIA Kacespbl 
«TexHocdepHad Oe3sonacHoctp» HUTY MMCHC 3a nogqepxky B co3fqaHHu sIadopaTopuuH mu pearu3alnu 
YccueqOBaHHi. 


Aaa WaTupopanusa. KypHocos V.10., Ounuy A.D., Teptsrauaa C.B. Ouenka BIMAHHA CHCTEMbI OPOWeHHA Ha 9Tarie 
TOJTOTOBKH pOJyKTOB 2%*KellesopyqHoro KOHWeHTpata. Besonacuocmb mexHozeHHbix U npupoOHbix cucmeM. 
2024;8(1):41-49. https://doi.org/10.23947/2541-9129-2024-8-1-41-49 


Introduction. In order to reduce the level of atmospheric dust in production sites, the mining and metallurgical 
complex has successfully employed a range of innovative methods and advanced dust control technologies. Filtration 
systems, cyclones and ventilation systems are used, that are designed to effectively capture and remove the smallest 
dust particles [1-3]. In addition, engineers use methods of liquid spraying, aerial flotation and other advanced 
technologies that together provide an integrated approach to solving the problem of dust. The effectiveness of dust 
control measures is closely related to the unique features of the production processes, the characteristics of the 
equipment used, the design features of the premises and other important factors. Systematic maintenance of technical 
condition of the equipment is not just part of the technological process, but acts as an important element of the strategy 
to reduce the impact of production activities on the environment, contributes to the optimization of production 
efficiency. Comprehensive implementation of the above measures, combining various methods and technologies, allows 
you to achieve maximum efficiency in reducing the level of dust load within the working area. 

At the stage of unloading and preparation of iron ore concentrate, where a significant amount of the smallest 
dispersed dust is formed, a liquid spraying system is used for a long time [4-6]. To create the smallest liquid aerosol, 
various types of nozzles are used, forming droplets with a diameter from 30 to 150 microns. In addition, nozzles with a 
larger diameter are also used. Deposition time t of the smallest dispersed dust (d = 1-10 microns) when using such 
nozzles can be quite long and reach 25,400 s (about 7 hours) [6]. At other stages of production, advanced Dry Fog 
technology is used for effective dust deposition. This technology uses nozzles of a smaller diameter that spray liquid 
with a droplet dispersion in the range from | to 20 microns [7]. In this technology, each drop of liquid serves as an 
effective tool for capturing and ensuring the settling of the smallest particles, creating a unique combination of 
technology and engineering in the fight against the problem of atmospheric dust. 

Studies related to the use of the above-described technology for the deposition of fine dust in the preparation of iron 
ore concentrate products have not been conducted before. Therefore, the aim of this work was to analyze the effects of 
the Dry Fog technology, which generates liquid droplets up to 20 microns in size, at the stage of unloading the PPIOC 
of a mining and metallurgical enterprise during the deposition of suspended fine dust. The task was to evaluate the 
effectiveness and possible advantages of using the Dry Fog technology for dust spraying with subsequent precipitation. 

Materials and Methods. To evaluate the effectiveness of the innovative Dry Fog technology, a series of 
experiments were conducted to measure dust deposition of the smallest particles of iron ore concentrate products using 
nozzles with diameters of 10 and 15 microns. To perform the experiment, a laboratory setup was developed (Fig. 1). 
This setup was used to analyze the deposition of coal dust in [8]. It was a cubic container with a volume of 1 m?, made 
of organic glass in an aluminum frame. 

A high-precision aerosol particle mass concentration meter, AEROCON-P, was used as a means to monitor the 
concentration of particles in the atmosphere. This measuring device has been developed taking into account the 
requirements for determining the mass concentration of dust with a diverse origin and chemical composition. The mass 
concentration meter has a unique ability to register the dispersion of the studied particles, including those with a 
diameter of up to 10 microns. 
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Fig. 1. Laboratory setup for dust deposition with a layout of equipment and measurement points: 
1 — air flow generator; 2 — high-precision mass concentration meter for aerosol particles — AEROKON-P; 3 — fog generator; 
4 — meteometer; 5 — humidity sensor; 6 — temperature sensor; 7 — nozzle; 8 — filling funnel; 9 — air pulsator 
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The order of measurements is indicated in Figure | by letters A, b, B (location of the Aerocon-P sensor) (2). Values 
I, II and II (located next to the letters) correspond to the measurement points. According to the above scheme, the 
experiment was carried out over the entire area of the bottom of the laboratory box, namely at its 9 points (measurement 
points I, I, III should be understood as located in perspective, i.e. one after the other). 

The experiments on dust deposition were carried out while monitoring the microclimate parameters. At the time of 
the deposition experiment, these parameters were controlled using a TESTO 435 (4) meteometer. During the 
experiments on dust deposition, the meteometer was used to control the parameters of the dust-air environment in the 
laboratory box — air temperature and humidity. This made it possible to establish the initial conditions of the 
experiment and conduct it under controlled conditions. The measuring device described above was used to monitor and 
maintain air humidity inside the setup in the range of 25-30% and temperature in the range from 22°C to 25°C. The 
assessment of the velocity of the air flow coming from the generator was carried out using a digital vane anemometer, 
which ensured a stable air velocity at the level of 4m/s. To simulate the spraying system in the laboratory setup, 
an E218 installation was used, designed for misting by spraying liquid from various nozzles (Fig. 1). The operating 
pressure of this unit was 5.4 MPa, and the maximum was 12.41 MPa. For the experiment, nozzles with a diameter 
of 15 microns and 10 microns were used in this installation (Fig. 1). 

The size of dust particles used in the deposition experiment, according to granulometric analysis, ranged 
from | micron to 40 microns (Fig. 2). Since the device for recording the concentration of particles in the air measured 
particles up to 10 microns in diameter, it was necessary to determine the percentage of these particles in the dust 
sample. According to this analysis, the required dust particle size used for the deposition experiment was approximately 
10% of 1 gram of the sample used in dust analysis [9]. To correctly determine the concentration change by the device, 
the sample of the dust under study was increased to 5 grams in order to increase the concentration of fine dust with a 
diameter from 1 micron to 10 microns. 

Dust deposition experiment was carried out in the laboratory setup described above, in compliance with all 
microclimate parameters regulated by appropriate measuring devices. A predetermined amount of dust weighing 
m= 5 g was placed into the laboratory box for 3—5 seconds using a filling funnel (Fig. 1). During this process, the air 
flow generator was activated, providing air supply at a speed of V = 4 m/s. The AEROCON-P measuring device, used 
as a mass concentration meter for aerosol particles, periodically recorded dust concentration data with an interval 
of 5 seconds, automatically transmitting the obtained values to a computer monitor [10]. The stage of the dust 
deposition experiment was completed when the dust concentration value recorded by the device was equal to 
n= 0.00 mg/m?. The achievement of this value was considered as an indicator of completion of the experiment, in 
which all dust in the laboratory box was considered settled. 
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Fig. 2. Granulometric analysis of dust of sinter production of the mining and metallurgical complex: 
C — percentage distribution of the number of particles in the sample by size, %; 
dC — integral distribution of the percentage of particles in the sample by size, %; 
d — particle size in the sample 
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Using similar parameters of temperature, humidity and air velocity during the dust deposition experiment, studies of 
the deposition of a dust-water aerosol were carried out with the alternate use of two nozzles (d = 10 and d= 15 microns) 
and control of the supplied pressure (p = 5.4 MPa) of the liquid. In addition, spraying time t = 2 minutes was monitored 
(after two minutes, the air humidity in the laboratory setup became maximum and amounted to 98.5%). 

Results. Under the described conditions, a series of 10 dust deposition experiments was performed to ensure the 
reliability of the experimental data. The results of these experiments were processed, summarized in graphs and 
analyzed. Figure 3 provides graphs of the change in dust concentration values over time during 10 experiments from the 
deposition time. 

According to the graph shown in Figure 3, the average dust deposition time without spraying and the use of 
pulsating ventilation was on average 1,828 seconds (30.5 minutes). During this time, dust in the production 
environment was in the air of the work area and caused harm not only to the equipment, but also to the personnel of the 
enterprise. 

The results of 10 experiments on the deposition of a dust-water aerosol using two nozzles were also presented in the 
form of graphs of the dynamics of changes in the average concentration values from the time of aerosol 
deposition (Fig. 4, 5). 
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Fig. 3. Graphs of changes in dust concentration over time based on the results of 10 experiments 


According to the graphs shown in Figure 4, the average deposition time of a dust-water aerosol when using nozzles 
with a diameter of 10 microns was 1115s (18.5 min). The efficiency of this method, relative to the time of self- 
deposition of dust, was about 40%. However, according to Figure 5, when using a nozzle with a diameter of 15 microns, 
the average deposition time of a dust-water aerosol was 475 s (~ 8 min.). The effectiveness of this method was 74%. 
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Fig. 4. Graphs of changes in the concentration of the dust-water aerosol over time 
(nozzle dimeter 10 microns) 


Aerosol concentration (dust + water), mg/m? 


Fig. 5. Graphs of changes in the concentration of the dust-water aerosol over time 


(nozzle dimeter 15 microns) 


Figure 6 shows the recalculated dependences of aerosol concentrations obtained as a result of spraying experiments 
using nozzles with a diameter of 10 microns and 15 microns. During the experiments, different dust concentrations were 
detected, which were recorded by the device. For ease of presentation, these concentrations were recalculated and 
expressed as a percentage depending on the deposition time. 

When comparing the previously determined values of the efficiency of dust deposition using nozzles of 10 
and 15 microns, the latter gave a significant effect. With the use of a 15 micron nozzle, the dust deposition efficiency 
was about two times higher than with a 10 micron nozzle. When using a 15 micron nozzle, dust particles exhibited low 
tendency to stick together and formed large liquid droplets less effectively, which reduced the effect of "condensate" 
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during spraying. Fine droplets filled the dusty air environment better and could be used in those places of technological 
production where large droplets could cause damage. 
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Fig. 6. Graph of changes in dust concentrations (%) over time under the conditions of dust deposition by spraying when 
using nozzles with dimeters of 15 microns and 10 microns 


Discussion and Conclusion. As a result of the conducted experiments on dust deposition in the laboratory setup, the 
time of dust deposition was determined under two different scenarios: during the natural deposition of dust and during 
the deposition of a dust-water aerosol (by exposure to a liquid aerosol using nozzles with diameters of 10 
and 15 microns). 

In the future, to develop a technique for dust deposition, it is necessary to use the following parameters as rational: 

— humidity of air inside the laboratory — @ = 25-30%; 

— air temperature in the laboratory setup — T = 22—25°C; 

— air velocity generated by the airflow generator should be at the level of V = 4 m/s. 

The following technical parameters of the spraying system should also be used: 

— it is recommended to use nozzles with diameters of 10 microns and 15 microns to disperse the liquid; 

— working pressure in the liquid supply system — p = 5.4 MPa; 

— spraying time of the liquid aerosol — 2 min. 

The results obtained show different values of the efficiency of dust deposition using nozzles that generate different 
droplet diameters used in the spraying process. The nozzles described in the article demonstrate a significant 
improvement in the process of dust deposition by spraying when using nozzles of 10 and 15 microns, rather than when 
using nozzles generating droplets larger than 15 microns in the spraying process [7]. In addition, reducing the amount of 
moisture in the air of the production workshops will have less negative impact on the equipment. 

The analysis of the data obtained confirmed the higher efficiency of dust deposition process when using the Dry Fog 
technology during the unloading of the PPIOC at the mixing stage. The results obtained provide a basis for further 
evaluation of the effectiveness of dust deposition process using the pulsating ventilation method. Based on the work of 
other authors who use this technology [7], an additional increase in deposition efficiency values by 20-25% is 
predicted, relative to the use of the Dry Fog technology. The results obtained in this work will be used in further 
development of a technique for dust deposition of iron ore concentrate products using the pulsating ventilation method. 

The obtained values of the efficiency indicators of the Dry Fog technology give reason to recommend it for 
implementation in production for dust deposition in mining and metallurgical production sites with a high dust load. 
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Abstract 

Introduction. The increased intensity of noise and vibration of railway traffic may become not only an urgent problem 
in the field of occupational safety, but also a serious environmental problem in the near future due to the constant need 
to increase the weight of freight trains, the speed of passenger trains and the capacity of railway lines. Recently, a lot 
has been done to minimize the negative effects of noise and vibration in railway transport. However, the problem of 
exceeding the indicators of vibration noise factors remains relevant. Reducing the harmful effects helps to improve the 
working conditions of train crew employees and improve the comfortable conditions of transport passengers. As a rule, 
the main focus of the analysis is on the external impact of vibroacoustic factors on residential areas and less attention is 
paid to the impact on rolling stock. However, these studies do not provide a complete picture of how noise and vibration 
actually affect the train in motion. The aim of the study was to obtain the result of an analysis of the impact of 
vibroacoustic factors on train crew workers and to propose a method of comprehensive protection based on the use of 
vibration damping materials. 

Materials and Methods. \n the course of the work, regulatory documents were studied, a comprehensive analysis of 
relevant information on this topic was carried out, and methods for calculating vibration and vibration acceleration were 
used. The values of the sound pressure levels were obtained using a SPM-101 sound level meter. The object of the 
study was a carriage of the "reserved seat" type in the process of movement. As part of the research plan, sound 
pressure was measured at selected sites and a class of working conditions was determined. 

Results. The result of the analysis of the impact of vibroacoustic factors on train crew workers indicated the need to 
strengthen comprehensive measures to protect them. The obtained calculation of the vibration force became the basis of 
the method proposed by the authors to minimize the harmful effects of vibroacoustic factors, which was based on the 
use of vibration and sound insulation materials suitable for the necessary acoustic parameters in the construction of the 
car. In particular, it was proposed to cover the floor of the car with dense rubber and the ceiling of the car with an 
inorganic fiber material for sound insulation. The work also provides an economic assessment of the effectiveness of 
measures to minimize harmful vibration noise effects. 

Discussion and Conclusion. The proposed methods for minimizing noise and vibration impacts can help reduce the level 
of sound pressure and vibration indicators to standard values, which will significantly reduce the negative impact of 
vibroacoustic factors on train crew workers and railway passengers. The considered complex for minimizing vibration and 
noise includes a set of methods in which affordable materials based on recycled substances have found application. 
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AHHOTalna 

Beedenue. WloppiienHad MHTCHCHBHOCTb WyMa HM BHOpallHH Ha %KeJIe3HOLOPOXHOM TpaHCopTe MOXKeT cTaTb He 
TOJIbKO aKTYaJIbBHOM MpoOsIeMOM B OOaCTH OxpaHbI Tpyia, HO MW Cepbe3HO 9KOOrHYeCKON MpoOsemon B OWKaiIeM 
OyAyWeM 13-3a HeEOOXOAMMOCTH MOCTOAHHOTO YBeIMYeCHHA BECa py3OBbIX MOe30B, MOBbILICHHA CKOPOCTH ABYKeCHHA 
TlaCCa@KHPCKHX M0e3JOB HU BO3PaCTaHHA IIPOMyCKHOM CHOCOOHOCTH %*Kee3HOROPOKHIX WHHu. B nocneqHee BpeMa 
HeMasIO CeaHO [It MMHHMMU3alHH HeraTHBHOTO BO3AeiCTBHA LyMa UM BHOpaln Ha %KeTIe3HOAOPOXKHOM TpaHcriopte. 
OyHako mpoOseMa MpeBbilieHua WoKa3aTeyIei BHOpOulyMOBbIX akKTOpOB oOcTaeTca akTyaJIbHOH. YMeHbureHve 
BPeAHOTO BO3CHCTBHA WIyMa HM BHOpalHH clocoOcTByeT YIyYWIeHHIO YCOBHM Tpyqa paOOTHHKOB Moe3qHbIxX Opuray u 
TIOBBILMCHHIO KOMOPTHBIX YCIOBHU It TaccaxkuposB. Kak mpaBHsio, OCHOBHOe BHUMaHHe pH aHasiM3e BoO3elCTBHA 
BHOpoakyCTHYeCKHX (akTOpoOB yAeIAeTCA BHEWIHeEMy HX BO3eHMCTBHIO Ha CeJIMTeOHy!O TeppUTOpHIO H MeHbIe — 
BO3JCHCTBHIO Ha MOABWKHOM cocTaB. K TOMy 2Ke Take HCCIeOBaHHA He ABJIAIOTCA KOMIVICKCHBIMH, TaK Kak He aloT 
MOJHOTO IpecTaBIeHHA O BO3AeHCTBHU WyMa HM BHOpalMu HelocpeCTBeHHO Ha CocTaB B ABYXKeHHH. Len JaHHoro 
YccIeqOBaHHA — aHasIM3 BO3eliCTBHA BHOpoakycTM4eCKHX (aKTOpOB Ha paOOTHHKOB Moe3qHbIX Opurayq u 
TaccaKHpOB JWIt pa3paOOTKH MeTOa UX KOMIVJIeCKCHOM 3al[MTbl, OCHOBAaHHOrO Ha TpHMeHeHHH BHOporacaMHx 
MaTepHasios. 

Mamepuaaoi u memoooi. B xoje padote Obl H3y4eHbI HOPMATHBHbIe JOKYMCHTHI, IPOBeeH KOMIVICKCHBIM aHasi3 
aKTY@IbHOM WMH(OpMallHu 10 WaHHOM TeMe, MCHOb30BaHbI MeTOAMKM 10 pacueTy BHOpaljuH H BHOpoyckopeHna. 
3HaueHHA ypOBHel 3BYKOBOTO WaBJICHHA OBIIM MOJLYYeHbI C MOMOLIbIO WtyMoMepa SPM-101. OObexrom ucceqoBaHuA 
Obl BbIOpaH BaroH THIa «IalKapT> BO BpeMa JBMKeHHA. B paMKax HccIeqOBaHHA ObIIO H3MepeHO 3BYKOBOe 
WjaBJIeHve Ha BbIOpaHHBIX y4acTKax JOPOrH HM ONpeyseseH Kacc yCNOBUH Tpya. 

Pe3yibmamoi ucciedosanui. PezsynbTaT anaiM3a Bo3yelcTBHa BHOpoakycTuyecKHx (baKTOpoB Ha paOOTHHKOB 
TOe3HBIX OpHray, CBHACTEIBCTBYeT B HEOOXOAMMOCTH YCHJICHHA KOMITJICKCHBIX Mep HX 3alHTbI. [lomyaeHHblit pacuerT 
CHJIbl BHOpalMH cTajI OCHOBOM Mpeo%KeHHOrTO aBTOpaMH MeTOJla MMHHMV3alHH BpesHoro § BoselcCTBHA 
BHOpoakyCTHYecKHX (akTOpOB, B OCHOBe KOTOpOrO MCMOb30BaHHe B KOHCTpyKUMM BaroHa BHOpo- Hu 
3BYKOM30JIMpYIOWMX MaTepHasoB, MOAXOAAIMX MO HeOOXOHMBbIM akyCTHYecKMM MapaMetpamM. B= uacTHocTH, 
TIPCAIOKeHO C WebIO UIYMOV30JAUHH Ha MON BaroHa YIOKUTb MWIOTHYIO pe3sHHy, a Ha MOTONOK — MaTepHval 13 
HeopraHMyeckoro BosIOKHa. B padote TakwKe aHa 9KOHOMMYeCKad OleHKa 930:pdeKTHBHOCTH MeponpHATH 10 
MHHMMH3alH BpeHOrO BHOPOMIyMOBOrO BO3eHCTBHA. 

O6cyatcoenue u 3akmouenue. UpeznoKeHHble MeTOAbI MHHHMV3alM WIYMOBOrO MH BHOpalMOHHOTO BO3eHCTBHA MOryT 
CHOCOOCTBOBaTb CHWKEHHIO YPOBHA 3BYKOBOrO AaBJICHHA WM WOKa3aTesel BHOpallMH JO HOPMaTHBHBIX 3Ha4eHHH, 4TO 
COKpaTHT HeraTHBHOe BO3elCTBHe BHOpoakycTHYecKUX PakTOpOB Ha paOOTHHKOB Noe3sqHOM Opuraybl w Maccaxkupos. 
PaccMoTpeHHBbIM KOMIMIeKC 10 MHHMMH3alIH BHOpallu MU WyMa BKIOUaeT B CeOA COBOKYIHOCTb MeTOOB, B KOTOPBIX 
Hall TIPHMeHeHHe O10JPKeTHbIe MaTepHalibl, CO31aHHble Ha OCHOBe BTOPHYHO MepepaooTaHHoro CBIpbA. 


Ksnouesble CJI0Ba: 3BYKOBOeC JaBJICHHe, BHOpalHa, IWYMOBOEC 3arpASHeHHE, WTYMOHKS30J1IALMA 


Buarogapuoctu. Astopsi OnaroyqapaT mpocdbeccopa, ToKTopa TexHuyecKHX HaykK |[BayecnaBa Akopnepuya Manoxuna 


3a HaCTABHHYCCTBO. 


Aaa waTupopanna. Coxosos J].A., Ponopuna E.V. OOecnteyenue Oe30nacHbIx ycNOBH TpyZa pH BosselicTBHH Ha 


paOoTHHKOB Hoe3qHbIx Opuray BHOpoakycTu4ecknx cbaxTopos. bezonacnocmb mexHozeHHbIx U NPUPOOHbIX cucmeM. 
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Introduction. Rail transport has always created and continues to create noise and vibration, which, in most cases, 
cannot be fully eliminated and are likely to have a negative impact on the environment, despite the use of various 
mitigation measures. The problem of reducing the impact of noise and vibration of railway transport on people and the 
impact on engineering structures is very difficult due to the large number of parameters and factors of distribution of 
noise and vibration energy. The negative impact of vibroacoustic factors is growing every year due to an increase in the 
number and weight of freight cars, their high wear and tear, untimely maintenance of passenger cars, as well as the lack 
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of free space in urban areas, as a result of which new business and residential facilities are located in close proximity to 
the railway. The problem of noise and vibration from railway transport is especially acute in large cities with large 
railway connections, mainly due to short distances from the railway tracks to the nearest buildings. This fact limits the 
possibilities for taking measures to reduce noise and vibration. To date, the primary task is to protect against excess 
sound pressure using the "external noise source — environment" system. The system implies the impact of noise on 
nearby infrastructure facilities, residential areas, and nature. Protection against such impacts is achieved by installing 
acoustic screens. With their help, it is possible to significantly reduce the sound pressure. 

The problem of complex protection against vibroacoustic effects is still poorly studied. It is also worth noting the 
lack of vibration damping devices that would be able to reduce the combined effects of noise and vibration. According 
to the authors, the scientific novelty of this study lies precisely in the fact that an integrated approach to solving the 
problem of minimizing the impact of vibroacoustic factors is considered and simple noise-absorbing materials for their 
mass installation are proposed. 

Vibration from rail transport can have negative effects directly or in combination with background noise. A 
significant excess of noise level standards causes discomfort not only to employees and passengers, but also to residents 
of areas adjacent to the railway track, and is often a significant cause of deterioration in well-being and decreased 
performance. The specificity of noise pollution in railway transport is such that, with long-term exposure in 
combination with vibration, it has a very negative effect on railway transport workers [1]. Prolonged and systematic 
exposure to excessive noise pressure can lead to the development of chronic diseases of the nervous system, 
musculoskeletal system, be the cause of loss of vigilance, deterioration of well-being, discomfort, feelings of 
irritation [2]. Constant exposure to noise, even at nominal values (especially at night), can cause sleep disorders and 
chronic neuroses [3]. The number of people with sleep disorders is very large — most are exposed to constant noise 
of 50-60 dB at night, which, in the absence of other daytime noise sources, is one of the main factors of insomnia [4]. 

Of all the harmful environmental factors, vibration is one of the most widespread ones. From 50 to 70% of the 
population is under its influence [5]. The analysis of vibrations resulting from the movement of rolling stock is very 
important, since the railway is the main transport system covering most of the territory of our country and neighboring 
countries. The volume and quantity of goods transported by rail are growing every year [6]. 

Working vibration of the rails occurs at the junction of the wheel and the rail (wheel — rail system) and spreads not 
only through the track support system to the ground cover and surrounding buildings, but also directly to the rolling 
stock. In some cases, passengers can directly feel the vibration, which is usually referred to as vibration from the 
interaction of the rolling stock and the railroad bed. Ground vibrations caused by railway traffic mainly occur in the 
contact area between the wheel and the rail [7]. Therefore, it is important that the effect of this mechanism of 
occurrence of a negative factor is minimized. The main source of vibration on the railway is rolling vibration caused by 
an imperfect working surface of the wheel and defects on the working surface of the rail. These vibrations are 
transmitted to the wheel and track structures, which leads to the occurrence of the values exceeding the threshold for the 
main octave levels. As a result, vibration, transmitted through the wheelsets, the car truck, causes vibration of the car 
body, which is especially noticeable at high train speed. High-amplitude vibrations can lead to a critical condition of car 
components, damage to the structure of the rail rolling stock. In order to preserve equipment, vibrations of this kind 
should be reduced not only in the wheel — rail system, but also by directly taking measures to protect the main parts of 
the car. This, in turn, minimizes the appearance of secondary vibration from the car body. To minimize the mechanical 
impact of the wheel and rail, the surface of the rail should be as smooth as possible. The vibrations created by the 
construction of the car and car truck should also be minimized in order to reduce the amount of vibrations transmitted to 
people in the car [8]. In order to create a system with the desired acoustic and structural-dynamic properties, while 
minimizing human exposure to noise and vibration, it is necessary to take into account the design of the track, wheels, 
trucks, and cars. Another important aspect is to ensure that these parts are maintained appropriately (timely maintenance 
and scheduled repairs). 

Current vibration reduction methods are generally divided into two main categories: the category of passive 
measures and the category of active measures. Currently, passive measures are most often used. These include the use 
of traditional vibration dampers, shock absorption systems of various kinds (collision of cars) and insulation of the 
base [5]. However, modern vibration reduction methods should be aimed at passive-active vibration control, which 
consists in the active application of a force equal to the opposite forces created by external vibration. Sometimes, to 
dampen the vibrations, it is proposed to use developed control systems and damping forces that create vibration, as well 
as structures created on the basis of new composite materials. In particular, piezoelectric elements can be used to 
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dampen excessive vibration'. The essence of this method is that a piezoelectric element generates electrical energy 
under mechanical tension and reacts in the form of deformation if electric energy is applied to it. Another method of 
minimizing noise and vibration is the method of using disc brakes instead of cast iron pads. The replacement of cast- 
iron blocks with agglomeration or composite ones is an alternative to disc brakes, which are more difficult to adapt, 
install and are expensive. All the methods mentioned above are aimed at the main components of the car. The authors 
carried out a calculation of vibration insulation in the car itself in the passenger seats. 

Materials and Methods. A "reserved seat" type car was considered as the research material. The measurements 
were carried out using a sound pressure measuring device — SPM-101 sound level meter. The areas with the most 
negative impact of the vibroacoustic factor were selected based on the design features of the car truck and the internal 
structure of the car space. Consequently, the research plan included measuring the sound pressure in the car and 
determining the class of working conditions. 

To analyze the possibility of noise reduction in the source of a "reserved seat" type car, the scheme of the car was 
considered and the areas of the most negative impact of vibroacoustic factors were marked on it (Fig. 1). These sections 
implied the highest sound pressure levels in the car, and as a result, a critical negative impact from vibroacoustic effects 
under various conditions (speed, state of the railway track, etc.) 


1 2 


Fig. 1. Sound pressure values in the car by sections (1, 2, 3) 


The next method of studying the minimization of vibration effects was the calculation of vibration insulation of 
passenger seats in the car based on methodology”. Vibration-proof inserts made of rubber material were used. The floor 
of the car at the base of the seat vibrated with frequency f= 50 Hz, with vibration velocity v = 0.4 m/s and a seat weight 
of 22 kg. Let us assume a passenger weighs 70 kg. Modulus of elasticity: Ojon = 0.04 MPa, E = 2.5 MPa, h=0.1 m, 
coefficient of resistance € = 600 H:s/m. 

Let us determine the mass of inserts when the passenger is sitting. The passenger's weight per seat is 70%, which 
means: 


m, = 70-0.7=49 kg, (1) 
Mog = 494+22=71kg. (2) 
Let us determine the maximum static deflection of the inserts: 
fo) 
Z = ho = 0.1. = 16-104, (3) 
E, 250 
Frequency response of natural vibrations of an amortized passenger seat will be: 
eee ee eee a (4) 


fZ 16-107 


Vibration transmission coefficient is determined by formula: 


' Snizhenie urovnya shuma v krivykh. Zheleznye dorogi mira. 2009;6:70-76. URL: https://zdmira.com/images/pdf/dm2009-06_70-76.pdf (accessed: 
14.11.2023). (In Russ.). 

2 Posobie po  akusticheskoi  vibroizolyatsii tsentrobezhnykh_ mashin. Moscow: Izdatel'stvo literatury po stroitel'stvu; 1973. 35 p. 
URL: https://meganorm.ru/Data2/1/4293801/4293801338.pdf (accessed: 14.11.2023). (In Russ.). 
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2 
1+ [20 2) 
ui) 
. (5) 


Let us find relative damping D and circular frequency w: 


D= Bi = 0.05. (6) 
2M )°M,5 2:79-71 


no esos (7) 
@ 79 


We get: 


1+(2-0.05-4) 
T= +(2-0.05-4) = (0.071. (8) 


on +(2-0.05-4)° 


Then we determine the vibration velocity on the seat: 


v=0.4-0.071 =0.028 m/s. (9) 
Frequency of oscillation of the seat will be: 
@o 79 
== = 12.57 Hz. 10 
Ion 33.14 my 


Results. According to GOST 33787-2019, for a frequency of 12.57 Hz, vibration velocity should not 
exceed 0.0056 m/s?. The indicator obtained as a result of the calculation did not meet this requirement. To improve it, a 
vibration-proof material with other characteristics could be used — this could be a composite sheet made of tough 
rubbers (Fig. 2). Due to a higher coefficient of resistance, vibration exposure could be minimized. 


Fig. 2. Location of the vibration-proof material: 
1 — passenger seat; 2 — vibration-proof insert 


3 GOST 33787-2019. Rolling stock equipment. Shock and vibration tests. URL: https://docs.cntd.ru/document/1200170805 (accessed: 14.12.2023). 
(In Russ.). 
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Table 1 shows the results of measuring sound pressure levels in the areas shown in Figure 1. Comparing them with 
the norms of the sound level in the car according to SP 2.5.3650-20, we could conclude that there was an excess of 
indicators‘. 


Table 1 
Noise pressure indicators in the car by zones 
Section, no. Sound level, dB 
1 TD 
2 74.1 
3 78.5 


The calculations carried out in this work allowed the authors to conclude that it was necessary to use a method 
for minimizing vibroacoustic factors based on the use of vibration-damping materials. Its effectiveness was 
confirmed by the presented study. The authors have proposed a set of measures, including the installation of 
noise-absorbing material in the lining of the ceiling of the car in the most noise-prone areas to minimize noise 
pollution. The material was a composite of inorganic fibers with a sheet thickness of 2 to 4 cm. Additionally, to 
reduce noise and vibration, it was suggested to install inserts in the car's floor, similar to the creation of a 
shock-absorbing system. To calculate the effectiveness of the method, the vibration effect on the passenger seat 
was calculated taking into account the vibration of the floor of the car. The material was safe in operation for 
humans and the environment, met the fire safety criteria that were established for a passenger car in accordance 
with order of JSC "Russian Railways" dated November 5, 2009 No. 2255p°. 

Discussion and Conclusion. The assessment of the effects of vibration and noise obtained in this study shows 
that it significantly affects the working conditions of train crew workers and passengers. Workers who spend a lot 
of time on the road, workers who repair tracks in the immediate vicinity of the railway track, and train passengers 
are exposed to extremely harmful noise and vibration effects, which have a devastating effect on their health. 
Therefore, it is so important to minimize this harmful effect at the source of its occurrence. Undoubtedly, the 
improvement of the existing and the introduction of new methods to minimize the effects of noise and vibration 
factors on the railway will positively affect the health of employees and will contribute to the creation of a 
favorable social environment. It is worth emphasizing that measures to minimize the negative effects of noise and 
vibration from railway trains give a relatively small economic effect, but at the same time, they are of great value 
for ensuring the protection of the health of both employees and passengers, creating conditions that are more 
comfortable for them. 

The complex of measures proposed by the authors to minimize vibration and noise uses materials created from 
recycled raw materials. Tough rubber is used for the floor of the car, and an inorganic fiber composite with a 
thickness of 2-4 cm is used for the ceiling. By equipping wagons with these materials, it is possible to achieve: 

— minimization of noise pressure in the car by 7-12 Db; 

— reduction of the vibration effect. 
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Abstract 

Introduction. Sulfur is found in the organic and mineral parts of all types of solid fuels, and its concentration 
determines the extent of the hazardous characteristics of mine seams. Therefore, research on the determination of sulfur 
content in fossil fuels has not lost its relevance. The total sulfur content and its varieties has been studied in most cases 
in terms of the efficiency of fuel processing processes, the quality and environmental safety of coal products. Less 
attention was paid to the hazardous properties of mine seams, forecasting and developing preventive measures for 
endogenous fires in coal mines. This work aims to develop an engineering method to calculate the elemental sulfur 
content in the mineral mass of coal to predict the hazardous properties of mine seams. 

Materials and Methods. According to the results of the correlation analysis, we established how the sulfur content in the 
combustible part of the fuel depended on the total sulfur. We analyzed data on coals from almost all mine seams of the 
Donetsk and Lviv-Volyn coal basins. We presented the ash ratios for the formation and basin samples, as well as the 
information about the total sulfur and sulfur content in the combustible part. This allowed us to estimate the sulfur content in 
mineral impurities by calculation. The initial data for developing the method were taken from reference and regulatory 
documents. 

Results. Seven aggregates were considered, which included from 149 to 1827 mine seams. For each, reference and 
calculation data were summarized: 

- sulfur content — total (S,“) and in the combustible part of the fuel (S;); 

- conditional points for adjusting the indicators to avoid obtaining negative average values; 

- empirical equations that describe the calculated and corrected dependencies based on the ratio of S// and S;; 

- correlation of these indicators; 

— ranges of change in ash yield. 

All this information was presented for clean and raw coals, for ash yields of more and less than 10%. In one case, 
satisfactory results were noted for determining the calculated sulfur content in a conditionally non-combustible mass. 
This was an aggregate of 149 mine layers. For 13 of them, the difference in indicators (S// — S,;) was greater than or 
equal to zero. For 136 — less than zero. For 81, the sulfur content in the conditionally non-combustible part of the fuel 
Sy was less than zero. At the same time, there was a sufficient level of correlation (0.79) and a limited range of changes 
in ash yield (2.4-10). The empirical equation corresponding to this aggregate was recommended for predicting the 
hazardous properties of mine seams with an ash yield of less than 10%. 

Discussion and Conclusion. The results of this study can be used to improve regulations for the safe conduct of mining 
activities, taking into account sulfur content in organic matter and in mineral impurities of fossil coal. 


Keywords: sulfur in fossil coal, engineering method for determining sulfur in the mineral mass of coal, prevention of 
endogenous fires in coal mines 
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AHHOTalna 

Beedenue. Cepa upucyTcrpyet B OpraHWyecKOH HM MMHepasIbHOM 4YacTH BCeX BOB TBeEpOrO TOIMIMBa, IpH4eM OT ee 
COJepKaHHA 3aBHCHT MpOABJIeHHe OMAaCHbIX CBOMCTB WaxToMMacToB. B cBa3H C 9THM He TepsAIOT aKTYaJIbHOCTb HaydHble 
V3bICKAaHHA, CBASAHHBIe C OMpeyeyIeHHeM KOJIM4eCTBa Cepbl B HCKOTaeMOM TOIWIMBe. CoyepxaHie OOUIel cepbl Hu ee 
pa3HOBHAHOCTeH H3y4asIOCb B OOJIbUIMHCTBe cyyYyaeB C MOSH sdpeKTHBHOCTH MIpoleccoB MepepaOoTKH TOTUIMBA, 
KayecTBa H 9KOJIOrMYeCKOM Oe30MacHOCTH yroJIbHOM upoxyKuMH. Menbuie BHUMAaHHA yess MIpOABJICHHIO OTACHBbIX 
CBOHCTB IaXTOMIaCTOB, TMPOrHOSHpoBaHHIO HM pa3spaOoTKe IpoduakTHYeCKHX MePONPHATHH MO MpeOTBpaljeHHro 
3HAOTeHHBIX TO%KapOB B YIOJIbHBIX wWaxTax. Lieb npeycTaBeHHOH padOoTEI — co3qaHWe MHKeHepHOro MeTOsa pacueTHOrO 
OMpejesIeHHA SJIEMCHTHOTO COJep»KaHHA Cepbl B MHHEPaIbHOM Macce yruieli [Vl TIpOrHo3a OMaCHbIX CBOHCTB WaXTOIMIacTOB. 
Mamepuaaoi u memooui. Ilo pe3yibTaTaM KOppesIALMOHHOO aHasiv3a YCTaHOBHJIN, KAKHM OOpa30M CosepxKaHHe Cepbl 
B roprloyvelt YaCTH TOMJIMBa 3aBHCHT OT OOUIeH cepEI. PaccmMoTpesM JaHHble M0 yrsIAM pakKTH4eCKH BCeX WIaXTOMIaCTOB 
Jloneuxoro u JIbBoscko-Bompinckoro OacceiHos. HpezctaBusiv COOTHOMECHHA 30JIbHOCTH IIaCTOBbIX HW OOOrall|eHHbIx 
po, a TakoKe CBeeHHA O COJepxKaHHM OOMIe CepbI UM CepbI B roproyeli YacTH. ITO MO3BOMHO pacueTHbIM IyTeM 
OWeCHHTb COfepxKaHHe Cepbl B MHHepayIbHBIX mpwMecax. Ucxoyuble aHHble Id paspaOoTKH MeTOa B3AIM 13 
ClIpaBOUHO-HOPMaTHBHBIX JJOKYMCHTOB. 

Pe3zyibmamot uccnedoeanua. PaccMoTpeHbl CeMb COBOKYIHOCTeH, KOTOpble BKIHOUAIM OT 149 no 1827 maxTorsacrTos. 
Ilo kaxyo OOoOmIMIM CIpaBOUHble MW pacueTHble aHHBle: 

— cojlepxKanue cepbl — oOmeii (5/“) u B roproueit yactu TormMBa (S,); 

— YCJIOBHBIC TOUKH JI KOPPCKTHPOBKH NoKazaTesei BO H30exKAHHe MOJYYCHHAA OTPHUATeJIbHBIX YCPeHeCHHBIX 3HAYeHHH; 

— 9MIMpHueckhe ypaBHeHHA, KOTOPbIe ONMCHIBAIOT PacueTHbIe H CKOPpeKTUPOBAHHble 3ABHCHMOCTH NO COOTHOMICHHIO 
Sfu Sy 

— KOppeJAIHIO STUX NoKasaTesen; 

— J{Marla30HbI W3MCHCHHA BIXOa 30JIBI. 

Bce 3TH cBeeHHA MpeCTaBJICHbI Wid OOoralleHHbIX M He OOoraleHHBIX yrviei, TIA BbIXO]a 30JIbI Oomee H MeHee 
10 %. B oHOM ciry4ae OTMCYEHbI YIOBICTBOPUTEJIbHBIC Pe3yIbTAThI ONpeeeHHA pacCueTHOTO COLep2xKaHHA CepbI B 
yCIOBHO Heroproyel Macce. STO coBokymHocts H3 149 maxtonsacros. Jia 13 w3 Hux pa3HocTs noKasateneli (5/4 — S,) 
Oombue HIM paBHa Hys0. Jna 136 — Menbute nyna. J[na 81 cofepxaHue CepbI B ycIOBHO Heroproyel 4acTH TOMMBa 
Sy MeHbue Hyd. IIpu 9sToM oTMeyaeTca OCTaTOYHBIM ypoBeHb Koppesayun (0,79) uw orpaHHueHHBI juanma30H 
VW3MCHEHHA BbIXOa 30sbI (2,4-10). CoorBetcTByrollee ITOH COBOKYMHOCTH IMIMpHYecKoe ypaBHeHHe peKOMeHAyeTca 
JIA TpOrHo3a ONaCHbIX CBOMCTB W1aXTOMMIACTOB C BbIXOJOM 30JIbI MeHee 10 %. 

O6cyatcoenue u 3axirouenue. omy4eHuble pe3ysIbTaTbI MO2KHO MCIOIb30BaTb VIA COBCPIICHCTBOBAHHA HOPMATHBHBIX 
JJOKYMECHTOB 110 Oe30TacCHOMY BeJCHHIO TOpHBIX paOoT Cc yYeTOM COJepxKaHHA Cepbl, KaK B OPraHHYecKOH Macce, Tak 
B MHHepaJIbHbIX IIPHMeCAX MCKOMAeMOLO YIIIA. 


KosroueBble cI0Ba: cepa B HCKOIMaeMOM yIile, VMHDKeHepHEIi MeTOA ONpeesICHHA CepbI B MHHepasIbHou Macce YIJIA, 
TIpeAOTBpal{eHhe SHAOTCHHBIX WOK apOB B YPOJIBHBIX WaxTax 


BsaarogxapHocrn. ABTOpBI BbIpaKaroT OaroapHOcTE peqakKUHoHHOH KOJIICrHH KYpHasIa UW pewueH3eHTy 3a 
TpodeccHoHasIbHbIii aHaJIH3 WH peKOMeCHauHn TO KOPpeKTHpOBKe CTaTbH. 


© Pronskaya NV, Filatieva EN, Filatiev MV, Shashlo NV, 2024 


Technosphere safety 


https:// bps-journal.ru 


Safety of Technogenic and Natural Systems. 2024;8(1):58—72. eISSN 2541-9129 


Aas WaTuposannua. IIpoxuckasa H.B., Ounatsesa 9.H., Dunatses M.B., Wanio H.B. Onpeyenenue coyepxanHua cepsl 
B MHHepasIbHOH Macce IX NPOrHO3a OMaCHbIX CBOMCTB YTOJIbHBIX WaxTomacToB. besonacnocmb mexHOZeHHbIx U 
npupoonwix cucmem. 2024;8(1):58—72. https://doi.org/10.23947/2541-9129-2024-8- 1-58-72 


Introduction. Sulfur is an element of compounds found in the organic and mineral parts of various fuels. In the 
mineral mass of coals, sulfur is found as a rule in the form of sulfates (mainly calcium and iron) and iron disulfides FeS, 
(pyrite and marcasite). In the organic mass, sulfur is found in the form of organic compounds. 

There are several basic forms of sulfur in coals. These are parts of the total sulfur: 

— sulfate Sso, — is a part of the inorganic mass of coal in the form of metal sulfates; 


— pyrite S, — is a part of the inorganic mass of coal in the form of metal disulfides (pyrite and marcasite); 
- organic S, — is a part of organic compounds. 
Total sulfur and its varieties, unlike ash sulfur, are conditionally converted to elemental sulfur [1]: 
S, =Sso, + Sp +S, - (1) 


Sulfur content in ash is usually calculated in the form of sulfur trioxide (SO3). Sulfur is an undesirable and harmful 
part of fuel. When burning coal, sulfur is released as SO2. It pollutes the environment, causes corrosion of metal 
surfaces, and reduces the heat of combustion of fuel. During coking, sulfur turns into coke, deteriorating its properties 
and the quality of the metal. For these reasons, the content of total sulfur and its varieties has been studied in most cases 
from the standpoint of the efficiency of fuel processing processes, the quality and environmental safety of coal products. 
Good results have been obtained in this direction, which is confirmed by the development and successful use of modern 
industrial classification of coals according to genetic and technological parameters. To a large extent, it is based on data 
from reference books, in which, based on the results of experiments, information was summarized on the quality of hard 
coals and anthracites [2], as well as on their processing [3]. 

The successes in forecasting and developing preventive measures to prevent endogenous fires during work in coal 
mines are less significant. Thus, for twenty years (from 1994 to 2015), more than two hundred endogenous fires 
occurred in the mines of Ukraine [4]. According to open data, similar accidents occur in many coal-mining countries. 
Thus, the problem that has been relevant since the 19th century has not been solved. At first, it was associated with 
spontaneous combustion of coal in warehouses and during transportation. Then accidents began to occur in coal mines 
caused by endogenous fires [5]. 

Sulfur content in coal not only determines its consumer qualities, but also significantly affects the manifestation of 
hazardous properties of coal seams during mining operations [6]. In particular, with an increase in the total sulfur 
content in coal by 1-6%, the probability of endogenous fire increases by more than three times [7]. There have been 
attempts to figure out how dangerous properties of mine seams can be identified by mineral impurities [8]. However, 
even now it is almost unknown how the studied risks depend on the type and form of sulfur in fossil coal. As a result, in 
regulatory documents!” the probability of endogenous fires in coal seams was determined only by the content of total 
sulfur ?, 

Studies [5] have shown that spontaneous combustion is largely due to the nature of not only coal, but also the 
associated rocks*. It is extremely important to establish the component of the fuel, on which the probability of 
spontaneous combustion depends. Without this, laboratory research methods do not provide acceptable answers to the 
questions posed. Along with laboratory studies of coal matter, it was assumed to take into account the presence of 
carbonaceous rock from mineral interlayers, as well as from cover and soil rocks in fossil fuels. To do this, it is 
necessary to additionally consider the ash yield and the content of all types of sulfur [5]. 

Guidelines for the prevention and extinguishing of endogenous fires *, as well as other regulatory documents on safe 
conduct of mining operations, do not take into account the presence of mineral impurities. These issues are not 
addressed in dust control measures in coal mines, predictions of gas emissions® and sudden emissions’ or in general, in 
regulatory documents governing mining activities. 


' Rukovodstvo po preduprezhdeniyu i tusheniyu endogennykh pozharov na ugol'nykh shakhtakh Ukrainy. KD 12.01.402-2000 from 18.12.2000. 
Donetsk: Nauchno-issledovatel'skii institut gornospasatel'nogo dela; 2000. 216 p. (In Russ.). 

? Katalog uglei SSSR, sklonnykh k samovozgoraniyu. Moscow: Nedra; 1982. 416 p. (In Russ.). 

3 Rukovodstvo po preduprezhdeniyu i tusheniyu endogennykh pozharov na ugol'nykh shakhtakh Ukrainy. KD 12.01.402-2000. Donetsk: NIIGD; 2000. 
216 p. (In Russ.). 

* GOST 25543-2013. Brown coals, hard coals and anthracites. Classification according to genetic and technological parameters. URL: 
https://files.stroyinf-ru/Data2/1/4293772/4293772639.pdf (accessed: 11.01.2023). (In Russ.). 

> Rukovodstvo po preduprezhdeniyu i tusheniyu endogennykh pozharov na ugol'nykh shakhtakh Ukrainy. KD 12.01.402-2000 from 18.12.2000. Donetsk: 
Nauchno-issledovatel'skii institut gornospasatel'nogo dela; 2000. 216 p. (In Russ.). 

° Rukovodstvo po proektirovaniyu ventilyatsii ugol'nykh shakht. Kyiv: Osnova; 1994. 311 p. (In Russ.). 

7 Pravyla  vedennya  hirnychyx robit na plastax, sxyl"nyx do hazodynamichnyx  yavyshh. Standart Minvuhlepromu — Ukrayiny 
No. SOU 10.1.00174088.011-2005. Kyiv: Ministerstvo ugol'noi promyshlennosti Ukrainy; 2005. 224 p. (In Ukr.). 
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Content of mineral impurities, judging by the ash yield from coal seam samples [2] and [3], can significantly 
exceed 40%. This undoubtedly affects the reliability of the forecast of hazardous properties of coal seams in mining 
operations and indicates the relevance of improving the regulatory framework. To do this, it is necessary to develop an 
engineering method for determining sulfur in the mineral mass of coals. 

The aim of the presented work is to prove the fundamental and practically the only possibility of calculating the 
elemental sulfur content in the mineral mass of coals for predicting the hazardous properties of coal seams during 
mining operations. It should be noted that when implementing this approach, some standard indicators are used, which 
are recorded in the reference and regulatory documentation on the consumer qualities of fuel for each coal seam. We are 
referring to experimental data on sulfur content — common and in the combustible part of the fuel. Due to this 
information, it is possible to establish the relationship between the sulfur content in the organic mass and mineral 
impurities. According to ash yield, it is possible to determine the ratio between the organic mass and mineral impurities 
for clean coal samples. The ratio of ash content of bed and clean samples allows us to estimate sulfur content in the 
removed treatment products. 

Materials and Methods. The research methodology is based on a close correlation (7 = 0.93) of sulfur content in 
the combustible part of fuel (S,) and total sulfur (S/“) for coals of almost all mine seams of the Donetsk and Lviv-Volyn 
basins (Fig. 1) 


S,% 


0 1 2 3 4 5 6 S4i% 


Fig. 1. Dependence of sulfur content in the combustible part of fuel (S;) on total sulfur (S/“) according to the statistical processing of 
experimental data: 1 — averaging line; 2 — bisector of the coordinate grid (the authors' figure based on [2] and 3]) 


Statistical processing of dependence S; on S// was performed for 1827 mine seams, for which the sulfur content was 
known — total and in the combustible part of fuel. 

Reference normative document [3] provides general information on the consumer qualities of coal for 734 mine 
seams, and reference [2] provides it for 1379 mine seams. 

The proximity of averaging line | and bisector 2 of the coordinate grid (Fig. 1) shows that, in general, the sulfur 
content in the combustible part of fuel (S,) can be higher or lower than total sulfur value (5,4). Difference between S// 
and S,(S/—S;) in the first approximation can be a criterion for the ratio of the elemental sulfur content in the 
combustible mass and in the conditionally non-combustible part of the fuel. Indicator (5,7 — S;) for 1315 coal seams was 
negative, which indicated a predominant sulfur content in the combustible part of the mass. For 429 coal seams, this 
indicator had positive values, which indicated the predominant presence of sulfur in the conditionally non-combustible 
part of the fuel. Zero difference (S,/—S;) for 83 mine seams meant that the sulfur content in the combustible and 
conditionally non-combustible parts of the coals was the same for the entire aggregate of mine seams considered in the 
article. 

Information is available for 2113 coal seams. For some of them, the data in different documents match, and this is 
an argument in favor of the reliability of the information. The values of ash yield from bed samples are not given for 
four mine seams (Table 1). For this reason, it is possible to analyze the experimental data on ash yield for 2109 mine 
seams. Of these, processing was carried out for 1,622 mine seams, and for 487 it was not carried out. 
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Table 1 
Information on mine seams for which data on ash yield from bed samples is not provided 
; Ash content, % Sulfur content, % 
Source : Formation - - 
Source Mine : z| inthe combustible 
page index | bed sample, 4,°| clean sample, A,° | total, S; 

part, S, 

in = 6.3 6.3 1.9 
No 144 

[3] 74 kg = 6.1 2.8 3.0 
10-bis m3 = 7.0 3.2 3.5 
[4] 106 | named after Voykov rp) = = = = 


Results. The indicators from [2] and [3] made it possible to calculate sulfur content in the conditionally non- 
combustible part of fuel S, for 827 mine seams: 
100: $4 -(100- 4°). 
-_ Lr 
HO AS 


re) 


% (2) 


where A,° — ash yield from clean samples, %. 
Calculated values S;, were related to indicator (5—S,) by a close directly proportional correlation (r = 0.91, Fig. 2 a). 


S,, % 
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Fig. 2. Dependence on criterion (Si — St) of calculated values of sulfur content (Su) according to equation (2) in the conditionally 
non-combustible part of fuel: a — for the entire aggregate of 1827 mine seams; b — for 1352 mine seams, the coals of which were 
pre-cleaned; c — for 475 mine seams with raw coals; 1 — averaging lines; 1'— adjusted positions of averaging lines; 


A'— conditional position of a point to correct the location of line 1' and exclude negative ("wild") averaged values SH; x — 
calculated values Su according to equation (2) [3, 4] 


At the same time, we got a significant number of negative calculated values S, for 802 mine seams. Close 
correlation of the indicators and the presence of "wild" (negative) results indicated possible influence of systematic 
errors in determining the difference between total sulfur content (S,“) and in the combustible part of the fuel (S,). The 
presence of negative calculated values S;, could indicate that systematic errors in the determination of criterion (S// — S;) 
were due to both an underestimation of the experimental values of total sulfur and an overestimation in the combustible 
part of fuel. 

In order to understand the origin of "wild" calculated values of sulfur content in the conditionally non-combustible 
part of fuel according to equation (2), methods for determining the indicators from this dependence were considered. 

Several approaches to the determination of total sulfur in coals are known — from the classical gravimetric Eschka 
method to modern types of instrumental analysis [1]. The Eschka method, proposed in 1874, is still widely used in 
world practice. It is regulated by GOST®. Coal sample is burned by sintering with a mixture of magnesium oxide and 
anhydrous sodium carbonate (ratio 2:1 by weight) in an oxidizing atmosphere at a temperature of (800 + 250) °C. The 


organic mass of fuel is burned, and sulfur is converted into sodium and magnesium sulfates. They are transferred to a 
solution. The sulfate ion is quantitatively precipitated in a hydrochloric acid medium with barium chloride in the form 
of barium sulfate BaSO4. The total sulfur content is calculated by the mass of BaSO4. The disadvantages of this 
approach are high time costs (at least 6-7 hours) and the possibility of losing part of the organic sulfur during sintering 
with a mixture [1]. In most cases, the method is used in case of disagreement. The total sulfur in standard fuel samples 
for calibration of analyzers is determined only by the Eschka method. 

For practical purposes, an accelerated standard method for determining total sulfur, regulated by GOST? is 
recommended. The fuel sample is burned in a stream of oxygen or air in a tube furnace at 1350°C. Ash residue and 
gaseous combustion products are formed, which include sulfur oxides (mostly SO2) and chlorine oxides. The analysis is 


* Pravyla  vedennya  hirnychyx robit na plastax, sxyl"nyx do  hazodynamichnyx  yavyshh. Standart Minvuhlepromu — Ukrayiny 
No. SOU 10.1.00174088.011-2005. Kyiv: Ministerstvo ugol'noi promyshlennosti Ukrainy; 2005. 224 p. (In Ukr.). 

° GOST 2059-95 (ISO 351-96). Solid mineral fuel. Determination of total sulfur.High temperature combustion method. Moscow: Stansartinform; 2008. 14 p. URL: 
https://files.stroyinf.ru/Data2/1/4294832/4294832840.pdf (accessed: 11.11.2023). (In Russ.). 
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carried out in 40-60 minutes. This method was used in determining total sulfur content to establish the consumer 
qualities of coals. Experimental values are given in reference and regulatory documents [2, 3]. An accelerated method 
for determining total sulfur is recommended for monitoring the sulfur content in low-ash fuels. It is undesirable to use it 
in the analysis of high-ash fuels with a significant content of calctum compounds. Due to the variety of the composition 
of the mineral mass and sulfur compounds, it is impossible to be completely sure that some of the sulfur will not remain 
in the ash in the form of CaSOx. As a result, the results are underestimated [1]. 

For most coal seams, after coal cleaning, the ash yield is less than 10%, but this indicator can also be much 
higher (Fig. 3). 

Ay, % 


0 10 20 30 40 A,', % 


Fig. 3. Dependence of ash yield from clean coal samples (40°) on ash yield from bed samples (An‘) 
according to experimental data [2, 3] 


For this reason, even after cleaning a significant part of the samples, there was no reason to consider all coals 
low-ash. According to data [2, 3], no cleaning was carried out for 487 mine seams and the ash yield in many cases 
exceeded 10%, which also did not allow the coals of this aggregate of mine seams to be classified as low-ash. 

Calcium compounds are present in the mineral impurities of the coals of all mine seams. This is evidenced by 
the typification of the composition of the ash (Table 2), according to which the CaO content can generally reach 40%. 


Table 2 
Typification of coal ash composition according to [2] and [3] 
Types uk cualiadh Composition fluctuation limits, % 

AbO3 SiOz Fe203 CaO 
Siliceous 8-30 40-70 to 20 to 20 
Alumina 30-45 40-55 to 20 to 20 
Ferriferous 10-20 30-55 > 20 to 20 
Lime 5-20 15—40 5-20 20—40 


One of the reasons for obtaining "wild" calculated values S,, according to equation (2) is an underestimation S,/ when 
determined by the accelerated method. This conclusion is justified by: 

— the analysis of ash yield from clean and bed samples; 

— the possible content of calcium compounds in all types of ash. 
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The second factor in obtaining negative calculated values S, is an overestimation of the proportion of the 
combustible part of fuel using (100—A,°) as a multiplier in equation (2). Total sulfur content S/ refers to both organic 
part and mineral mass (MM) of the fuel. For this reason, it would be more logical to use MM values in equation (2) 
instead of ash yield A,° which have not been experimentally determined for the considered mine seams. According to 
known empirical dependencies, the MM values always exceed the ash yield to the dry state. Accounting for such an 
excess requires additional (missing) information about hydrate moisture, carbon dioxide released during complete 
decomposition of carbonates, pyrite and sulfate sulfur. For an approximate estimate of the mineral mass content, 
ratio MM = 1.1 A,° is sometimes used [1]. 

The analysis showed the reasons for the systematic underestimation of product 100-S/ and overestimation of 
difference (100—A,°) S, in determining the calculated values S,, according to equation (2). 

The presence of negative values S,, for an aggregate of 802 mine seams (Fig. 2 a) makes it possible to estimate the 


average underestimation of criterion S? —S, , at which "wild" results were obtained 


Sé-s =— fo a hay (3) 
. n 802 
Here n = 802 — number of mine seams for which negative values S, were obtained; =(s/ —S, ) — sum of negative 


values S,/— S, for the aggregate of n = 802 mine seams. 


Average negative value is? —S, =— 0.42% corresponds to average negative value S,, : 


pa 


— —1682.1 
S,=— eo 2.10, %, (4) 
n 802 
where > Sut — sum of negative calculated values S, for the aggregate of n = 802 mine seams. 


To exclude negative averaged values Sy, it is necessary to adjust the position of line 1 (Fig. 2a) taking into account 


coordinates a —5,, =-0.42% and §, =-2.10%. Adjusted line 1' should pass at least below point A' with coordinates 


he -S_ =-0.42% and S,, =—-2.10%. Directly proportional dependence S, on (S//— S;) (r = 0.91) indicates the fact that 


the true position of corrected line 1' will be close to its parallelism with line 1. The use of values S,' in engineering 
calculations, determined by equation 1' (Fig. 2 a), guarantees, at least, the absence of their negative averaged values. 

Empirical equation 1' was obtained based on the experimental data for 1827 mine seams. Of these, pre-cleaning was 
performed for coal samples from 1.352 mine seams. Ash yield from the bed samples of coals of the remaining 475 mine 
seams was slightly lower, therefore, cleaning was not applied to them. 

Preliminary cleaning significantly affected the ash yield compared to raw samples (Fig. 3). It was necessary to find 
out how the accuracy of the calculated determination of sulfur according to equation (2) in the conditionally non- 
combustible part of the fuel depended on cleaning. To do this, we considered individual characteristic sets of mine 
seams. One aggregate of 1.352 variants included mine seams, the coals of which were subjected to preliminary 
cleaning (Fig. 2 5). Before cleaning, the ash yield from bed samples was 11.0-48.2%, and after — 3.7—-16.7% (Fig. 3). 

In the second aggregate of 475 mine seams, the option was considered for mine seams, the coals of which were not 
previously cleaned (Fig. 2 c), since they were conditionally classified as low-ash. The yield of ash from the untreated 
coals of this aggregate of mine seams ranged from 2.4% to 28.1% (Fig. 3). 

The ash yield for both considered aggregates of mine seams in many cases significantly exceeded 10%. The yield 
ranges were 3.7—16.7% and 2.4—28.1%, respectively. This indicated the absence in some cases for both aggregates of a 
reasonable application of an alternative accelerated standard method for determining total sulfur S,/ [9]. As a result, 
calculated values S// were underestimated for most of the considered mine seams. As a consequence, the "wild" values 
calculated according to equation (2) were obtained for 558 and 244 mine seams of both (second and third) aggregates, 
respectively (Table 3). 
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Table 3 


Summary results of determination of calculated values S, according to statistical processing of experimental data for 


different aggregates of mine seams 
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Average negative values S?—S, of the second and third aggregates were calculated using equation (3). They 


were —0.42% and —0.41%, respectively. This indicated that the average errors of underestimation of the calculated total 
sulfur content by an alternative accelerated method for both aggregates were almost identical when calculating S, 
according to equation (2). Due to these circumstances, the accelerated method for determining total sulfur and possible 
underestimations of its true values did not relate to the differences between the second and third aggregates of mine 
seams. 

Logic of equation (2) shows that different calculated values S, of the second and third aggregates can be obtained 
only taking into account the different ash yield from clean and bed samples of coals. For the convenience of analyzing 
the potential impact of ash yield from clean and raw coal samples, equation (2) was presented in the form of terms. 

For clean samples (aggregate 2): 

_ 100° sd _ 100 


se : SP ae? Gy, (5) 
A Ag es OX 
For raw bed samples (aggregate 3): 
1 1 
ga gta a as (6) 
AS Cc re r 
Tl Tl 


Comparing the terms of equations (5) and (6), we determined the direction of their influence on the calculated 
values Sy. The first term (100/ AS ) : Wa of equation (5) was obviously larger than the corresponding term (100/ A )-si 


of equation (6). This was determined by the undeniable excess of ash yield from bed samples compared with ash yield 
from raw samples (A,° > A,°). The inequality suggested that the values of total sulfur determined by the accelerated 
alternative method would be more underestimated for bed samples. For this reason, 5,“ values of equation (5), were at 
least not less than in (6). 


The second terms with a minus sign of equations (5) and (6) ((100/ 4S) -S° and (100/ A;)-St characterize an 


increase in the proportion of sulfur content in the combustible part of fuel after coal cleaning compared with the content 
in bed samples before cleaning. Under the influence of cleaning processes, the ash yield is reduced several 


times (A,° < A,°, Fig. 3). As a result, the proportion of the combustible part of fuel of clean coals increases (100/ AS ) 


compared with its share in bed samples (100/ A ) . This, as well as the stability of sulfur compounds, cause an increase 


in the relative (percentage) content of sulfur S,° in the combustible part of fuel after cleaning. These values always 
exceed the percentage of sulfur in the bed raw samples, i.e. the inequality S,> 5S," is observed. Negative terms of 


equations (5) and (6) ((100/ AS ): S° and (100/ As ) . sz) in any ratio, make up only a certain part of the sulfur content in 
the combustible mass. As a result, the total values of the second and third terms of equations (5) and (6) will be positive. 
Let us consider the inequality of terms in (5) and (6): S° > Sy and (100/45 )-./ and (100/45) -s/" This suggests 


that cleaning leads to a percentage increase in the sulfur content in the non-combustible part of fuel (S,) and its close, 
almost functional dependence (r = 0.94) on criterion S—S, (Fig. 2 5). Strong correlation S, and S,/—S; for clean coal of 
the second aggregate is due to a significant forced reduction in the content of conditionally non-combustible (mineral) 
impurities. This is evidenced by a reduction in the range of ash yield from bed raw samples from 11.0-48.2% 
to 3.7-16.7% after cleaning. For the considered aggregate of mine seams, in most cases (about 90%), the ash yield was 
less than 10%, which indicates an insignificant proportion of mineral impurities in coals after cleaning. Cleaning is 
largely explained by the approximation of mass fraction of combustible part of fuel to the organic mass. Correlation 
dependence | (Fig. 2 b) refers to an insignificant proportion (less than 10%) of mineral (conditionally nonflammable) 
impurities preserved after cleaning. The relatively high regression coefficient of equation | (13.15) indicates a disparity 
in the indicators: 

- reduction of ash yield after coal cleaning; 

- sulfur content in the preserved part of conditionally nonflammable (mineral) impurities [10]. 

As it can be seen from equation (5), high correlation dependence of S, on indicator S,/— S, for mine seams of the 
second aggregate was ensured by a relative consistency of ash yield A.° for most mine seams in the range of 3.7—10.0%. 
This effectively eliminates the significant influence of unpredictable fluctuations in the proportion of conditionally non- 
combustible (mineral) impurities in wider ranges. Values S,° for the second aggregate of mine seams, calculated 
according to equation (5), are determined by experimental data from S$/ and S,°. This was confirmed by the results of 
statistical processing (Fig. 2 b). Influence of fluctuations in ash yield A,° after coal cleaning was minimized, and 
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calculated values S,,° were more dependent on two indicators — S,“ and S,°. 

Such a stable relationship between S,, and (S// — S,) is not observed in the absence of cleaning processes (Fig. 2 c). 
This resulted in a lower correlation coefficient (r =0.56) and a decrease in regression coefficients of empirical 
equations | from 13.15 (Fig. 2 5) to 3.50 (Fig. 2 c). 

When calculating S,," according to equation (6) for the third aggregate of mine seams, the range of unpredictable 
fluctuations in values A,° of ash yield expanded to 2.4%—28.1%. This is significantly more than with a stable ash 
yield from clean coal samples of the second aggregate. We note the increased influence of an additional factor 
associated with significant fluctuations in the ash yield from bed samples in wider intervals. This led to a weakening 
of correlation dependence | to value r = 0.56 (Fig. 2 c). 

The vast majority of coals of the third aggregate of coal seams according to criterion S,4— S$, < 0 should be 
classified as low-ash. Out of 475 coal seams of the entire aggregate under consideration, 454 (i.e., 95.6%) criterion 
values were negative. According to negative values of S,/—S; criterion, the main percentage of sulfur had to be 
conditionally attributed to the combustible mass of the coals of these mine seams. Determination of S,, according to 
equation (6) for 244 mine seams gave "wild" values. For the remaining 231 mine seams, calculated values S, were 
positive (210 variants) or equal to zero (21 variants). The study revealed an approximately equal number of near-zero 
calculated values S,. This confirms the presence of systematic errors of experimentally determined parameters 
included in (6). The proof is also the approximate equality in absolute magnitude of the average negative (-0.71%) 
and average positive (+0.80%) calculated values S,. This makes it possible to reasonably make quantitative 
adjustments to the calculations in order to exclude "wild" results. 

Comparison of calculated values of sulfur content in the non-combustible part of fuel for the second and third 
aggregates demonstrates a significant difference in the initial parameters of the indicators that were used to 
determine S, and S," according to equations (5) and (6), respectively. The main difference was due to the preliminary 
cleaning of coals of the second aggregate. Cleaning changed disproportionately the ratio of ash yield and sulfur 
content in the combustible part of fuel. The initial ratios were formed in natural conditions and were associated with 
the individual geological history of the formation of each mine seam, namely: 

— consistent accumulation of precipitation; 

— immersion and transformation of the initial substance at the stages of peat formation and diagenesis preceding 
metamorphism. 

In coals of the third aggregate of mine seams, the initial established natural ratios between the ash yield from bed 
samples, the content of total sulfur and some of its part in the combustible mass of fuel have been preserved. 

Cleaning of coals of the second aggregate of mine seams and the reduction of ash yield (in most cases 
below 10%) predetermined the artificial proximity of the entire aggregate in terms of the content of mineral 
(conditionally non-combustible) impurities. As a result of actual elimination of the influence of ash yield from clean 
samples for most of the mine seams according to equation (5), calculated values S,," were obtained, which were 
largely directly related to criterion (S,/ — S,). This predetermined their high correlation interdependence (Fig. 2 5). 

The main difference between the coals of the second and third mine seam aggregates is the values of ash yield 
from clean and bed samples of coals. For a detailed understanding of the effect of ash yield from clean and raw coal 
samples on calculated values S, four aggregates of mine seams of varying degrees of cleaning were additionally 
considered (Fig. 4). 


Sy» % 
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Fig. 4. Dependence of calculated values of sulfur content (S.) in conditionally non-combustible 
part of fuel on criterion (S//— S;) [2, 3] 


According to the ash yield from clean samples, mine seams were divided into two groups: less than 10% and more 
than 10% (Fig. 3). The corresponding aggregates were considered — fourth (Fig. 4 a) and fifth (Fig. 4 5). 

The majority of mine seams (1181% or 87.4%), according to the ash yield of less than 10% of clean samples, were 
attributed to the fourth aggregate. In the fifth aggregate of mine seams with an ash yield of more than 10%, calculated 
values S,, for 171 mine seams were considered, which amounted to 12.6% of the total number of mine seams (1352), the 
coals of which were cleaned. 

Close directly proportional correlation dependencies of calculated values S,, on S//—S, criterion were obtained for 
both aggregates of mine seams after processing. The correlation coefficients are 0.95 and 0.92, respectively. The 
regression coefficients of these dependencies (Fig. 4 a, b) were 13.84 and 7.50, respectively. The almost twofold 
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difference between the empirical regression coefficients indicates significant differences between the coals of the fourth 
and fifth aggregates. It can be explained by: 

— quantitative and qualitative composition of mineral impurities in bed samples; 

— different processing efficiency. 

The influence of these factors requires a separate detailed study [11]. 

Similar aggregates of mine seams were formed by the ash yield from bed (raw) samples of less than and more 
than 10%. For the sixth aggregate of 149 mine seams, the dependence of S, on S//—S; criterion was established when 
ash yield from raw (bed) samples was less than 10% (Fig. 4c). In the seventh aggregate of 326 mine seams, similar 
dependencies of calculated values of S, on (S—S,) criterion at an ash yield of more than 10% were 
considered (Fig. 4 d). 

The obtained directly proportional empirical dependences for the sixth and seventh aggregates of mine seams with 
different ash yields from raw (bed) samples differ significantly. The differences are due to both the closeness of 
correlations and the regression coefficients of empirical equations. 

The ash yield of less than 10% from raw (bed) samples indicates a low ash content of coals of the sixth aggregate of 
mine seams. In this case, the correlation is quite high (r = 0.79). For the more ashy coals of the seventh aggregate of 
mine seams, the correlation is much weaker (r = 0.56). 

The regression coefficients of the empirical equations of the sixth and seventh aggregates of mine seams differ by 
more than three times. They are respectively equal to 8.27 (Fig. 4 c) and 2.53 (Fig. 4 d). 

The revealed significant differences between the empirical dependencies of the sixth and seventh aggregates of mine 
seams in terms of the closeness of correlations and regression coefficients indicate different features of the conditions for 
accumulation of sulfur in the mineral (conditionally non-combustible) part of fuel for coals with different ash yield levels. 

Low ash yield (less than 10%) indicates an insignificant content of mineral impurities. A fairly high correlation 
coefficient (7 = 0.79) is recorded between the calculated sulfur content in the conditionally non-combustible part and 
criterion (Sf — S,) (Fig. 4c). This means that sulfur was formed simultaneously in mineral impurities and in organic 
matter at different stages of coal formation. The absence of such a close correlation for high-ash coals indicates 
different conditions for the formation of sulfur content in mineral impurities and in the organic mass of the seventh 
aggregate of mine seams (Fig. 4 d). 

Discussion and Conclusion. According to empirical equations (Fig. 4), the aggregates of mine seams were 
considered in pairs, which, other things being equal, differed in two factors (Table 3): 

— whether or not the coals were cleaned; 

- ash yield from cleaned or raw coals was less than or more than 10%. 

Processing significantly changes the relationship between: 

— organic matter and mineral impurities; 

— combustible and conditionally non-combustible parts of the fuel. 

For this reason, the first, second, fourth and fifth aggregates of mine seams and the corresponding empirical 
equations do not reflect the true natural sulfur content in non-combustible parts of fossil coals. They should not be used 
to predict the hazardous properties of mine seams during mining operations. 

Sulfur content in conditionally non-combustible mass of raw samples for the third and seventh aggregates is 
underestimated due to the presence of a high ash yield and the use of an alternative standard method for determining the 
total sulfur content. The scope of application of the empirical equations corresponding to these aggregates is limited to 
coal mines with low-ash coals and an insignificant content of calctum compounds in mineral impurities. 

The most reliable results of determining the calculated sulfur content in a conditionally non-combustible mass were 
obtained for the sixth aggregate of mine seams. Practical application of the corresponding empirical equation is 
recommended when predicting the hazardous properties of mine seams with an ash yield of less than 10%. 

It is possible to improve the proposed method for determining sulfur in mineral impurities and expand its scope of 
application. To do this, it is necessary to establish the following ratios: 

- sulfur content in organic and combustible mass of coals; 

— mineral impurities and ash yield (with the determination of its chemical composition). 

The results of such studies can be used to improve standards for safe mining operations, taking into account the 
sulfur content in both organic matter and mineral impurities of fossil coals. 
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Abstract 

Introduction. The issues of ensuring optimal fuel consumption modes are the subject of constant research in the field of 
vehicle operation. Works in the field of reducing fuel consumption in most cases are devoted to the study of the design 
of power units, transmission or aerodynamic features of the body of cars. At the same time, the issues of determining 
the optimal laws of control of unsteady movement from the point of view of the synthesis of algorithms for controlling 
the movement of a car have not been considered. To optimize the transmission ratio of cars with unsteady movement, 


the authors of the work carried out analytical calculations to simplify the synthesis of motion control algorithms, which 
in turn allowed reducing fuel consumption. The aim of the work was to determine the optimal transmission ratio, which 
allowed solving the problem of synthesizing vehicle control to reduce fuel consumption. 

Materials and Methods. The synthesis of algorithms for controlling the movement of a car considered in the work was 
based on the application of the needle variation of L.S. Pontryagin to invariant features of the real movement. An 
analytical method was used to estimate energy efficiency of vehicle performance, which was based on determination of 
optimal transmission ratio of motor vehicles taking into account minimum fuel consumption. The presented method 
took into account the amount of torque transmitted from the engine crankshaft to the transmission elements, which, 
depending on the engine power, was realized in the form of traction force on the wheels of the car. 

Results. The law of optimal change in the transmission gear ratio during acceleration of the car in a minimum time was 
built. The problem of determining the optimal transmission ratio of the vehicle in the case of driving the vehicle at a 
constant speed and constant fuel supply and in the case of accelerating the vehicle to a given speed at a constant fuel 
supply, when the condition ¢ = const was met, was solved. The result of the considered case of applying the optimal law 
of change in the transmission gear ratio was the minimization of fuel consumption under restrictions on acceleration 
(traction force) and speed of the car. 

Discussion and Conclusion. The use by the authors of the analytical method for determining the transmission ratio of a 
car, as well as the use of this method in practical calculations for a car with given characteristics, showed the possibility 
of solving the problem of synthesizing vehicle control using a mathematical apparatus. This was confirmed by the built 
graphical dependence based on the results of the calculations. The considered cases of movement made it possible to 
determine the analytical dependencies of the optimal transmission ratio and the speed of the car. The initial data 
obtained by analytical relationships are applicable for cars with a mixed control mode. 


Keywords: transmission ratio, fuel consumption, energy efficiency 
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AHHOTalna 

Beedenue. Bompocst oOeciedeHHa OMTHMaJIbHBIX PpexKHMOB pacxOfa TOIJIMBA ABJIAIOTCA IIpeqMeTOM MOCTOAHHOTO 
MCCIeAOBaHuA B OONACTH IKCIIyaTallMu ABTOTPaHCHOPTHBIX CpeycTB. PaOoTHI B OOacTH CHWKeHUA pacxoya TOMIMBAa 
B OOJIBITHHCTBe cJIydaeB TOCBAIICHbI HMCCIIeqOBaHHIO KOHCTPYKUMH CHJIOBbIX YCTaHOBOK, TpaHCMHccHH UII 
a3poqMHaMMyeckux OCOOeHHOCTeH Ky30Ba aBTOMOOMIeH. BMecTe c TeM BOMPOCHI OlpeyeICHHA ONTHMasIbHBIX 3AKOHOB 
ylipaBieHia HeYCTaHOBHBINMMCA JIBMXKeHHeM C TOYKH 3peHHA CHHTe3a AITOPHTMOB yipaBIeHHA JBHXKeHHeM 
aBTOMOOHIIA He paccMaTpuBanucs. Jia ONTHMU3aIIHH WepeqaTOuHorO ca aBTOMOOMIeH Ip HeycTaHOBMBINMMcA 
JBIOKeHHH aBTOpaMH paOoThI NpOBeAeHbI aHaJIMTHYeCCKMe PAaCUeTHI, MOSBOMAOMIMe YIPOCTHTb CHHTe3 alITOpPHTMOB 
yupaBleHia J[BH2KeHHeM, 4TO TO3BOUMeT CHH3HTb pacxogq TommuBa. Lembo padoTbHI ABIIAIOCh onlpeyemeHue 


ONTHMAaJIbHOFO TepeqaTOUHOrO YMCA, MOZBOMAIOWUIETO PeLIHTb 3aady CHHTe3a yIIpaBJICHHA TpaHCHOpTHBIM CpeCTBOM 
UIA CHWDKEHHA pacxoya TOIMIMBA. 

Mamepuanei u memodvi. PaccmatpuBaembii B padoTe CHHTe3 asITOpHTMOB yiIpaBJIeHHA JBMOKeHHeM aBTOMOOMIIA 
OCHOBaH Ha IIpHMeHeHHM K HHBapHaHTHbIM TIpH3HaKaM J{eHCTBUTeIbHOTO ABYWKeCHHA MTObYaTOH Bapuanuu JIC. 
Tlontparuna. VUcnomb30BaH aHasIMTH4eCKHM MeTOA OLeHKH ZHeEpreTH4ecKOH 3P@eKTHBHOCTH 9JKCIUIyaTAalMOHHBIX 
XapaKTepHCTHK aBTOMOOHJIA, B OCHOBe KOTOpOrO JI@KNT OMpeseweHHe OMTHMabHOrO MepeyaTOuHorO 4Ncya 
TpaHCMHCCHH aBTOTPaHCHOPTHBIX CpeCTB C y4eTOM HaHMeHbiero pacxoya TormmuBa. IIpeqctaBieHHblit MeToy 
YUHTBIBACT BeMYHHY KpyTAWero MOMeHTa, MepeyaBaeMoro OT KOJIeHYaTOrO Bala JIBHTaTed Ha 9JICMCHTBI 
TpaHCMHCCHH, KOTOPbIM, B 3aBMCHMOCTH OT MOUIHOCTH ABHTaTesAt, peasiM3yeTcA B BHe CHJIbI TATH Ha KOJIecax 
aBTOMOOHIIA. 

Pe3yivmamoi uccnedoeanua. WlocrpoeH 3aKOH OMTHMaJIbHOrO H3MCHeEHHA TepeyaTOYHOrO 4MCIa TpaHCMHccHH TIpu 
pa3roHe aBTOMOOMIA 3a MHHMMasIbHoe Bpema. PemwieHa 3aqaua ONpeseseHHA OMTHMaJIbHOrO MepeyaTouHorO YMcIIa 
TpaHCMVCCHH aBTOMOOMIA B ClyYae JBWKCHHA ABTOMOOHJIA C MOCTOAHHOM CKOPOCTBIO MH HOCTOAHHOM mosauel 
TOMJIMBa, a TakKe IpH pa3roHe aBTOMOOMIA 0 3aqaHHOM CKOpOCTH Ip MOCTOAHHOM Moyaye TomIMBa, Kora 
coOmofaetca ycroBue € = const. Pe3ymbTaroM paccMOTpeHHOrO cyIy4¥ad IpHMeCHeHHA ONTHMaIbHOrO 3aKOHa 
YW3MeCHeHHA THepefsaTOuHOrO UMCiIa TpaHCMHCCHH ABJIAeTCA MHHUMM3alMA pacxofa TOIMWJIMBa IIpH OrpaHHueHHAx Ha 
yckopeuue (cHJIy TATH) H CKOPOCTb ABMDKeHHA ABTOMOOHIA. 

O6cystcdenue u 3akniouenua. IIpuMeHeHve aBTOpaMM aHayIMTM4eCKOTO MeTOa WIA OMmpeyeueHuA WepeyqaTOUHorO 
YHCIa TpaHCMMCCHM aBTOMOOMJIA, a TakoKe MCHOb30BaHHe aHHOTO MeTOJa B MpaKTHYeCKHX pacueTax WIA 
aBTOMOOHJIA C 3aaHHbIMH XapaKTepHCTHKaMH MOKa3bIBaeCT BO3MOXKHOCTb peleCHHA 3aa4H CHHTe3a yiipaBIeHHa 
TPaHCIOpTHBIM cpexCTBOM C IIpHMeHeHHeM MaTeMaTHYecKorO alilapata. OTO NOATBepxKyaeTCA MOCTpoeHHoH 
rpadvyeckoli 3aBHCHMOCTBIO 10 pe3yJIbTaTaM MPpOBeACHHBIX pacyéToB. PaccMoTpeHHble CLyyal TBWKCHUA MO3BONMIIM 
OMpeACIUTb aHaIMTM4YeCKHe 3ABHCMMOCTH ONTHMAaJIbHOTO MepesaTOUHOrO YHCIIa MW CKOpocTu aBTomoOuuia. UcxogHpie 
JaHHbIe, MOJYYeCHHbIe MO aHasIMTHYeCKHM 3aBHCHMOCTAM, IIPHMCHHMBI [It aBTOMOOMIeH CO CMeLIaHHbIM pe?%KHMOM 
yupaBJieHHua. 


Kosr04ueBble CJI0Ba: Tepe aTOuHoe YHNCIIO TpaHCMHCCHH, pacxO/, TOIMIMBa, 9HeprerTuyecKkaAa 3()eKTHBHOCTB 


BaarogqapHocrn. ABTODBI BbIpaxKalot OaroapHOcTB pewqakiMv UW penweH3eHTaM 3a BHHMaTeCJIbBHOe OTHOMICHHe K 
CTaTbe HW YKa3aHHble 3aMedaHHA, YCTpaHeHHe KOTOPbIX NO3BOJIWJIO HOBBICHTb Ce KayecTBO. 
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Introduction. Vehicle control mode is a combination of alternating acceleration, braking, as well as the need for 
various maneuvering when driving motor transport, taking into account its movement in urban areas. Such control leads to 
increased fuel consumption. Reducing fuel consumption in such conditions is usually associated with the need to increase 
the time for maneuvers [1]. This makes it necessary to search for optimal laws for controlling the unsteady movement of 
the car. In [2], energy characteristics of vehicle movement are determined primarily by the amount of torque transmitted 
from the engine crankshaft and the thrust force realized on the propellers, which depend on the engine power and the value 
of the gear ratios. The need to determine the optimal values of the transmission ratios of the vehicle is due to a decrease in 
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the values of fuel characteristics [3], as well as a decrease in the amount of energy that is spent when maneuvering the car 
in case of unsteady movement. Gear ratios are determined in accordance with the specified characteristic of the engine and 
depend on the speed of movement of the vehicle, which has variable values [4]. 

When considering the approaches used to solve optimization problems, their diversity should be mentioned. Most of 
these approaches use methods of optimal control and calculus of variations. The authors in [5] used the maximum 
principle of L.S. Pontryagin with the definition of analytical dependencies for hybrid cars. A similar approach is 
considered in [6]. Based on this approach, it is proposed to construct the law of optimal change in the transmission ratio 
during acceleration of the car in the shortest time, as well as to determine fuel efficiency in the driving cycle [7]. The 
analysis of the conducted research has shown a significant theoretical groundwork in the field of determining the 
optimal gear ratio under various operating modes of the car. At the same time, it should be said that the optimal law of 
changing the transmission ratio should be determined taking into account the minimization of fuel consumption with 
restrictions on acceleration (traction) and the speed of the car. The authors of the presented work propose to apply an 
optimization method to determine the optimal laws of control of unsteady motion (from the point of view of the 
synthesis of control algorithms), which is based on the application of L.S. Pontryagin's needle variation to invariant 
signs of actual motion. The proposed approach has not been considered by the authors of previous studies. 

The aim of the work is to determine the optimal gear ratio, which allows solving the problem of synthesizing vehicle 
control to optimize fuel consumption. 

Materials and Methods. When calculating the instantaneous fuel consumption of a car, we used the following 
dependence: 

Gr =qyKKyN., (1) 
where qn — indicator of specific fuel consumption corresponding to the maximum value Ne = Ninax; Ko — value of the 
coefficient determined taking into account the speed mode of the engine; Kx — value of the coefficient determined 
taking into account the degree of engine load; Ne. — engine power at the current time. 

Coefficients K,, and Ky were determined taking into account empirical dependencies, K,. was determined taking into 
account the speed mode of the engine. Let us define it by formula: 


2, 
K, = 4g —by vey (2) (2) 
On 


where dy = 1.27; be = 0.94; c. = 0.67; we — current value of angular velocity of the crankshaft; wy — angular velocity 
of rotation of the crankshaft corresponding to the maximum engine power Nynax. 
Value a is related to the gear ratio of transmission i and speed of the car x by dependence: 


o, =(i-%)/r,. (3) 
Then formula (2) will take the form: 
b 
Ky =a, ay (4) 
Onl, (@yT,) 


Coefficient Ky depends on the degree of engine loading ¢. Value ¢ was determined by the ratio of engine power at 
the current time, regardless of the mode of movement of the vehicle. We took into account: current value of the angular 
velocity of the crankshaft we, engine power NV, at the time of full fuel supply and the same value of the angular velocity 
of the crankshaft a: 


e=—., (5) 


Value of the current power of the engine NV. was determined by the differential equation of the movement of the car 
along the x axis, having the form [5]: 
g Mgx 
Here 6 — value of the coefficient determined taking into account the power input, taking into account the increment 
of the kinetic energy of the rotating masses of the engine, transmission and wheels during acceleration of the car; 


=i. (6) 


nr — efficiency of transmission; m — gross weight of the car; y=fcosa+ sina — coefficient of resistance to 
movement; k — coefficient of air shape, which determines the strength of air resistance. 
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Coefficient 6 in the presented work was determined by the following dependence 6 = 1 + yi”, in which value y 
depended on the design parameters of the car and varied within y = 0.001—0.003. Then, from equation (6), an expression 
can be obtained for the current value of engine power: 

n= MEE MA y(n? | (7) 
Nr & 

Value of engine power N-- at the time of maximum supply of the fuel mixture was determined using a well-known 

dependence (Leiderman formula) for the external characteristics of the engine, having the form: 


2 
N,=N,, 2] 44 B22 [2+] (8) 
On On On 


Empirical coefficients A, B, C, depending on the engine parameters, can be determined, for example, by the 
dependencies given in [5]. After transformations taking into account (3), expression (8) takes the form 


N.. = F(aix + bi?x” —ci?x ), (9) 
where coefficients a, b and c were determined by formulas: 
N, B 
F= OAS b= 2 C= C ie 
Ont Ont, (yh) 


Empirical dependence for coefficient Ky has the form: 
Ky Sty thy ety e —dy-® (10) 
where constants ay = 3.27; by =— 8.22; cy =— 9.13; dy = 3.18 for gasoline engines; ay = 1.20; by = 0.14; cy = 1.80; 


dy = — 1.46 for diesel engines. 
Degree of engine loading ¢ depending on (10), taking into account (5), (7) and (9), was determined by formula: 


2 
MZOnyN | 1+ yi e+ y(t)+ he? 
_ N max IT & a 1) 
ai+bi?x—cix? , 
As an objective function, we used the amount of fuel consumption during time ¢,, during which the car was moving 


35 


along trajectory x(t) <x, with variable speed x = f (1). The optimization problem was solved in accordance with the 
following algorithm: a law was established according to which the change in the transmission ratio was determined i(x) : 


and the corresponding trajectory x(f) taking into account that the target functional took a minimum value: 
tk 
J= [ Gra min, (12) 
0 


gear ratio, current speed and power satisfied the constraints: 


I> ins ES Smacs No S Nonaxs (13) 


max? 
where i — transmission ratio of the main gear. 
Results. The calculation results were used for the case of a continuous change in the transmission ratio. Then, 
neglecting the inertia of rotating masses (at y = 0), optimal value i,,, if it existed, was found from condition: 
O(Gyx OK, . OKy K ‘ 
RO) | Oa ne |e OO (14) 
Oi i Oi Ky Oi 


Resulting expression (15) was used as the results of the study for two limiting cases. 

The first case was the movement of the car with constant speed x= const and constant fuel supply, when ¢ and 
Ky = const. Therefore, the second term in equation (14) was zero, which allowed us to obtain a simple formula for 
determining the optimal transmission ratio: 

b,. Onl, 
= (15) 


1 
opt < 
265% 


When minimizing the acceleration time to a given speed, the optimal transmission ratio was determined by 
formula [5]: 


pe aP ONE is ja 2eS |, (16) 
3Cx B’ 
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The second case was the acceleration of the car to a set speed with constant fuel supply, when the condition 
€ = const was met. In this case, the value of coefficient Ky = const and the optimal transmission ratio were determined 
by the formula from the solution of equation: 


OK { 
Ox+K, ae 0. 
Oi Oi 
After the transformations, taking into account expression (4) for K., we get: 
b, b, c 
o¢42—“o 7.9? |x 4] a, -—2 (4-4) + —2 (1-8 La (17) 
Onl. (Oy, ) Onl (Or) oi 


Derivative — in equation (17) was determined from the condition ¢ = const using expression (11). At the same 
i 


time, we neglected, as before, the inertia of rotating masses (y = 0) and the force of air resistance (ki? oS 0). Then we 


established the relationship between the speed of the car and the transmission ratio (at ¢ = const) from solving the 
following equation: 


' ae ,. 2(t 
cPx? —bi?x—ait () 
& 


= 0, 


where the notation was introduced: 


d= Anat (4) -|2 -v(0)} 


MSOnl 
The resulting equation with respect to velocity had a solution if its discriminant was greater than or equal to zero. 
5 4 4ci? 
D=b?i* +4aci* - 7 z2(t)=0. 
€ 


Then the condition must be met for the transmission ratio: 
= as) 
ed(B° /4C +A) 


The speed value corresponding to this condition was determined by formula: 
Bonny, 
in = NTE | 2) (19) 


When accelerating the car, the maximum (minimum) value of the transmission ratio i, was determined from 


condition (18), which allowed us to obtain a fairly simple expression for derivative a extend it to the entire trajectory 
i 


of movement: 
Ox b B 
@ 2c, ac, en) 


min min 


Substituting the obtained expressions into equation (17), after the transformations, we obtained the equation for the 
optimal value of the transmission ratio: 


$69 384. lgal gy, a tig Gag? |S 
Onl. (Ont) Onl (Oyr,) Oi 


2 2 
Boy 4 , S08 p| Bear |. ‘BP ove( 6) | = Ov =9, 


2Cix = 2C7 | 2Cis 2C 2C BC, 
be : 2c,,B Ont aa be col B Ont =i. 
is Cc is BB B 2C) | ivsin 
b,  2¢,B | 1 R 0 
ix 2 C fis “ ae ee , 
2¢,B i 


min 
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Ri? 2c,B 


LO, t b, Ont =0 ’ 


2 
ae) CoB ae CoB by 
Leopt = lin RC’ RC Ontk On |> 
min 


aa| Pog n+c Gace nH | 

Be OB NTk * Col Fe JONTE |? 

et), 
ed(B? /4C +A) 

For example, the calculation of fuel consumption for a car with the following characteristics was carried out: total 
weight of the car m= 1800 kg; coefficients of external characteristics of the engine 4 = 0.64; B = 1.36; C = 1.0; 
maximum engine power Nmnax = 100 kW; angular rotation speed of the crankshaft corresponding to the maximum engine 
power y= 576 s!; wheel radius r; = 0.34 m; efficiency of transmission 7, = 0.85; transmission ratio of the main gear 
ip = 3.4 transmission ratios of the gear box is = 1.0; i4 = 1.5, i3 = 2.2; i2 = 3.2; i; = 4.8; coefficient of rotating masses 
5 = 1.0; coefficient of resistance to movement y = 0.12. 

The given example of calculating fuel consumption for a car with specified characteristics clearly showed the 
solution to the problem of synthesizing vehicle control. Acceleration graphs of a vehicle with a step-by-step gearbox, 
illustrating the solution for the optimal law of gear ratio change, are shown in Figure 1. For comparison, a graph for 
acceleration of a vehicle with a step-by-step gearbox is presented, which was built according to the obtained analytical 


NT 


min 


dependence. 
At the first stage of acceleration to speed x,,;, the curves coincide. In this case X,,;, = 6.14 m/s or 22.1 km/h. 


V, Fore Vii os, | eve? +4a,c; | —V;, 


il 
Voi = Vin 


Vi(t)= : a 
YoY exp ro? 4a; | 
Voi Va 
ie we —W G; b, _ Bi®omax G. (22) 
V, m/s 
40 
30 
20 
10 


Fig. 1. Acceleration graphs of a car with a step-by-step gearbox 
(dry rolled road a = 100; f= 0.025; y = 0.118): 
iopt — optimal transmission ratio; 
icm — transmission 
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7 oe b, tb? +4a,c, 
Yi® xmax G; Vas _ 1 Ps f oe 3 , (23) 


Cc, = — 


5 eo 2c, 


L 


where @amax — engine power factor; Vo; — initial speed of the machine in i-th gear; i = 1.3 — index indicating the gear 
number; V(t) — speed of the car in i-th gear. 

Discussion and Conclusion. The use of an analytical method by the authors in determining the transmission ratio, 
as well as its use in practical calculations for a car with specific characteristics, demonstrates the potential for solving 
the problem of vehicle control synthesis using a mathematical approach. 

The goal set by the authors of this work — to determine the optimal gear ratio that allows them to solve the problem 
of vehicle control synthesis in order to reduce fuel consumption — has been achieved. As a result of the research 
conducted, analytical dependencies were obtained for two limiting cases of car motion. 

The calculations carried out by the authors for the first case showed the optimal value of the transmission ratio, 
which was determined in accordance with formulas (15) and (16). The value of the transmission ratio is inversely 
proportional to the speed of the car. The speed value determined for the optimal transmission ratio will be less than the 
gear ratio determined by acceleration time. The formation of an empirical dependence in the second case with variable 
fuel supply Kn= f(t) and the optimal transmission ratio were determined as a result of the numerical solution of 
equation (14). 

The significance of the research is to simplify the solution to the problem of synthesizing control of unsteady vehicle 
movement, which is clearly demonstrated by the obtained graphical dependencies. A similar outcome can be achieved 
by applying the combined maximum principle. 
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Kondsuxm uHMepeCo6. ABTOPBHI 3aABJLALOT 060 OTCYTCTBHU KOHQIMKTa MHTCpecos. 
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Abstract 

Introduction. The main disadvantage of traditional processes of diffusion surface hardening of steel products is its long 
duration. Therefore, the problem of intensification of such processes is relevant. To solve it, the use of high-energy 
effects on the material is proposed, which allows us to obtain a hardened surface layer from a coating composed of 
ferroalloy powders containing alloying elements. There is no data in the literature on the required content and 
dispersion of such powders in the composition of the coating. The aim of this study was to select the particle size of 
ferroalloys and their concentration in the coating to achieve the most effective hardening of the processed product. 
Materials and Methods. For experimental studies, cylindrical samples made of steel 20 with a diameter of 12 mm and a 
length of 35 mm were used. On the surface of these samples, an alloying coating containing ferroalloy powders and an 
electrically conductive gel as a binder was applied. After that, the samples were immersed vertically for half their length 
into a metal container, which was then filled with carbon powder with a particle size of 0.4—0.6 mm. Then an electric 
current of 2.5 to 3.0 A was passed in the circuit power source — container — carbon powder — sample. The duration 
of the process was 2—8 minutes. 

Results. The calculated estimation of the electrical conductivity of coal powder was performed, and the thermophysical 
parameters of microarc heating of steel were calculated. These include the power released by electric current on the 
surface of the steel product, the density of the heat flux, and the energy of a single microarc discharge. The expressions 
for calculating the particle size of ferroalloy powder were obtained, as well as the experimental dependencies of the 
diffusion layer thickness on the particle size of ferroalloys and their content in the coating. 

Discussion and Conclusion. The results of this study have allowed us to determine the size range of ferroalloys and 
their content in the coating. This information is essential for optimizing the alloying process and ensuring the most 
efficient surface hardening treatment for steel products. The data collected will be used to develop improved 
technological processes for the surface hardening process, leading to improved product quality and performance. 
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AHHOTalna 

Beedenue. OcHOBHBIM HeJOCTaTKOM TpaMIMOHHBIX MpoleccoB Wuddy3HoOHHOrO MOBepXHOCTHOTO yipouHeHHA 
CTAJIBHBIX H3][eIMH ABIACTCA OOUbIUIad IPOOIDKUTeIbHOCTb, MOITOMY MpoOseMa HHTCHCH*PUKAHU TaKUX MpOeccoB 
ABIACTCA akTyaIbHOH. JIa ee pellieHua pesoxeHO MpHMeHeHHe BbICOKOSHEpreTHyecKoroO BOsAeHCTBHA Ha 
MaTepHall, MO3BOJIAFOM[eCTO MOJYYNTb YIPOUHeHHbIM MOBepXHOCTHBIM COM H3 OOMA3KH, B COCTaB KOTOPOM BxXOJAT 
MOpOmku deppocnMaBoB, coep2xKallMe Werupyrollve 31eMeHTHI. B uTepaType OTCYTCTBYIOT JaHHbIe 0 HeOOXOHMOM 
coljepxKaHuu U WMciepcHOCTH TakHX MOPOMIKOB B cocTaBe oOma3KH. Llemb uccneqoBaHua — BBIOOpP pa3Mepa YacTHII 
(beppocnaBoB HM HX KOHICHTpallwH B OOMa3Ke JIA JOCTWKCHHA MaKCHMaJIbHO 30=eKTHBHOTO yimpodHeHHa 
oOpaOaTEIBaeMOro 3 7esHA. 

Mamepuaavi u memoooi. Ja 9kcHepUMeHTasIbHbIX HCCIe{OBAaHH HCHOMb30BaIM WWIMHApHueckue OOpa3libl H3 cTas 
20 quametpoM 12 MM u AHHOM 35 MM, Ha NOBePXHOCTb KOTOPBIX HaHOCHJIM JIerHpyr!Olly!o OOMAa3Ky, COJep2Kalllyro 
TOpOmwkH ceppocaBoB VU 3ICKTPOMpOBOHbIM Tellb B KayecTBe cBa3yroulero. Ilocue sToro obpa3bI MorpyxKamu 
BepTHKaJIbHO Ha MOJOBHHY JIMHbI B MeTaJIM4eCcKHi KOHTeMHep, KOTOpPbIM Taslee 3aN0JIHAJIM YrOJIbHbIM TOPOLIKOM C 
pa3Mepom yacTur 0,4—0,6 MM. 3aTeM mporyckasIM 9JIeKTpHuecKHH TOK BeM4nMHOK oT 2,5 Wo 3,0 A B Wem UCTOUHMK 
IMTaHuaA — KOHTelHep — YrOJIbHBIM MopomioK — oOpa3er. IpoqomKuTebHOCTh polecca coctaBiasa 2-8 MUH. 
Pesyibmamol ucciedoeanua. BpitiouHeHa pacueTHad OWeHKa 3IEKTPHYeCKOM MpOBOAMMOCTH yrOJIbHOrO MOpolika, 
paccuHTaHbI TelIomu3n4eckHe MapaMeTpbl MUKPOAYrOBOro HarpeBa CTAaJIM: MOIHOCTh, BbIJeAeMad IICKTPHYCCKHM 
TOKOM Ha TOBeCpXHOCTH CTaJIbHOTO V3eIMA, WIOTHOCTA TeIMIOBOrO MOTOKa, 9HeEprudA eAHHHYHOrO MUKPOAyroBoro 
pa3pana. Homyuens! BbIpaxkeHHA WIA pacueTa pa3sMepa YaCTHIL MOporiKa PeppociTaBoB, a TAaK2Ke IKCICPHMCHTAJIbHBIe 
3aBHCHMOCTH TOIMMHBI updpy3HOHHOTO CIIOA OT pa3Mepa YacTUL (PeppocrmaBOB UH UX COAepxKaHHA B OOMA3Ke. 
O6cyscoenue u 3akniouenue. Pe3ymbTaTbl UCCeqOBAaHHA MO3BONMIM OMpeeMTb Wuala30H pa3MepoB YacTHIy 
(beppocraBoB MU Ux cOsepxKaHve B OOMa3Ke, MO3BONAIOMMe OOecHeYHTB HanOosee 3ppeKTHBHOe IerHpoBaHHe 
TOBepxHocTH oOpaOaTHIBaempIx u3femMi. TlomyaeHHbie aHHbIe OyAyT HCHONb30BaHbI pu pa3padoTKe 
TEXHOJIOrM4eCKHX IIpOIeccOB MOBEPXHOCTHOLO YIpOUHeHHA CTAIbHBIX H3esHH. 


Karro4esble c10Ba: XHMHKO-TepMHueckat OOpaboTka, 9HEpruaA MUKPOAYrH, Anpdpy3vouHoe HacbiljeHNe CTA 


Buaarogxapnocrn. ABTOpBI BbIpaxkKatot OarojapHOcTB peqakKiMH UW penweH3eHTaM 3a BHHMaTeCJIbBHOe OTHOMICHHe K 
CTaTbe HW WeHHbIe 3aMedaHHA, KOTOPbIe NO3BOJIMJIN TOBbICHTb Ce KadeCTBO. 


Ais WuTHpoBaHHaA. CrenaHos M.C., JlomOposckuli 1O.M. CoyepxaHue u aucIiepcHocTb deppocnsaBoB B OOMa3Ke 
IIpH MMKpofsyroBoM JIerMpoBaHuu ctamM. besonacuocmb mexuozennoix u npupoduoix cucmem. 2024;8(1):82-87. 
https://doi.org/10.23947/2541-9129-2024-8-1-82-87 


Introduction. The duration of various processes of chemical-thermal treatment (CTT) of steel can reach 8- 
10 hours [1, 2]. Therefore, methods of their intensification based on the application of high-energy effects on the 
material using plasma heating [3], electro-chemical-thermal treatment [4], combined heating methods [5] laser 
treatment [6], microarc oxidation [7], and heating in an electrolyte [8] were previously proposed. However, these 
methods are difficult to apply in practice and therefore have not been widely used. To intensify the CTT processes, it is 
advisable to use microarc surface alloying, which allows you to achieve a significant (tenfold) acceleration of diffusion 
saturation process, and does not require the use of complex equipment. A special feature of this method is the 
immersion of the processed product with a coating applied to its surface in carbon powder. Then an electric current is 
passed through them. The intensification of the saturation process is achieved due to the formation of diffusant ions and 
their subsequent accelerated diffusion into the material under the influence of electric and temperature fields. In 
previous studies, positive results have been achieved using this method for diffusion saturation with chromium, 
molybdenum, vanadium [9], and tungsten [10]. For complex saturation, a coating was pre-applied to the surface of the 
processed product, which included a ferroalloy powder containing a diffusant. These studies made it possible to 
determine the structure and phase composition of the coatings obtained, but the task of achieving the maximum 
hardening efficiency, which requires determining the optimal particle sizes of ferroalloy and its content in the coating, 
was not set in previous studies. 
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The aim of the study was to determine the conditions for the most effective hardening of steel products by microarc 
alloying due to the choice of particle sizes of ferroalloy powders and their concentration in the coating used. 

Materials and Methods. For experimental studies, samples of steel 20 containing 0.2 wt. % C with a diameter 
of 12 mm were used, on the surface of which a coating prepared on the basis of an electrically conductive gel with the 
addition of ferroalloy powders was applied. The samples were immersed vertically for half their length in a metal 
container with a diameter of 35 mm, which was then filled with coal powder with a particle size of 0.4-0.6 mm. Then 
an electric current of 2.5 to 3.0 A was passed through the sample for 2—8 minutes. 

To prepare the coating, powders of ferrochrome, ferromolybdenum, ferrovanadium, ferrotungsten with a particle 
size of 0.40—0.50 microns and a binder in a volume ratio of 1:1 were used. 

The samples were polished according to the standard procedure, followed by etching with Rzheshotarsky reagent. 
The microstructure of the diffusion layer was studied using a Neophot—21 microscope. 

To measure the bulk density of coal powder, the methodology according to GOST 3258-2013 was used. The powder 
was dispersed by particle size using a set of sieves according to GOST 33 029-2014. 

Results. The bulk density of coal powder, i.e. the mass of a unit volume of freely poured powder, was determined 
experimentally, the values obtained are shown in Figure 1. 


II, g/cm? 
0.85 


0.80 
0.75 


0.70 
0.2 0.4 0.6 0.8 x,mm 


Fig. 1. Dependence of bulk density I of coal powder on size X of its particles 


In the size range from 0.4 to 0.6 mm, the average bulk density could be assumed to be 0.81 g/cm?. The obtained 
value made it possible to determine the volumetric density of coal powder as the ratio of bulk density to the density of 
coal, the value of which was borrowed from reference literature [11] and assumed to be 1.6 g/cm’, from where the 
volumetric density was assumed to be 0.81/1.6=0.51. The obtained value approximately corresponded to the packing 
density of a simple cubic lattice (0.52). Therefore, according to [12], it could be assumed that the total resistance of the 
powder medium was the sum of the resistances of successive layers consisting of parallel chains of the contact 
resistance RK between the particles and the resistance RM of the particles themselves (Fig. 2). 


Fig. 2. Electrical contacts of carbon particles in the powder medium: 
Rx — resistance of interparticle contacts; 


Rm — resistance of a single carbon particle 
Calculation according to Figure 2 allowed us to estimate the total electrical resistance R of the powder medium: 
(Re + Ry)? 
“4 2nH(r+dj) ’ 

where m — number of layers of carbon particles; y — radius of the sample; d — diameter of the particles; H — depth of 
immersion of the sample; Rx — resistance of interparticle contact; Ru — resistance of a single carbon particle. The 
following values were used for calculations: d=0.5-107 m, H=1.5:10? m, r= 6 mm, Rx=6kOhm, Rv =0. Value R 
was assumed to be 15.5 Ohm. The obtained value allowed us to calculate: electric current power P = PR, energy of a 
single microarc discharge Qo, surface current density f, heat flux density g. Value Qo was defined as the ratio of the 
current power to the total number of microarcs that simultaneously affected the heated surface for 1 second. According 
to the video recording, value VM was assumed to be 22,500. Table 1 provides the calculation results. 


(1) 
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Table 1 
Values of thermophysical parameters of microarc heating 
LA f107, A/cm? P-10°, W q 10°, W/m? Qo 10%, J 
25 45 0.97 1.71 4.3 
2.75 49 1.17 2.07 5.2 
3.0 53 1.39 2.47 6.2 


Next, the maximum size dmax of a ferroalloy particle was calculated, for the vaporization of which the energy of one 
microarc was sufficient. 

The required amount of heat Q, taking into account specific heat of sublimation A, can be written as: Q = Am, where 
m — mass of the particle. 

For a spherical particle with density p: 


er 
m=pV =—pad°. 
p 6 p 
Therefore, the desired condition has the form: 
Apnd? /6<Qy. 
The maximum particle diameter required to fulfill this inequality: 
60 
dc = 3 a . (2) 
Tp 
Calculated dmax values are shown in Table 2. 
Table 2 
Calculation results 
Ferroalloy Fet+Cr Fe+Mo Fet+V Fe+W 
0.45 A/cm? 0.045 0.043 0.044 0.038 
dinax, TM 0.49 A/cm? 0.048 0.046 0.047 0.040 
0.53 A/cm? 0.050 0.048 0.050 0.042 


Thus, it was established that the maximum particle size of ferroalloys used in the coating composition should not 
exceed 38 microns. 

The thickness of the diffusion layer was experimentally determined depending on the volume fraction of 
ferrochrome particles in the coating and its thickness. To do this, ferrochrome powder FKhO10A with a particle size 
of 40-50 microns was added to the binder in the amount necessary to obtain its volume content in the range of 10-50% 

Figure 3 provides the results. It can be seen that the maximum coating thickness was formed at a volume 
concentration of ferrochrome particles in the coating of 50% and its thickness of 0.5mm. Thus, the maximum 
intensification of the diffusion saturation process was achieved under the condition of the highest content of ferroalloy 
particles in the coating, and the ferroalloy particles adjacent to the saturated surface must be exposed to microarcs. 


Fig. 3. Dependence of depth H of the hardened layer on thickness h of the coating layer for different contents of 
ferrochrome powder (vol. %) in the coating: 1 — 10; 2 — 30; 3 — 50 


Discussion and Conclusion. Calculated assessment of electrical conductivity of coal powder used for microarc 
alloying of steel products made it possible to establish the influence of the magnitude of electric current in the circuit on 
thermophysical parameters of the process: the density of the heat flux on the heated surface, the power released on the 
heated surface, the energy of a single microare discharge occurring between the heated product and the surrounding 
powder medium during the flow of electric current. The results obtained made it possible to determine the diameter of 
ferroalloy particles used for microarc alloying, their volume fraction in the coating, which ensure the achievement of the 
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greatest intensification of microarc alloying process. The research results will be used in the development of 
technological processes for surface hardening of steel products by microarc surface alloying. 
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Abstract 

Introduction. It makes practical sense to change the properties of steels with a bainite structure, as with bainite 
transformation under the influence of a magnetic field, it is possible to improve the ductility of the steel while 
maintaining or even increasing its strength. Scientific research in this area has focused on the influence of the magnetic 
field on thermodynamics and on the change in the phase transformation scenario. However, there is no detailed 
description in open sources of the effect of a magnetic field on the structure and properties of the products of 
intermediate bainite transformation. The aim of the work is to study the peculiarities of the influence of an external 
magnetic field on the scenario and kinetics of phase transformation of steel. 

Materials and Methods. The study was conducted using samples made of 65G steel. Their chemical composition was 
monitored using a Magellan Q8 optical emission spectrometer. Heat treatment (resistive heating) was carried out in an 
IMASH 20-75 installation for high-temperature research. The heating temperature was approximately 1000 degrees 
1000°C, and the holding time was 10 minutes. The sample was cooled down using water-cooled electrical contacts. An 
external magnetic field with a strength of 400 kA/m and 800 kA/m was created by an electromagnet integrated into the 
vacuum chamber of the installation. 

Results. The experiments confirmed the potential for altering the transformation pathway from pearlite into bainite in 
the presence of an external magnetic field of up to 1 MA/m. Images of the microstructure and surface relief of samples 
after cooling in a magnetic field were obtained. Kinetic changes and dependencies of the volumetric transformation 
rates on the duration of isothermal exposure were analyzed. It has been found that exposure to a constant magnetic field 
of 1.6 MA/m increased the volumetric transformation rate by 1.808 times (for 65G steel) and by 1.687 times (for 
45Kh steel). 

Discussion and Conclusion. The results of observations of changes in the surface relief during cooling in the absence 
of a magnetic field, and in magnetic fields of various strengths, were recorded. This has allowed us to draw the 
conclusion that the external magnetic field stimulates the bainitic transformation instead of the original pearlitic one. 
Microstructural changes can be explained by the influence of the magnetic field on the initial phase magnetic state. 


Keywords: bainite transformation magnetic stimulation, pearlite transformation, improvement of steel properties, 
microstructural changes in steels, vacuum etching, magnetostrictive deformations 
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AHHOTalna 

Beeodenue. Vismenenne cBovicts crasei c OciHHTHOM CTpyKTypol MMeeT TpakKTHYeCKH CMBICI, T. K. pH OeHHHTHOM 
HIpeBpalljeHHuH MO], BO3eHCTBHEM MarHUTHOYO MOJIA BO3MOXKHO YIyUWeHve WiaCTHYHOCTH CTaJIM Ip COXpaHeHHN WIM 
TIOBLIMeCHHH ee MPOYHOCTHBIX WoKa3aTeseH. HayyHpie v3bICKaHHA B 9TOM cibepe KacasIMCb BOMIpOCoB BJIMAHHA 
MarHUTHOLO MOA Ha TePMOAMHaMHKy HW CMeHY ClleHapua (pa3z0Boro MpeBpaljeHua. OWHaKO B OTKPbITbIX HCTOUHHKAX 
HeT J[eTaIbHOrO ONMCaHHA BO3eCHCTBHA MarHUTHOrO MOsIA Ha CTpyKTypy M CBOMCTBa pOAyKTOB NpOMexKYTOUHOrO 
OeiHUTHOTO IpeBpamenna. Lenb padoTst — vccieqoBaHHe OCOOeHHOCTH BJIMAHHA BHCLWIHeTO MarHHTHOTO MONA Ha 
cljeHapuii HW KMHeTUKy (pa30Boro NpeBpaljeHuA cTaH. 

Mamepuanot u memoodvi. Uccneqopanue mpopoyqusiocb Ha oOpa3lax u3 ctamm 65I. Wx xumuyeckuit coctas 
KOHTpOJIMpoOBasIM TIpH TOMOUIM OMTHKO-3MHCCHOHHOrO clieKTpoMetpa Magellan Q8. Tepmuyueckyro oOpadorKy 
(pe3HCTHBHEIM HarpeB) MpOBOAWIM B YCTaHOBKe JJId BbICOKOTeMMepaTypHbIxX UccreqoBanui «MMALI 20-75». 
Temnepatypa Harpepa — oxos10 1000 °C, Bpema BplgepxKH — 10 MuuyT. Obdpa3el, oxnaxKyain mpu TOMO 
BOJOOXJI@KACMBIX 3JICKTPOKOHTaKTOB. BueliHee MarHHTHOe ose HampsxKeHHocThIO 400 KA/m u 800 KA/M 
CO3{aBaJIOCb 3JICEKTPOMarHHTOM, MHTerpupoOBaHHbIM B BaKyYMHY!I0 KaMepy yCTaHOBKH. 

Pe3syjiemamel ucciedosanua. DKCIIeEPHMeHTbI TOATBepAWIM BO3MO2%KHOCTbh CMeHBI CleHapva pespalleHua c 
TlepsHTHOrO Ha OeMHUTHBIM Mp BO3eHCTBHH BHeELWIHHM MarHuTHbIM oem Wo | MA/m. Tlomyuensr u300paxeHna 
MUKPOCTpyKTypbI HM MOBepXHOCTHOrO pesbeda OOpasoB Mocwe OxaKeHHA B MarHuTHOM Hose. [poanasrm3upoBaHbl 
KMHeTHYeCKHe H3MCHCHHA WH 3aBHCHMOCTH OOBEMHBIX CKOpOCTel MpeBpallleHHt OT BpeMeHH U30TepMNdecKoN 
BbIepxKKH. YCTaHOBIeCHO, YTO AelCTBHe MOCTOAHHOrO MarHuTHOrO Tosa HalpsKeHHOcTHIO 1,6 MA/M yBemmunBaeT 
OObeMHy!0 CKOpocTb MpeBpamlenua B 1,808 pa3a (qa cram 65T) u B 1,687 pasa (aa cram 45X). 

O6cystcoenue u 3aKOYenUe. 3aPUKCUPOBaHbI Pe3yIbTAThI HaOIOAeHH 3a U3MeHeEHHeM MOBepXHOCTHOrO pelbeda 
IIpH OxlaKeHHM O6€3 MarHHTHOFO MOA MW B MarHHTHBIX MOAX pa3sIM4HOM HallpswMKeHHOCTH. ITO MO3BOIHMIO CetaTb 
BBIBOX O CTHMYJIAWMH BHeCWIHHM MarHHTHbIM TOJIeM OeiHHTHOrO MpeBpalleHHA BMeCTO HCXOHOTO MepsHTHOTO. 
MukpoctTpyKTypHble H3MeHeHHA OOBACHAIOTCA BIIMAHHEM MOA Ha MATHUTHOe COCTOAHHe UCXOAHON pa3bl. 


Karouesbie C10Ba: MarHHTHOe CTHMyJIMpoBaHve OeMHHTHOTO MpeBpallleHHA, MepIMTHOe UpeBpalljeHue, yryuueHve 
CBOMCTB CTaslei, MHKPOCTpyKTypHble H3MeCHCHHA CTasIei, BAKYyMHOe TpaBsIeHHe, MaTHATOCTpHKUHOHHBIe JePpopMallun 
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Introduction. As it is known, the magnetic field affects thermodynamics [1], in particular, the equilibrium 
temperature of phase transitions [2]. A significant shift in critical temperatures can be achieved only when using 
sufficiently strong (pulsed) magnetic fields [3], which is associated with certain technical difficulties when implemented 
in production conditions. The experiments indicate the appearance of a-phase in structural and tool steels under the 
action of fields with strength of 1.6—2.4 MA/m [1]. These processes take place at temperatures that are much higher 
than equilibrium and do not fit into the shift assumed by thermodynamic estimates [4]. The influence of an external 
magnetic field during the heat treatment of steel is expressed in an increase in the rate[5] and dispersion of 
transformation products [6]. It is known from [7] that during intermediate (bainitic) transformation under the influence 
of a magnetic field with strength of up to 2 MA/m, structural changes allow for a greater margin of plasticity while 
maintaining or slightly increasing strength parameters. 

The regions with a short-range magnetic order in the y-phase undergo magnetostriction under the action of an 
external magnetic field. This is due to the magnetic inhomogeneity of austenite [8] and causes a change in the field of 
elastic forces of the lattice, and the energy of formation of the critical nucleus of the a-phase decreases. The external 
magnetic field increases the number and size of ferromagnetic clusters [1]. As a result, the number of nucleation centers 
multiplicatively increases during cooling in a magnetic field. 

It is shown in [9] how the short-range magnetic order in austenite affects the change of the phase transformation 
scenario. It is known from [10] that the magnetic state of y-phase determines the transformation of ferromagnetic a- 
phase into one or another product. It can be ferrite, perlite, bainite or martensite. 
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The aim of the presented work is to experimentally verify the possibility of changing the pearlite transformation 
scenario to a bainite one when exposed to an external magnetic field up to 1 MA/m. In addition, it is necessary to 
evaluate the change in the kinetics of bainite transformation when the field is applied. 

Materials and Methods. Samples of one melting made of 65G steel were used. Their chemical composition was 
monitored using a Magellan Q8 optical emission spectrometer (Table 1). 

Table 1 
Average content of elements in the samples 


Polished samples were placed in a vacuum chamber of an IMASH 20-75 high-temperature research facility. This 
equipment provided vacuum in the working chamber of 1.3-10~ + 6.6-10~ Pa. This made it possible to implement the 
vacuum etching method. The structure was revealed as a result of evaporation in a vacuum at high temperature under 
the influence of surface tension. Upon cooling during phase transformations accompanied by shear processes, a 
corresponding relief appeared on the surface of the sample. 

The samples were subjected to resistive heating to ~ 1000°C for 10 minutes and cooled with heat removal to water- 
cooled copper electrical contacts at a rate of ~28+32°C/s. In accordance with the diagram of the isothermal 
decomposition of austenite of 65G steel, the obtained cooling rate corresponded to the intersection of the nose of the 
area of the beginning of the pearlite transformation. The high heating temperature contributed to the growth of the 
austenitic grain and vacuum etching of its boundaries, which was required for video recording of surface relief changes 


during phase transformation. 

To measure the temperature, thermal junctions were welded in the middle of the sample. During cooling, the 
processes occurring on the surface were recorded using an Eakins digital eyepiece. The obtained data on the 
microstructure of the surface relief and inside the sample were processed to determine the volume fraction of the 
structural components. For this purpose, SIAMS 800 analytical software was used in 16+25 fields of vision. 

External magnetic field was created by an electromagnet integrated into the vacuum chamber of the installation [11]. 
The experiments involved fields with a strength of 400 kA/m and 800 kA/m. Samples without a field were processed in 
the same way, but with an electromagnet removed from the vacuum chamber. 

Results. With the bainitic or martensitic shear character of the transformation, a relief should appear on the surface 
of the polished sample. If this did not happen, we were talking about a pearlitic transformation. Under experimental 
conditions, the cooling rate was insufficient for quenching 65G steel with martensite. One could expect competition 
between pearlite and bainite transformations depending on the presence or absence of an external magnetic field during 
the cooling process. 

Figure 1 shows screenshots of video frames of changes in the surface relief observed during the transformation of 
supercooled austenite at various points in time (t). Each line in Figure | corresponds to the specified strength of the 
external magnetic field (H). 
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Fig. 1. Change in surface relief during cooling depending on strength of the external magnetic field (H, kA/m) 
and transformation time (t, ms) 
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Figure 2 shows the microstructures of the surface relief and inside the samples after various processing modes. 


aI). 


Fig. 2. Microstructure of the surface relief (a, b, c) and inside t he sample (d, e, f) after processing: 
a, d — without a field; b, e — in a magnetic field with a strength of 400 kA/m; 
e, f— in a magnetic field with a voltage of 800 kA/m 


When processing without a field, changes in the surface relief were observed only in individual small formations 
(1st line of Fig. 1 and Fig. 2 a). On the video recording of austenite grain cooling, the propagation of the wave process 
over the surface was slightly noticeable. Apparently, this was a reflection of phase transformation. Microstructural 
analysis of the inner layers of the sample showed the presence of an overwhelming amount (98%) of the pearlitic 
structure (Fig. 2 d). 

With the imposition of an external magnetic field, the surface relief was formed by nascent and growing bainite 
needles (the 2nd line of Fig. | and Fig. 2 5). These crystals could not be classified as martensitic because of their slow 
growth (Fig. 1). With increasing field strength, the intensity of shear transformation on the surface increased (Line 3 of 
Fig. | and Fig. 2 c), a batch bainite was formed. 

Under the action of a magnetic field with a strength of 400 kA/m, the volume fraction of bainite increased three- 
fold — up to 6% (Fig. 2 e) compared with treatment without a field. In a magnetic field with a strength of 800 kAm, the 
volume fraction of bainite was already 8+10%. This allowed us to conclude that it stimulated the change of the scenario 
of transformation from pearlite to bainite during processing in an external magnetic field. 

If the initial phase (austenite) was kept as long as possible during cooling, then the short-range magnetic order 
(magnetic inhomogeneity), which increased in it with a decrease in temperature, would lead to an athermal martensitic 
transformation scenario to its critical extent. This was known from [9]. It was shown in [1] that the superposition of an 
external magnetic field during cooling of austenite led to additional, forced magnetic stratification of austenite due to an 
increase in the number, size and time of stable existence of ferromagnetic clusters. Under the conditions of the current 
experiment, artificially enhanced by an external field, the short-range magnetic order in the y-phase promoted the 
bainite transformation instead of the pearlite one, which was natural for these cooling conditions without superposition 
of the field. 

Under the influence of a magnetic field, the kinetics of the bainite transformation changed significantly. This was 
evidenced by the increase in the bainite reaction noted during the experiment with an increase in the magnetic field 
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strength. In addition, [7] considered the imposition of an external magnetic field with a strength of 1.6 MA/m during 
isothermal exposure of various steels. The results of this work also confirmed the above statement about the kinetics of 
transformation. 

To clarify the mechanism of the influence of an external magnetic field on the kinetics of an intermediate 
transformation, the following factors were taken into account: 

— specifics of the growth of bainite crystals, which depended on the rate of removal of carbon atoms from the y/a 
boundary; 

— structural stresses arising during transformation due to changes in the specific volume of the transforming phases. 

This approach was due to the fact that relaxation processes at the interface were strongly inhibited at low 
temperatures [12]. In such a situation, the stress gradient caused the drift of carbon atoms in spite of the concentration 
heterogeneity. This played a decisive role in the rate of growth of the lower bainite. The movement of C atoms led to a 
decrease in its concentration in the volumes of the y-phase along the growth front of the bainite plates. As a result, a 
concentration gradient-controlled diffusion flow occurred. It was directed towards the growing crystal and reduced its 
growth rate. Dependencies describing these processes were found in the works of L.N. Alexandrov and 
B.Ya. Lyubov [13]. 

Magnetostrictive deformations occurred under the influence of an external magnetic field. Their elastic energy could 
make a certain contribution to the energy of interaction of diffusing atoms with the field of structural stresses. An increase 
in carbon drift and an increase in the growth rate of a-phase crystals should be expected. The rate of growth by the drift 
mechanism in accordance with the calculations of L.N. Alexandrov and B. Ya. Lyubov is described by the dependence: 

2PD 


V= ree (1) 
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Here D — carbon diffusion coefficient in austenite; R.,» — radius of the critical nucleus under the supercooling; 
Cy.@ and Co — carbon concentration in the a-phase and the initial austenite respectively. P characterizes the energy of 
interaction of diffusing atoms with the field of structural stresses caused by dilation of ¢ with a change in volume during 
the transformation process, and is found from the ratio: 
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where 7, — radius of the carbon atom; w — parameter characterizing the dependence of the lattice constant on the 


concentration of atoms of the dissolved element in solid solutions; E — Young's modulus; v — Poisson's ratio; 
w= (E/2)-(1-—v) — Lame coefficient (shear modulus in the direction [100]); m =(a—b)- (a+b), where a and b — 
dimensions of the semi-axes of the crystal in the form of an ellipsoid of rotation. 

The calculation according to formula (1) was carried out for carbon steel at: Co = 0.7; m = 0.9; v = 0.3; = 73.5 hPa; 


Z 2 
ed al ;€=0.01;@=0.02. Value Rip was determined from the ratio Ryp = 20 / AFo. 


Surface tension at the coherent boundary o=0.2 J/m*; AFy at T=600K was 315 MJ/m°*. Value Cu = 0.4 was 
determined as the concentration corresponding to the temperature of the beginning of the martensitic transformation 
(600 K). The growth rate of a-phase crystals found in this way was ~ 8-10-° cm/s, i.e. it was a value of the same order 
as Vey ~ 10° cm/s, obtained experimentally for 65G steel when videotaping isothermal relief formation. 

When the magnetic field was turned on, the measurement of the growth rate gave the same results, i.e. the effect of 
magnetostrictive stresses on the intensification of drift was not experimentally detected. 

Let us suppose the elastic displacement was equal to the true magnetostriction of the paraprocess 4 ~ 0.5-10~ [14]. 
In this case, at H= 1.6 MA/m and t= 400°C the stresses from magnetostriction were 0, = E, ~ 10 MPa. They made a 
very small contribution to the energy of interaction of diffusing atoms with the field of structural stresses. This was 
explained by the fact that the magnitude of magnetostriction was two to three orders of magnitude less than the 
magnitude of dilation (0.01 + 0.07 [15]) at a shear ya transition. For this reason, the estimation of the contribution of 


D=0.0999 exo( 
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magnetostriction according to formula (1) gave a vanishingly small difference in the values of the growth rate during 
processing without a field and in a magnetic field. 

The acceleration of the bainite formation process can actually be estimated using the A.N. Kolmogorov 
equation [16], which establishes a relationship between the degree of transformation, the rate of nucleation and the 
growth of the centers of a new phase. The change in the volumetric rate of transformation in a magnetic field due to a 
decrease in the formation of a ferromagnetic nucleus of critical size [1] can be found by formula: 
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where v — volumetric rate of transformation (indices 0 and H, respectively, indicate the processing conditions without a 
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field and in an external magnetic field); W — energy of formation of an equilibrium nucleus; J — magnetization; H — 
magnetic field strength; Af — specific "chemical" driving force; Af* — free energy of formation of one ferromagnetic 
cluster [1]. 

According to the classical theory of L. Kaufman and M. Cohen [17], the nucleation energy of the centers of new phases 
is equal to: 


— a 
(af +ar") 


Here Af* — process of formation of ferromagnetically ordered clusters in austenite; 8 — parameter that takes into 


(4) 


account the influence of elastic deformation energy; o — surface tension. It is known from [17] that 
0703 = 9.92 - 10'° P/m'?. 

Calculations were performed for temperatures of 543 K (65G steel) and 628 K (45Kh steel) at a magnetic field strength 
of H= 1.6 MA/m. Energy of formation of the equilibrium nucleus W was determined at a specific chemical driving force 
Af= 150 MJ/m3 taking into account the field strength and the average size of the ferromagnetic cluster ~ 1.8 nm [1], for 
which value Af* = 0.63 MJ/m? was obtained. Calculation by formula (3) gave for the bainitic transformation in 
65G steel vy/v0 = 1.804, and in 45 Kh steel vy/1 = 1.665. 

Dependencies of the volumetric conversion rate (Fig. 3) were obtained using experimental data [7] on the degree of 
bainitic transformation in65G and 45Kh steels at different times of isothermal exposure without a field and in a 
magnetic field with a strength of 1.6 MA/m. 
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Fig. 3. Dependencies of volumetric conversion rate (vertical axis, %/ s) on time of isothermal exposure: a — for 65G steel at a 
temperature of 375°C; 6 — for 45Kh steel at a temperature of 320°C. The blue curve reflects processing data without a field, the red 
one — in a magnetic field. Experimental points are marked on each line 


Figure 3 allows us to consider the ratio of the volumetric conversion rate during processing in the field to processing 
without the field vy/vo at the very beginning of the bainite reaction (extrapolated value in t = 1 s). For 65G steel, it turns 
out to be 1.808, for 45Kh steel — 1.687. This is close to the theoretical estimates given above: 1.804 for 65G steel and 
1.665 for 45Kh steel. In the process of transformation, the speeds change. If we consider the very first experimental 
points on the graphs, then: 

— for 65G steel at t= 40 s vy/v = 1.75; 

— for 45Kh steel at t= 28 s vp/v = 1.629. 

As the isothermal exposure time increases, the volume velocities become less correlated with the calculated values. 

Conclusion. It has been experimentally established that by using an external magnetic field, it is possible to change 
the transformation scenario from pearlite to bainite. This is explained by an increase in the degree of short-range 
magnetic order in austenite as a result of an increase in the number and size of ferromagnetic clusters in the gamma 
phase under the influence of a magnetic field. With an increase in its voltage, the magnetic heterogeneity of austenite 
increases. As a result, the rate of bainite transformation increases. The calculated values of the increase in the 
volumetric rate of transformation under the action of an external magnetic field are in good agreement with 
experimental data for the initial rates of bainite transformation. 
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TeXHOJOrHH MeTaI0B JloHcKoro rocyapcTBeHHOorO TexHuyeckoro yHuBepcuteta (344003, P®, r. Poctos ua Jony, 
m1. Carapuna, 1), mpodbeccop, SPIN-Kog: 7222-6100, ORCID, fipm dstu@mail.ru 


Amutpuii Buxroposuy Hedenos, acnupant Kkaceszpbl MaTepHasloBeyeHHA HU TexHoorMu Metam0B JJoHcKoroO 
rocyapcTBeHHOrO TexHW4eckoro yHuBepcuteta, (344003, P®, r.Poctop wa Jlony, suum. Tarapuna, 1), 
SPIN-xog: 5052-6393, ORCID, tries_lab@mail.ru 


3aneleHHolil 6kKIaO Coaemopos: 

1O. B. Jonrayes — momydeHve 9KCIepHMeHTaJIbHbIX JaHHbIX, PaCueTbI, aHaJIM3 pe3yJIbTaTOB HcceqoBaHHii, 
HOArOTOBKa TeKcTa, (opMysMpoBaHue BEIBODOB. B. H. Iycropolit — dopmupoBaHve OCHOBHOM KOHIeMUMM, We 
3a]au MCCIeqOBaHHA, HAYYHOS PYKOBOACTBO, NopaooTKa TeKcTa, KoppekTHposBKa BEIBOTOB. J]. B. Hedbeqos — noyroTosKa 
oOpa3q{0B 1a HccieqOBaHHA, IpOBeweHHe MMMTALMOHHBIX MCIbITAaHMH HW MeTaWIorpapuyeckoro aHasn3a. 


Kondauxm uHMepecos. aBTOPbI 3aABJIAFOT 00 OTCYTCTBHH KOH@JIMKTa MHTeCpecos. 


Bce aemopoi npowumaau u odobpuau oKOHnYaMebHolU Bapuanm pyKonucu. 


